












E:\e/raja P/All 2025-26 G Schdule 2025

Name of Work :        chdkusj uxj fuxe ds tksu la[;k if'pe&3
fofHkUu LFkkuksa ij 

Name of Contractor :-  ……………………………………………….................
Date of Sales : As per NIT 
Tender Cost Rs 4500000/- Earnest Money Rs. 2%
Earnest Money Cheque Draft No. :                                 Date :  
Earnest Money M.C.B. Receipt No. :                              Date :  
Earnest Fees M.C.B. Receipt  No. :                                 Date :                                                                    

 
S. 
No 

Item Code 

1. 4.2 
4.2.1 

Earth work in excavation for roadway, including trimming 
bottom and side slopes in accordance with requirement of line. 
grades and cross section, including disposal of surplus material 
with all lift and lead upto 1000 meter as per MoRT&H 
specification clause 301. In all type o

2. 2.10.2 Dismantling of flexible pavements and disposal of dismantled 
materials up to a lead of 50 metres as directed by Engineer. 
Grangular courses. 

3. 2.10.1 Dismantling of flexible pavements a
materials up to a lead of 50 metres as directed by Engineer. 
Bituminous courses. 

4. 2.4.2 Dismantling of existing structures like culverts, bridges, 
retaining walls, CC road and other structure comprising 
masonry, cement concrete, wood work, steel work, including 
T&P and scaffolding wherever necessary, sorting the 
dismantled material, disposal of unserviceable material and 
stacking the serviceable material with all lifts and lead of 50 
metres as directed by Engineer. 

5. BSR 
1.27.1&1.2

7.2/ B-7 
 

Pumping out water caused by springs, tidal or river seepage, 
broken water main or drains and the like with pumping set of 
following H.P. including P.O.L./ Power consumption etc. 
complete.  5 to 9 H.P. . 

6. 1.2 
1.1.2 

Carriage of Materials by mechanical transport including 
loading, unloading and stacking :: Sand, bazri, ballast, kankar 
Up to 5KM 

7. 9.3 Providing and laying lean cement concrete
over a prepared sub-grade with coarse and fine aggregate 
conforming to IS: 383, the size of coarse aggregate not 
exceeding 25 mm, aggregate cement ratio not to exceed 15:1, 
aggregate gradation after blending to be as per table 600
cement content not to be less than 150 kg/ cum, optimum 
moisture content to be determined during trial length 
construction, concrete strength not to be less than 10 Mpa at 7 
days, mixed in concrete mixer, laid manualy, compacted with 
surface vibrator, finishing and curing complete as per clause 
601, 112 of MoRT&H specification including all material, 
labour, machinery, lighting, guarding and maintenance of 
diversion. 

8. 7.3.1 Providing, laying and spreading of granular sub
providing coarse graded Material (Table 400
uniform layers with motor grader on prepared surface, mixing 
BY MIX IN PLACE METHOD with rotavator at OMC, and 
compacting with vibratory roller to achieve the desired density, 
complete as per MoRT&H specification clause 
all material, labour, machinery, lighting, guarding and 
maintenance of diversion. Grading III Material.

9. 7.5.2 Providing laying, spreading and compacting stone aggregates 
of specific sizes as per Table 400
specification including spreading in uniform thickness; hand 
packing, rolling with power roller 8
proper grade and camber, applying and brooming requisite type 
of screening (Table 400-
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NIT No.  24/26

Municipal Corporation , Bikaner.
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Date of Opening : As per NIT 
Earnest Money Rs. 2% or 1/2% Tender Fess :1000/

Earnest Money Cheque Draft No. :                                 Date :   
Earnest Money M.C.B. Receipt No. :                              Date :   
Earnest Fees M.C.B. Receipt  No. :                                 Date :                                                    

  

"G" Schdule 

Item Qty. Unit Rate

ion for roadway, including trimming 
bottom and side slopes in accordance with requirement of line. 
grades and cross section, including disposal of surplus material 
with all lift and lead upto 1000 meter as per MoRT&H 
specification clause 301. In all type of soil c. 

01.00 Cum 235.50

Dismantling of flexible pavements and disposal of dismantled 
materials up to a lead of 50 metres as directed by Engineer. 

01.00 Cum 310.00

Dismantling of flexible pavements and disposal of dismantled 
materials up to a lead of 50 metres as directed by Engineer. 

01.00 Cum 445.00

Dismantling of existing structures like culverts, bridges, 
retaining walls, CC road and other structure comprising of 
masonry, cement concrete, wood work, steel work, including 
T&P and scaffolding wherever necessary, sorting the 
dismantled material, disposal of unserviceable material and 
stacking the serviceable material with all lifts and lead of 50 

by Engineer.  

01.00 Cum 678.00

Pumping out water caused by springs, tidal or river seepage, 
broken water main or drains and the like with pumping set of 
following H.P. including P.O.L./ Power consumption etc. 

01.00 Hour 151.00

Carriage of Materials by mechanical transport including 
loading, unloading and stacking :: Sand, bazri, ballast, kankar 

01.00 Cum 203.81

Providing and laying lean cement concrete 1:4:8 in Sub- base 
grade with coarse and fine aggregate 

conforming to IS: 383, the size of coarse aggregate not 
exceeding 25 mm, aggregate cement ratio not to exceed 15:1, 
aggregate gradation after blending to be as per table 600-1, 

ment content not to be less than 150 kg/ cum, optimum 
moisture content to be determined during trial length 
construction, concrete strength not to be less than 10 Mpa at 7 
days, mixed in concrete mixer, laid manualy, compacted with 

ing and curing complete as per clause 
601, 112 of MoRT&H specification including all material, 
labour, machinery, lighting, guarding and maintenance of 

01.00 Sqm 2955.00

Providing, laying and spreading of granular sub-base by 
roviding coarse graded Material (Table 400-2), spreading in 

uniform layers with motor grader on prepared surface, mixing 
BY MIX IN PLACE METHOD with rotavator at OMC, and 
compacting with vibratory roller to achieve the desired density, 

&H specification clause - 401 including 
all material, labour, machinery, lighting, guarding and 
maintenance of diversion. Grading III Material. 

01.00 Cum 1106.00

Providing laying, spreading and compacting stone aggregates 
s as per Table 400-7 to Water Bound Macadam 

specification including spreading in uniform thickness; hand 
packing, rolling with power roller 8-10 tonnes, in stages to 
proper grade and camber, applying and brooming requisite type 

-8) binding materials to fill up the 

01.00 Cum 1915.00
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ejEer@fuekZ.k dk;ZA ,s0vkj0lh0 dk;ZA  

Tender Fess :1000/- 
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235.50 235.50 
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1106.00 1106.00 
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interstices of coarse aggregates, watering (with water browser) 
and compacting to required density, making necessary earthen 
bund to protect edges as per clause 404 of MoRT&H 
specification including all material,labour, machinery, lighting, 
guarding and maintenance of diversion Complete. Crusher 
broken - Grade-II (63-45mm) 

10. 7.5.4 Providing laying, spreading and compacting stone aggregates 
of specific sizes as per Table 400-7 to Water Bound Macadam 
specification including spreading in uniform thickness; hand 
packing, rolling with power roller 8-10 tonnes, in stages to 
proper grade and camber, applying and brooming requisite type 
of screening (Table 400-8) binding materials to fill up the 
interstices of coarse aggregates, watering (with water browser) 
and compacting to required density, making necessary earthen 
bund to protect edges as per clause 404 of MoRT&H 
specification including all material, labour, machinery, lighting, 
guarding and maintenance of diversion Complete  Crusher 
broken - Grade-III (53-22.4mm).  

01.00 Cum 1897.00 1897.00 

11. 8.3 Providing and applying tack coat on the prepared surface with 
bitumen emulsion as per IS: 8887 and approved quality @ 0.2 
kg/sqm with the help of spray set fitted on bitumen Container 
(boiler) after cleaning the surface with brooms or soft brushes 
and finally dusting with old gunny bags and compressed air to 
receive bituminous treatment complete as per clause 502 of 
MoRT&H specification including all material, labour, 
machinery, lighting, guarding and maintenance of diversion. 

01.00 Sqm 12.00 12.00 

12. 8.12 
8.12.1 

Providing and laying open graded premix carpet 20mm thick 
(compacted), on prepared surface in a single course as wearing 
course, composed of specified graded crushed stone aggregate 
as per Table 500-23, premixed with bituminous binder @ 14.60 
kg/ 10sqm (including cost of anti-stripping compound wherever 
required), including loading of material with F.E. loader, hot 
mixing of stone aggregate and bitumen in computerised hot mix 
plant, transporting the mixed material by tippers to paver and 
laying with paver finisher fitted with electronic sensor control 
to the required level and grade, compacting smooth wheeled 
roller 8-10 tonne capacity and finishing to required level to 
achieve the desired density as per clause 511 of MoRT&H 
specification including all material, labour, machinery, lighting, 
guarding and maintenance of diversion but excluding cost of 
tack coat/ seal coat. With Bitumen VG-grade 30 

01.00 Sqm 119.00 119.00 

13. 8.15.1 Providing and applying premixed seal coat Type "B" 
comprising of thin application of fine aggregate 0.06 cum/ 10 
sqm premix with bitumen binder @ 6.8 Kg/ 10 Sqm (including 
cost of anti-stripping compound wherever required) laying with 
paver finisher with electronic sensor control and rolling with 
power roller 8-10 tonne complete as per clause 513 of 
MoRT&H specification including all material, labour, 
machinery, lighting, guarding and maintenance of diversion. 
With Bitumen VG-grade 30 sqm.  

01.00 Sqm 48.10 48.10 

14. 8.1 Providing and applying primer coat over prepared surface of 
granular base with bitumen emulsion as per IS : 8887 and 
approved quality @ 0.6 kg/sqm with the help of spray set fitted 
on bitumen Container (boiler) after cleaning the surface 
including removing of binding material and other foreign 
matter with wire brushes and small picks, sweeping with 
brooms or soft brushes and finally dusting with old gunny bags 
and compressed air to receive bituminous treatment complete 
as per clause 502 of MoRT&H specification including all 
material, labour, machinery, lighting, guarding and 
maintenance of diversion. 

01.00 Sqm 33.70 33.70 

15. 12.2 Filling of Pot- holes and patch repairs with open graded premix 
surfacing 20mm thick compacted with bitumen binder VG-
grade 30 @ 14.60 kg/10 sqm and aggregate in Hot mix plant, 
transporting the mixed material with tipper and laying manually 
to the required level and grade, rolling with power roller, 8-10 
tonne, removal of all failed material, trimming of completed 
excavation to provide firm vertical faces, cleaning of surface, 
painting of tack coat on the sides and base of excavation as per 
clause 503, back filling the pot holes with hot bituminous 
material as per clause 511, compacting, trimming and finishing 
the surface to form a smooth continuous surface complete as 
per clause 3004.2 of MoRT&H specification including all 
material, labour, machinery, lighting, guarding and 
maintenance of diversion. 

01.00 Sqm 137.50 137.50 

16. 13.1 
13.1.2 

Brick masonry work in cement mortar with mechanical mixer 
with First class bricks (min. 10.5 Mpa) in foundation (at any 

01.00 Cum 6330.00 6330.00 
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level) complete as per drawing and technical specification and 
as per clause 1000 & 1300 of MoRT&H specification including 
all scaffolding material, labour, machinery but excluding 
pointing and plastering.  In cement mortar 1:4 (1 cement : 4 
coarse sand)  

17. 32.3.2 Cement plastering including T&P, scaffolding, material and 
complete labour, including cost of water, curing, racking of 
joints etc. with 20 mm cement plaster of mix : including 
Providing /mixing of synthetic fibers compulsorily complying 
with IS 16481:2022 of 06 mm/12 mm length to be mixed @ 
0.25% by weight of Cement i.e. 125 gms per 50 kg Cement up 
to 900 gms per cum of Concrete/ mortar  1:4 (1 cement : 4 fine/ 
coarse sand)  

01.00 Sqm 315.50 315.50 

18. 4.25 Providing Barricading for Trenches using 80 - 100 mm dia 
Wooden Ballies as vertical post, atleast 1.5m above ground 
level and atleast 30-45 cm below ground level at a spacing of 3 
m. Two rows of PVC Tape (preferabley red in colour) strip 
barricading horizontal strip securely tied by the vertical 
members. Vertical members shall be painted in red and white 
colour. Rate is inclusive removal and cleaning of site complete 
in all respect. 

01.00 Mtr. 113.50 113.50 

19. 17.80.1 Supplying & fixing 560mm dia opening SFRC manhole frame 
& cover as per IS : 12592-2002 in existing manholes including 
grouting the frame in PCC M-15 complete in all respect as 
directed by the Engineer. HD-20 

01.00 Each 2675.00 2675.00 

20. 17.77 Raising precast circular manhole cover and frame by taking out 
existing precast frame and cover, providing and fixing precast 
SFRC circular spacer of height 100/125/150mm, re-fixing 
existing manhole cover frame and cover with cement sand 
mortar (1:3), including making good the damage, complete as 
directed by Engineer. 

01.00 Each 1955.00 1955.00 
 

21. 9.12 
 
  

Removing & re-fixing of precast cement concrete interlocking 
paving blocks of all sizes over 50 mm thick course sand 
bedding (duly compacted) including filling of joints with sand 
complete in all respect. 

01.00 Sqm 613.00 613.00 

22. 4.4 Construction of embankment with approved material obtained 
from borrow pit with all lifts and leads, transporting to site, 
spreading, grading to required slope and compacting by 
vibratory roller 8-10 tonne to meet requirement of table 300-2 
including cost of compensation for earth taken from private 
land complete as per MoRT&H specification clause 305. (Lead 
taken upto 5 km) 

01.00 Cum 178.50 178.50 

23. 4.10.1.1 Earth work in excavation in foundation, trenches etc. including 
dressing of side and ramming of bottoms. including getting out 
the excavated material, refiliing after laying pipe/ foundation 
and disposal of surplus excavated material at a lead upto 50m 
suitable site as per direction of Enginner for following depths, 
elow natural ground/ Road top level. In all types soils/ saturated 
soil such as moorum, sand, sandy, site, elay, black cotton soil, 
kankar. etc.  

01.00 Cum 229.50 229.50 

24. 9.6 
9.6.1 

Providing and laying un-reinforced, plain cement concrete mix 
with Concrete Mixer & vibrator pavement over a prepared sub 
base with 43 grade cement , coarse and fine aggregate 
conforming to IS: 383, maximum size of coarse aggregate not 
exceeding 25 mm, mixed as per approved mix design, laid, 
spread, compacted and finished in a continuous operation 
including provision of contraction, expansion, construction and 
longitudinal joints etc including all material, labour, machinery, 
lighting, guarding and maintenance of diversion. PCC M-20  

01.00 Cum 5650.00 5650.00 

25. 9.11 Providing and fixing of 60mm thick precast cement concrete 
interlocking paver block casted with rubber moulds in 
apporoved reflective colour and design having minimum 
compressive strength of 300 Kg/ sq cm. The CC paving blocks 
be laid on average 50mm thick bed of coarse sand and the joint 
is to be filled with fine sand. Laying procedure on compacted 
sub-bace as defined. Complete job is to be executed as per the 
instruction of Enginner incharge. The rates to be inclusive of all 
lead & Lifts etc. complete as per specifications. 

01.00 Sqm 795.00 795.00 

26. PWD BSR 
2025 

Providing and Laying of Interlocking M-30 grade Concrete 
Block Pavements having thickness 80mm as per drawing sand 
as per IS15658:2006. and all materials shall conformto MoRTH 
Specification Clause 602 with M-30 Grade 0.30 Mtrx 0.30 
Mtrx 0.15 Mtr Edge Blocks. Category 'A' : Dentated unit stokey 
in to each other on all four faces Zig zag shape as per 
IRC:SP:63-2004 

01.00 Sqm 1029.00 1029.00 

27. 10.8 Providing and laying marking of center line and stop line etc 
with hot thermoplastic compound 2.5 mm thick on road/ plain 

01.00 Sqm 444.00 444.00 
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surface, including reflectorising glass beads @ 250 gms per 
sqm area with special applicator machine, as per IRC:35 
including cleaning the surface of all dirt, dust and other foreign 
matter, demarcation at site and traffic control involved. The 
finished surface to be level, uniform and free from streaks and 
holes as per clause 803 of MoRT&H Specification including all 
material, labour, machinery, lighting, guarding and 
maintenance of diversion.  

28. 8.9.1 Providing laying and consolidation Semi Dense Bituminous 
Concrete, as per Design Mix (approved by Engineer), on 
prepared surface with specified graded crushed aggregates as 
per table 500-15 for wearing coarse including loading of 
material with F.E. loader, hot mixing of stone aggregate, filler 
and bitumen (including Cost of anti-stripping compound 
Minimum 1% in Lime/Cement as per design wherever 
required) heating and mixing in in computerised hot mix plant, 
transporting the mixed material by tippers to paver and laying 
with paver finisher fitted with electronic sensor control to the 
required level and grade, compacting by power rollers and 
vibratory rollers or 150 to 250 KN pneumatic tyred roller with 
TP = 0.7 Mpa, to achieve the desired density (approximately 
2.3 tonne/cum) complete as per clause 508 of MoRT&H 
specification including all material, labour, machinery, lighting, 
guarding and maintenance of diversion but excluding 
primer/tack coat. 35-40 mm compacted thickness (Grade-1) 
using Bitumen VG-grade 30 @ 4.5% (percent by weight of 
total mix)  

01.00 Cum 8070.00 8070.00 

29. BSR 
10.23 

Providing and fixing PVC Bump Speed Breakers size 350 mm 
x  250 mm x 50 mm fitted with key hooks complete with labour 
material and traffic diversion arrengements. 

01.00 Rmt 2593.00 2593.00 

Total 41237.61 
Up to :- 45.00 lacs 

 
I/We Tendering above work @ ...................................... above/below "G" Schedule.  
 
Signature of Tendering Contractor ................................................................... 
 
 


