
OFFICE OF THE EXECUTIVE ENGINEER (Project-II)

Nagar Nigam Jaipur

G-SCHEDULE

PART "A" CIVIL WORK Rate based on SOR RUIDP 2023 and PWD BSR 2022

S.

No.
BSR Ref. Item QTY Unit RATE AMOUNT

1 2.3.1 Clearing and grubbing road land including uprooting rank

vegetation, grass, bushes, shrubs, saplings and trees girth up

300 mm, removal of stumps of trees cut earlier and disposal of

unserviceable materials and stacking of serviceable material to

lead of 50 metres from road boundary including removal and

disposal of top organic soil not exceeding 150 mm in thickness

directed by Engineer. In area of light jungle

to

a 0.025 hectare 61600.00 1540.00

as

2 4.10.1.1 Earth work in excavation in foundation, trenches etc. including

dressing of sides and ramming of bottoms, including getting out the

excavated material, refilling after laying pipe/ foundation and

disposal of surplus excavated material at a lead upto 50m suitable

site as per direction of Engineer for following depths, below natural

ground / Road top level. In all types soils/ saturated soil such as

moorum, sand, sandy silt, clay, black cotton soil, kankar, etc. Depth

199.00 Cum 229.50 45670.50

upto 1.5 m

3 4.10.1.2

4 1.1.1 Carriage of Materials by mechanical transport including loading,

unloading and stacking :: Earth (for 2 km)

Add extra for overall depth of excavation above 1.5 m and upto 3.0
m over item no 4.10.1.1

52.00 Cum 245.60 12771.20

150.00 Cum 185.54 27831.00

Athole

(आशीष वर्मा)
कनिष्ठ अभियन्ता (प्रो.-II)

नगर निगम जयपुर
(पंक

ज  कुमार  मीना)

अधिश
ाषी

 अभियन्त
ा  (प्रो.-11

)

नगर
 निगम 

जयप
ुर



5 4.13

6 21.1.5

7 23.1.1

8 23.1.2

9 23.2.1

Earth filling with available surplus soil excavated from foundations

and taken only from outside of building plinth in layers not

exceeding 20cm in depth, consolidating each deposited layer

including ramming and watering and consolidation with lead up to
50 m and lift upto 1.5 m.

Providing and laying in position cement concrete of specified grade

excluding the cost of centring and shuttering - All work upto plinth
level : 1:3:6 (1 Cement : 3 coarse sand: 6 graded stone

aggregate 20 mm nominal size).

Providing and laying in position specified grade of reinforced

cement concrete excluding the cost of centring, shuttering, finishing
and reinforcement - All work upto plinth level :1:1:2 (1 cement : 1

coarse sand: 2 graded stone aggregate 20 mm nominal size). (As

per design mix)

Providing and laying in position specified grade of reinforced

cement concrete excluding the cost of centring, shuttering, finishing

and reinforcement - All work upto plinth level :1:1%:3 (1 cement:

1½ coarse sand : 3 graded stone aggregate 20 mm nominal size

Reinforced cement concrete work in walls (any thickness), including

attached pilasters, buttresses, plinth and string courses, fillets,

columns, pillars, piers, abutments, posts and struts etc. upto two
stories excluding cost of centring, shuttering, finishing and

reinforcement : including Providing /mixing of synthetic fibers

compulsorily complying with IS 16481:2022 of 06 mm/12 mm length

to be mixed @ 0.25% by weight of Cement i.e. 125 gms per 50 kg

Cement up to 900 gms per cum of Concrete/ mortar. 1:1:2 (1
cement: 1 coarse sand: 2 graded stone aggregate 20 mm nominal

size) (As per design mix)

রি

(आशीष वर्मा)

कनिष्ठ अभियन
्ता (प्रो.-II)

नगर निगम
 जयपुर

200.00 Cum 159.00 31800.00

47.00 Cum 5000.00 235000.00

5.00 Cum 6410.00 32050.00

44.00 Cum 6340.00 278960.00

18.00 Cum 7460.00 134280.00

(पंकज
 कुमार मीन

ा)कुमार

अधिशाषी
 अभियन्ता (प्रो.-1)

नगर निगम जयपुर



10 23.3.2

11 22.1.1

12 22.1.3

13 22.1.5

14 22.1.6

15 23.19.6

Reinforced cement concrete work in beams, suspended floors,

roofs having slope upto 15° landings, balconies, shelves, chajjas,
lintels, bands, plain window sills, staircases and spiral stair cases

upto two stories excluding the cost of centring, shuttering, finishing

and reinforcement: including Providing /mixing of synthetic fibers

compulsorily complying with IS 16481:2022 of 06 mm/12 mm length

to be mixed @ 0.25% by weight of Cement i.e. 125 gms per 50 kg

Cement up to 900 gms per cum of Concrete/ mortar M-20 Grade

Concrete (1:12:3 (1 cement: 1½ coarse sand : 3 graded stone

aggregate 20 mm nominal size) -As per design mix)

Centring and shuttering with plywood or steel sheet upto two stories

each story of height upto 3.5 metre from floor level) including

strutting, propping etc. and removal of form for: Foundations,

footings, bases of columns, etc. for mass concrete.

Centring and shuttering with plywood or steel sheet upto two stories

each story of height upto 3.5 metre from floor level) including
strutting, propping etc. and removal of form for: Suspended floors,

roofs, landings, balconies and access platform.

Centring and shuttering with plywood or steel sheet upto two stories

( each story of height upto 3.5 metre from floor level) including

strutting, propping etc. and removal of form for : Lintels, beams,

plinth beams, girders, bressumers and cantilevers.

Centring and shuttering with plywood or steel sheet upto two stories

each story of height upto 3.5 metre from floor level) including
strutting, propping etc. and removal of form for: Columns, Pillars,
Piers, Abutments, Posts and Struts.

Reinforcement for R.C.C. work at all levels including
straightening, cutting, bending, placing in position and binding all
complete. Thermo-Mechanically Treated bars.

Asha
(आशीशावर्मा)

कनिष्ठ अभियन्ता (प्रो.-II)

नगर निगम जयपुर

68.00 Cum 7660.00 520880.00

134.00 Sqm 236.50 31691.00

244.00 Sqm 456.00 111264.00

194.00 Sqm 426.00 82644.00

178.00 Sqm 375.00 66750.00

15610.00 Kg 83.30 1300313.00

(पंकज कुमार मीना)
अधिशाषी अभियन्ता (प्रो.-11)

नगर निगम जयपुर



16 5.2.2 (PWD) Brick work with F.P.S. bricks of class designation 75 in

superstructure above plinth level upto floor V level in all shapes and 126.00 Cum 4990.00 628740.00

17 5.1.2 (PWD)

sizes in: Cement mortar 1 : 6 (1 cement: 6 coarse sand)

Brick masonry with F.P.S. bricks of class designation 75 in

foundation and plinth with bricks Cement mortar 1: 6 (1

cement: 6 coarse sand)

47.00 Cum 4263.00 200361.00

18 5.8.2(PWD) Half brick masonry in Superstructure, above plinth level upto floor V

level using bricks of designation 75 Cement mortar 1: 4 (1 cement
4 coarse sand)

27.00 Sqm 553.00 14931.00

19 5.18.1 (PWD) Add extra over item of brick work with class designation 100

substitution of class designation 75: Quantity in Cum.

in
173.00 Cum 163.00 28199.00

20 5.18.2 (PWD) Add extra over item of brick work with class designation 100 in
27.00 Sqm 19.00 513.00

substitution of class designation 75 :Quantity in Sqm.

21 26.24.3 Supplying and fixing in walls machine cut and polished stone
shelves, tands and in CM 1:3 with machine cut edges: Kota stone

minimum 30mm thick.

15.00 Sqm 613.00 9195.00

22 27.2.1.3 Providing and fixing Granite stone slab mirror polished and machine

edge cut in walls, pillars, steps, Shelves, Sills Counters, Floors etc.

laid on 12mm (Av.) thick base of cement mortar 1:3 (1 cement: 3

coarse sand) jointing with white cement mortar 1:2 (1white cement :

2 marble dust) with pigment to match the shade of the marble slab

including grinding, rubbing and polishing complete..Jhunjhunu /

Jalore (Red/Choclate/Black/Pink Colour). Above 3601 Cm2 Slabs

Jhunjhunu / Jalore (Red / Chocolate Colour) Above 3601 Cm2

Slabs

22.00 Sqm 4430.00 97460.00

23 27.3.2 Extra for providing edge moulding to 15-18mm thick marble/ Granite

stone counters, Vanities etc. including machine polishing to edge to

give high gloss finish etc. complete as per design approved
Engineer-in-Charge. Granite Work

30.00 Rmt

by
310.00 9300.00

(आशीष वर्मा)
कनिष्ठ अभियन्ता (प्रो.-II)

नगर निगम जयपुर

lo
(पंकज कुमार

 मीना)

अधिशाषी अभियन्
ता (प्रो.-II)

नगर निगम जयपु
र



24 27.5

25 27.11

26 27.18.1

27 28.24.2.1

Extra for providing opening of required size & shape for wash

basins/ kitchen sink in kitchen platform, vanity counters and similar

location in marble/Granite/stone work including necessary holes for

pillar taps etc. including rubbing and polishing of cut edges etc.

complete

Providing and fixing 1st quality standard white, grey, ivory, fume red
brown, light green, light blue and other light shades glazed tiles

confirming to IS: 13753 & IS :15622 of size 200mm x 300mm in

walls, floors, steps, pillars etc. laid on a bed of neat cement slurry

finished with flush pointing in the white cement mixed with pigment

to match the shade of the tile complete (excluding the cost of
cement plaster on walls and pillar).

to

Providing and fixing 1st quality ceramic glazed vitrified tiles of colour

standard white, grey, ivory, fume, red brown, light green, light blue,
and other light shades with water absorption less than or equal

0.08% confirming to IS: 13753 & IS: 15622 in floor, steps etc laid

on bed on neat cement slurry finished with flush pointing in the
white cement mixed with pigment to match the shade of the tile

complete (excluding the cost of cement plaster on wall and pillar)
Size 600mm x 600mm

Providing and fixing external grade board solid core single leaf flush

door shutters ISI 2202-67 marked using Phenol formaldehyde resin

in glue both sides including approved ISI marked Stainless Steel

butt hinges fittings with necessary screws complete as per annexure

'A': 30 mm thick Commercial Veneer both side

Ahs

(आशीर्ष वर्मा)
कनिष्ठ अभियन्ता (प्रो.-II)

नगर निगम जयपुर

7.00 each 285.50 1998.50

110.00 Sqm 891.00 98010.00

112.00 Sqm 1560.00 174720.00

16.00 sqm 1889.00 30224.00

Pam

(पंक
ज  कुमार म

ीना)

अधिश
ाषी

 अभियन्ता
 (प्रो.-II)

नगर
 निगम

 जयपुर



28 29.14

29 29.16

30 9.17

(PWD)

31 9.17.1

32 29.3

Providing and fixing T-iron frames for doors, windows and

ventilators of mild steel Tee-sections, joints mitred and welded with

15x3 mm lugs 10cm long embedded in cement concrete blocks

15x10x10 cm of 1:3:6 (1 cement: 3 coarse sand : 6 graded stone

aggregate 20 mm nominal size) or with wooden plugs and screws or

with dash fastener or rawl plugs and screws or with fixing clips or

with bolts and nuts as require including fixing of necessary butt

hinges and screws and applying a priming coat of approved steel
primer.

Providing and fixing M.S. Tubular frames for doors, windows,

ventilators and cupboard with L-Type section made of 1.60mm thick

M.S. Sheet, joints mitred and welded and grinded finish profiles

required size with 15x3mm lugs 10cm long embedded in cement

concrete blocks 15x10x10cm of 1:3:6 (1 cement: 3 coarse sand: 6

graded stone aggregate 20mm nominal size) or with wooden plugs

and screws or rawl plugs and screws or with fixing clips or with bolts

and nuts as required including fixing of necessary butt hinges and

screws and applying a priming coat of approved steel primers.
Providing and fixing M.S. sheet 1mm thick single leaf door shutter in

angle iron frame 35x35x5mm suitabilly diagonally braced with

25x3mm flat iron above and below lock rail of size 50x5mm beading

extra including all fittings, as per direction of Engg. incharge but
excluding cost of chowkhats: including two coats of anit-corrosive
red oxide primer paint

Add extra for double leaf shutters.

Providing and fixing in position collapsible steel shutters with vertical

channels 20x10x2mm and braced with flat iron diagonals 20x5mm

size with top and bottom rail of T-iron 40x40x6mm with 40mm dia,

steel pulleys complete with bolts, nuts, locking arrangement,

stoppers, handles, including applying a priming coat of approved
steel primer.

(आशीर्ष वर्मा)
कनिष्ठ अभियन्ता (प्रो.-II)

नगर निगम जयपुर

200.00 kg 115.50 23100.00

150.00 kg 146.50 21975.00

25.00 sqm 2869.00 71725.00

25.00 20% sqm 573.80 14345.00

9.00 Sqm 8620.00 77580.00

ferm
(पंकज कुमार मीना

)

अधिशाषी अभियन्त
ा (प्रो.-II)

नगर निगम जयपुर



33 9.28.1 (PWD)

34 9.28.2 (PWD)

Providing and fixing steel glazed window frame made out of 80x40

mm hollow sheet section of 16 gauge thickness, joint mitred welded

and grinded including hold fast of steel lugs 13mm x 3mm and 15

Cm long embedded in C C block 15 x 10 x 10 Cm of 1:3:6 nominal

concrete and including fixing of pivoted hinges of superior quality,

window shutters made out of 50 x 25.0 mm hollow steel section 15

mm paitam of 18 gauge thickness, joint mitred and grinded

including 10mm x 10mm square bars welded to frame for paitam

fixing float glass 4mm thick panes with glazing clips and metal sash

putty and fixing of shutters frames peg stay, U shape handle 100

mm long, tower bolts 100 mm long of steel powder coated superior

quality including fixing and jointing with frame hinges priming coat

with steel primer complete in all respect as per direction of Engineer

in-charge Window openable.

Providing and fixing steel glazed window frame made out of 80x40

mm hollow sheet section of 16 gauge thickness, joint mitred welded

and grinded including hold fast of steel lugs 13mm x 3mm and 15

Cm long embedded in C C block 15 x 10 x 10 Cm of 1:3:6 nominal

concrete and including fixing of pivoted hinges of superior quality,

window shutters made out of 50 x 25.0 mm hollow steel section 15

mm paitam of 18 gauge thickness, joint mitred and grinded

including 10mm x 10mm square bars welded to frame for paitam

fixing float glass 4mm thick panes with glazing clips and metal sash

putty and fixing of shutters frames peg stay, U shape handle 100

mm long, tower bolts 100 mm long of steel powder coated superior

quality including fixing and jointing with frame hinges priming coat

with steel primer complete in all respect as per direction of Engineer

in-charge Window fixed.

Athoy
(आशीष वर्मा)

कनिष्ठ अभियन्ता (प्रो. II)
नगर निगम जयपुर

14.00 Sqm 3803.00 53242.00

4.00 Sqm 3501.00 14004.00

(पंक
ज  कुमा

र  मीना)

अधिश
ाषी

 अभियन्ता
 (प्रो.-

II)

नग
र  निगम

 जयपुर



35 9.28.3 (PWD) Providing and fixing steel glazed window frame made out of 80x40

mm hollow sheet section of 16 gauge thickness, joint mitred welded

and grinded including hold fast of steel lugs 13mm x 3mm and 15

Cm long embedded in CC block 15 x 10 x 10 Cm of 1:3:6 nominal

concrete and including fixing of pivoted hinges of superior quality,
window shutters made out of 50 x 25.0 mm hollow steel section 15

mm paitam of 18 gauge thickness, joint mitred and grinded

including 10mm x 10mm square bars welded to frame for paitam

fixing float glass 4mm thick panes with glazing clips and metal sash

putty and fixing of shutters frames peg stay, U shape handle 100

mm long, tower bolts 100 mm long of steel powder coated superior

quality including fixing and jointing with frame hinges priming coat

with steel primer complete in all respect as per direction of Engineer

in -charge Extra for additional shutter in pipe section windows with

12.00 Sqm 1654.00 19848.00

wire gauge 14 mesh x 24 gauge.
36 9.27 (PWD) Providing and fixing Square bars or other flat welded to window,

ventilatiors etc.
109.00 kgs 65.00 7085.00

37 31.62.1 Grading roof for water proofing treatment with water proofing
compound Cement concrete 1:2:4 (1 cement : 2 coarse sand: 4

graded stone aggregate 20 mm nominal size)

11.00 Cum 6250.00 68750.00

38 30.3.2

39 30.35

Cement concrete flooring 1:2:4 (1 сement : 2 coarse sand: 4

graded 20mm nominal size stone aggregate) finished with a floating

coat of neat cement including cement slurry, but excluding the cost

of nosing of steps etc. complete. including Providing /mixing of

synthetic fibers compulsorily complying with IS 16481:2022 of 06

mm/12 mm length to be mixed @ 0.25% by weight of Cement i.e.

125 gms per 50 kg Cement up to 900 gms per cum of Concrete/
mortar 75mm thick

Random rubble dry stone Kharanja (soling) under floor.

(आशीष वर्मा)
कनिष्ठ अभियन्ता (प्रो. II)

नगर निगम जयपुर

150.00 Sqm 792.00 118800.00

35.00 Cum 2270.00 79450.00

0

(पंक
ज  कुमार  मीना)

अधिश
ाषी  अभियन्ता

 (प्रो.-II)

नगर
 निगम

 जयपुर



40 9.39

(PWD)

Providing and fixing of double leaf steel shutter for cupboard,the

frame is made of pressed steel ISI section 80x25 mmx1.25 mm

thick with 1.00 mm MS sheet to spot welded including holdfasts of

15x3mm, MS oxidized fittings such as butt hinges, sliding doors

bolts, handles, tower bolts and twin peg etc complete including

applying priming coat of approved steel primer of red oxide zinc

chromate and spray painting in approved shade with deco paint of

approved quality complete as per direction of Engineer In Charge

13.00 Sqm 3895.00 50635.00

41 14.5.1

42 32.2.1

43 12.22.1

(PWD)

44 32.49.1

45 32.35.1

Plastering with cement mortar (1:3) on Brick/stone work in

substructure/ super structure at any height complete as per clause

1312 of MoRT&H specification including all material, labour,

scaffolding etc.12 mm plaster on brick work

Cement plastering including T&P, scaffolding, material and

complete labour, including cost of water, curing, racking of joints
etc. with 15 mm cement plaster on the rough side of single or half

brick wall of mix: including Providing /mixing of synthetic fibers

compulsorily complying with IS 16481:2022 of 06 mm/12 mm length

to be mixed @ 0.25% by weight of Cement i.e. 125 gms per 50 kg

Cement up to 900 gms per cum of Concrete/ mortar 1:4 (1 cement :

4 fine/ coarse sand)

Providing and applying white cement based putty over plastered
surface to prepare the surface even and smooth complete New

Plastered Surface (three or more coats)

Wall painting with plastic emulsion paint of approved brand and
manufacture to give an even shade: Two or more coats on new

work

Finishing walls with Acrylic Smooth exterior paint of required shade

New work (Two or more coat applied @ 1.67 Itr/10 sqm over and

including base coat of water proofing cement paint applied @ 2.20

|kg/ 10 sqm).

H
(आशीष वर्मा)

कनिष्ठ अभियन्ता (प्रो.-II)
नगर निगम जयपुर

922.00 Sqm 167.50 154435.00

418.00 Sqm 263.50 110143.00

1230.00 Sqm 84.00 103320.00

812.00 Sqm 117.50 95410.00

418.00 Sqm 144.00 60192.00

laa

(पं
कज  कुमार  मीना)

अधिश
ाषी  अभियन्ता

 (प्रो.-II)

नग
र  निगम

 जयपुर



46 16.48 (PWD)

47 32.50.1

Providing and fixing of uPVC Sliding windows: Frame Made from

the Extruded uPVC Window Profile Section of size 106w x 50h mm

having outer wall thickness of 2.5mm (+/- 0.2mm) and 3 box multi-

chamber construction, Laminated (colour) finish, duly reinforced

with 1.2 mm thick GI section. Frame shall have three track

configuration, Vertical member of frame which bears the sliding

shutter load shall have aluminium rail/track for smooth sliding of

shutter rollers. All the four corners shall be mitered cut & thermal

welded so as to form window frame. Frame shall be milled with

drain and air equalizer hole in order to be water tight and for

drainage of accumulated water, if any, to outer side. Shutter : The

shutter of sliding window shall be made of 39w x 69h mm Extruded

3 box multi- chamber uPVC Window Profile Section of laminated

(colour) having outer wall thickness of 2.5mm (+/- 0.2mm) provided

with reinforcement of 1.5mm thick GI section duly mitered cut &

thermal welded at all corners and fitted with uPVC glazing bead of

size 22 x 20 mm with inner and outer co-extruded EPDM/TPE-E

weather seal gaskets alongwith 6mm thick ISI make plain float

glass.

Painting with synthetic enamel paint of approved brand and

manufacture to give an even shade: Two or more coats on new

work

Ahиt

(आशीष वर्मा)
कनिष्ठ अभियन्ता (प्रो. II)

नगर निगम जयपुर

7.00 Sqm 9039.00 63273.00

209.00 Sqm 114.00 23826.00

5438234.20

Pam

Total

(पंक
ज  कुमार  मीना)

अधिश
ाषी

 अभियन्त
ा  (प्रो.-11)

नगर
 निगम

 जयपुर


