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G-SCHEDULE

S. | Item No. Particulars ) Qty. Unit Rate Amount

1 4.10.1.1 |Earth work in excavation in foundation, trenches etc. including dressing of sides and
ramming of bottoms, including getting out the excavated material, refilling after laying
pipe/ foundation and disposal of surplus excavated material at a lead upto 50m
suitable site as per direction of Engineer for following depths, below natural ground /
Road top level.In all types soils/ saturated soil such as moorum, sand, sandy silt, clay,
black cotton soil, kankar, etc Depth upto 1.5 m i

5.27 cum | 229.50 1209.61

o
—_
—
—_

Carriage of Materials by mechanical transport including loading, unloading and
stacking ::Earth lead 2 Km

527 cum | 185.54 977.92

w

21.1.7 Providihg and laying in position cement concrete of specified grade excluding the cost
of centring and shuttering - All work upto plinth level :1:4:8 (1 Cement : 4 fine/

coarse sand : 8 graded stone aggregate 40 mm nominal size).
cum

5.27 cum | 4575.00 | 24113.22

4 9.6.1 |Providing and laying in position cement concrete of specified grade excluding the cost
’ of centring and shuttering - All work upto plinth level :1:1%2:3 (1 Cement : 172 coarse
sand : 3 graded stone aggregate 20 mm nominal size).

11.29 | cum | 5910.00 | 66749.02

5 | 30.25.1 |Kota stone slab flooring 25mm thick over 20 mm (average) thick base laid over and

. jointed with grey cement slurry mixed with pigment to match the shade of the slab
including rubbing and polishing complete with base of cement mortar 1 : 4 (1 cement :
4 coarse sand) :Area of each slab 900 to 2000 sqcm

: 2442 |sqm | 1365.00 | 33333.30
6 27.12 |Providing and fixing 1st quality MAT finished ceramic tile size 300x300mm

confirming to IS : 13755 and IS : 15622 colour such as.white, grey, ivory, fume red
brown, light green, light blue and other light shades in floors, steps, pillars etc. laid on
a bed of neat cement slurry finished with flush pointing in the white cement mixed

with pigment to match the shade of the tile complete (including the cost of cement
mortar bed 1:4).

7530 |sqm | 864.00 65054.88

7 | 29.26.2 |Steel work welded in built up sections/ framed work including cutting, hoisting, fixing
in position and applying a priming coat of approved steel primer using structural steel

etc. as required.In gratings, frames, guard bar, ladder, railings, brackets, gates and
similar works. :

' ’ - | 4070.00 | kg 144.50. | 588115.00
8 34.9.3 |Providing and fixing Chlorinated Polyvinyl Chloride (CPVC) pipes, having

thermal stability for hot & cold water supply including all CPVC plain &
brass threaded fittings. This included jointing of pipes & fittings with one step
CPVC solvent cement, trenching, refilling &testing of joints complete as per

direction of Engineer in-charge. External work 25 .mm nominal outer dia
.Pipes..

132.00 | mtr | 318.00 | 41976.00
9 | 34.183 '

Providing and fixing ball valve (brass) of approved quality, High or low
pressure, with plastic floats complete 25 mm nominal bore.

22 each| 531.00 11682.00
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