
No. 05/2026-27

OFFICE OF THE EXECUTIVE ENGINEER (ANZ)

Issue to M/s

SECTOR 4, JAWAHAR NAGAR, JAIPUR

Postal Address of Agencey

Mobile No.

NAME OF WORK :- आदर्श नगर जोन क्षेत्राधिकार में स्थित लकड़ी की टाल के पास

स्वर्णकार मोक्षधाम में मरम्मत एवं विकास कार्य ।

ब्राहम्ण

G-SCHEDULE

S.

No

2

3

Particulars

Earth work in excavation in foundation, trenches etc. including dressing of
sides and ramming of bottoms, including getting out the excavated

material, refilling after laying pipe/ foundation and disposal of surplus
excavated material at a lead upto 50m suitable site as per direction of

Engineer for following depths, below natural ground / Road top level. In
all types soils/ saturated soil such as moorum, sand, sandy silt, clay, black
cotton soil, kankar, etc. Depth upto 1.5 m

Carriage of Materials by mechanical transport including loading,

unloading and stacking :: Earth 10 Km

Providing and laying in position cement concrete of specified grade
excluding the cost of centring and shuttering - All work upto plinth level:

1:4:8 (1 Cement: 4 fine/ coarse sand: 8 graded stone aggregate 40 mm

nominal size).

4 Random rubble masonry with hard stone in foundation and plinth

5

6

7

8

9

10

Cement mortar 1:6 (1 cement: 6 coarse sand)

Reinforced cement concrete work in beams, suspended floors, roofs

having slope upto 15° landings, balconies, shelves, chajjas, lintels, bands,
plain window sills, staircases and spiral stair cases upto two stories

excluding the cost of centring, shuttering, finishing and reinforcement:

including Providing /mixing of synthetic fibers compulsorily complying
with IS 16481:2022 of 06 mm/12 mm length to be mixed @ 0.25% by

weight of Cement i.e. 125 gms per 50 kg Cement up to 900 gms per cum

of Concrete/ mortar M-20 Grade Concrete (1:12:3 (1 cement: 1½½ coarse

sand: 3 graded stone aggregate 20 mm nominal size) -As per design mix)

Reinforcement for R.C.C. work at all levels including straightening,
cutting, bending, placing in position and binding all complete. Thermo-

Mechanically Treated bars.

Centring and shuttering with plywood or steel sheet upto two stories (each

story of height upto 3.5 metre from floor level) including strutting,
propping etc. and removal of form for: Foundations, footings, bases of
columns, etc. for mass concrete.

Brick work with FPS bricks of class designation 75 in superstructure

above plinth level upto two stories in all shapes and sizes in : Cement
mortar 1:6 (1 cement: 6 coarse sand)

Providing and fixing Granite stone slab mirror polished and machine edge

cut in walls, pillars, steps, Shelves, Sills Counters, Floors etc. laid on
12mm (Av.) thick base of cement mortar 1:3 (1 cement : 3 coarse sand)

jointing with white cement mortar 1:2 (1white cement: 2 marble dust)

with pigment to match the shade of the marble slab including grinding,
rubbing and polishing complete. Green / Black 1501 Cm2 to 3600 Cm2
Tiles

Extra for providing edge moulding to 15-18mm thick marble/ Granite
stone counters, Vanities etc. including machine polishing to edge to give
high gloss finish etc. complete as per design approved by Engineer-in-
Charge. Granite Work

RUIDP ISOR 2023

Qty. Rate Per

Amount

Rs. P.

45.00 229.50 Cum 10327.50

45.00 356.36 Cum 16036.20

3.00 4575.00 Cum 13725.00

4.50 4860.00 Cum 21870.00

1.13 7660.00 Cum 8655.80

500.00 83.30 Kg. 41650.00

15.00 236.50 Sqm 3547.50

23.00 6300.00 Cum 144900.00

140.00 4025.00 Sqm 563500.00

20.00 310.00 Mtr. 6200.00

अधिशाषी

सुमार

अभियन्ता आदर्श नगर
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12

Providing and fixing Ist quality ceramic glazed vitrified tiles of colour
standard white, grey, ivory, fume, red brown, light green, light blue, and
other light shades with water absorption less than or equal to 0.08%
confirming to IS: 13753 & IS : 15622 in loor, steps etc laid on bed on

neat cement slurry finished with flush pointing in the white cement mixed
with pigment to match the shade of the tile complete (excluding the cost of
cement plaster on wall and pillar) Size 600mm x 600mm

Providing and fixing external grade board solid core single leaf flush door

shutters ISI 2202-67 marked using Phenol formaldehyde resin in glue both
sides including approved ISI marked Stainless Steel butt hinges fittings

with necessary screws complete as per annexure 'A': 30 mm thick
Decorative teak veneer One side

13 Random rubble dry stone Kharanja (soling) under loor.
14

15

Providing and laying in position cement concrete of specified grade
excluding the cost of centring and shuttering - All work upto plinth level :

1:14:3 (1 Cement : 1½ coarse sand : 3 graded stone aggregate 20 mm
nominal size)

Cement plastering including T&P, scaffolding, material and complete
labour, including cost of water, curing, racking of joints etc. with 20 mm
cement plaster of mix: including Providing /mixing of synthetic fibers

compulsorily complying with IS 16481:2022 of 06 mm/12 mm length to
be mixed @ 0.25% by weight of Cement i.e. 125 gms per 50 kg Cement
up to 900 gms per cum of Concrete/ mortar 1:4 (1 cement: 4 fine/ coarse

20.00 1560.00 Sqm 31200.00

2.52 2223.00 Sqm 5601.96

1.50 2270.00 Cum 3405.00

7.50 5910.00 Cum 44325.00

200.00 315.50 Sqm 63100.00

sand)

16 Providing and applying plaster of paris putty of 2 mm thickness over
plastered surface to prepare the surface even and smooth complete

450.00 204.50 Sqm 92025.00

17 Distempering with oil bound washable distemper of approved brand and

manufacture to give an even shade New work (two or more coats) over

and including priming coat with cement primer.

225.00 136.50 Sqm 30712.50

900.00 144.00 Sqm 129600.00
18

19

20

(A)

(B)

21

Finishing walls with Acrylic Smooth exterior paint of required shade

New work (Two or more coat applied @ 1.67 ltr/10 sqm over and

including base coat of water proofing cement paint applied @ 2.20 kg/ 10

sqm).

Wiring of light point/ fan point/ exhaust fan point/ call bell point with 1.5

sq. mm nominal size FR PVC insulated unsheathed flexible copper

conductor 1.1 kV grade and 1.5 sq. mm nominal size FR PVC insulated

unsheathed flexible copper earth conductor 1.1 kV grade (IS:694) in

recessed ISI marked MMS ( IS:9537 P - III ) virgin material PVC conduit

& it's ISI marked (IS:3419-1988) accessories, round tiles, 1.2
 mm thick

Hot Dipped Galvanized Modular Box with earth terminal, 10A
 Modular

switch, Modular face plate with grid plate, 3 pin ceiling ro
se / Holder /3

way connector, screws, making connections, testing etc. as r
equired. For

specification of copper Conductor, Phenolic Laminated sheet's &

Electrical/ Wiring accessories refer Chapter-53, 54 & 56
 for additional

technical parameters of product / work refer Annexure 'A' attached with

this BSR Short point (up to 3 mtr.)

Supplying and drawing FR PVC insulated & unsheathed flexible copper

conductor as per PWD specification for electrical Works with ISI marked

(IS:694) and as per IS 8130 : 2013 of 1.1 kV grade. Wire should be made

from 99.90% purity copper, class 5 stranding in ac
c. to IS:8130/IEС

60228 for lower watt loss, oxygen free for le
ss chances of oxidization,

insulation PVC type A/C/D, flame retardant as per IS
 10810-53, better

amperage rating as per IS:3961 part 5, in existing su
rface or recessed

PVC/ MS conduit/casing capping making connections with Copper Lugs

of suitable size, Ferrules,testing etc. as required. OEM Must have its own

in house NABL lab setup for all testing facilities for wires. For additional

technical parameters of product / work refer Annexure 'A' attached with

this BSR

1 x 1.5 sq.mm

1 x 2.5 sq.mm

Providing & Fixing of 240/415 V AC MCB with positive isolation of 10

kA breaking capacity (B/ C/D tripping characteristic as per type of load
and site requirement) 4 KV impulse withstand voltage, ISI marked IS

8828(1996) / conforming to IEC 60898-1 2002, IEC 60947-2, low watt
losses, trip free mechanisum, energy limiting of class 3 as per IEC,

minimum phase termination capacity of 35sq.mm., conductor line load

5.00 368.00 P.

Point

1840.00

5.00 23.00 Mtr. 115.00

3.00 32.00 Mtr. 96.00

5.00 192.00 Each 960.00

सुबोध भार

अभियन्ता (आदर्श न
गर जोन)
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23

reversibility, IP 20 contact protection and fitted in existing distribution
board/sheets, minimum electrical operation 20,000 upto 20 A rating and
10,000 upto 63 A, 5000 for 80 A & above rating including making
connections, testing etc. as required. OEM shall have submit NABL /
CPRI/ERDA accrediated lab type test reports & All as per pre approved
by Engineer in-charge. For additional technical parameters of product /
work refer Annexure 'A' attached with this BSR Single pole MCB (With
B/C curve tripping Characteristics) 6 A to 32 A rating
Providing & Fixing of IP20 SMD Mid Power LED batten type integrated
light fixture made from Powder coated Extruded aluminium housing with
in built driver, System lumen efficacy ≥ 110 Im/Watt output, internal
surge protection of 2.5 KV with Short & Open circuit protection,THD <
10%, P. F.20.95, CRI >80, life time of minimum 50000 Burning Hours

with, 70% of intial Lumen maintaned till life ends, CCT 3000°K /

4000°K/5700°K /6000°K/6500°K (As per ANSI Bin), Maximum power

consumption should not more than the specified rating and Fixture shallbe
of BIS standard and trade mark certificate (T.C.). Manufactures Word

Mark/ Name Engraved/ Embossing/ Screen printing on housing. OEM
must have its own in house NABL lab setup for all testing facilities for
LED fixtures. (LM79 & LM80) certificate / Report from OEM shall be

submitted. All as per pre approved by Engineer in-charge. For additional

technical parameters of products/ work, refer Annexure "A" attached with
this BSR. 1170mm(+/-10%) LED batten with min. lumen output 2200 Im

Providing & Fixing of BEE Star rated copper wounded double ball bearing

capacitor start, aluminium body & Metallic blade ceiling fan Conforming

to all the performance requirements laid down in IS 374:2019 including all

amendments, as applicable; & Carry BIS licensing (i.e. ISI marking) with

down rod up to 80 cm with secondary support safety cable ( steel rope),

cotter pin with 3 x 1.5 sq.mm pve insulated flexible copper conductor

making connection testing etc. as required. All as per pre approved by

Engineer in-charge. For additional technical parameters of products/ work

refer Annexure "A" attached with this BSR. 1200 mm Sweep BEE 1 Star

rated (service value >=4.0 to < 4.5)

2.00 504.00 Each 1008.00

2.00 1937.00 Each 3874.00

24 Steel work welded in built up sections/ framed work including cutting,

hoisting, fixing in position and applying a priming coat of approved steel

primer using structural steel etc. as required. In gratings, frames, guard

bar, ladder, railings, brackets, gates and similar works.

250.00 144.50 Kg. 36125.00

25 Painting with synthetic enamel paint of approved brand and manufacture

to give an even shade: Two or more coats on new work

112.50 114.00 Sqm 12825.00

20.00 326.00 Mtr. 6520.00

10.00 5927.00 Each 59270.00

100.00 795.00 Sqm 79500.00

26

27

28

29

Providing and fixing precast cement concrete M-20 grade (Using

mechanical Concrete Mixer) kerb stone top and bottom width 115 and 165

mm respectively, 250 mm high on 150 mm thick PCC M-10 grade

foundation as per design, including fixing at site as per clause 408 of

MORT&H Specification including all material, labour, machinery,

lighting, guarding and maintenance of diversion.

Precast RCC M-30 bench consisting of 2 Nos. "L" shaped base support of

thickness 100 mm back height 1000mm, front height 450 mm, base width

420mm and 5 Nos. RCC planks of size of 1500x100 x 50 mm and 1 Nos

of 150x200x50mm

Providing and fixing of 60mm thick precast cement concrete interlocking

paver block casted with rubber moulds in approved reflective colour and

design having minimum compressive strength of 300 kg/ sq cm. The СС

paving blocks be laid on average 50mm thick bed of coarse sand and the

joint is to be filled with fine sand. Laying procedure on compacted sub-

base as defined. Complete job is to be executed as per the instruction of

Engineer in-charge. The rates to be inclusive of all lead & Lifts etc.

complete as per specifications.

Supply & installation of precoated galvanized iron profile sheets (size,

shape and pitch of corrugation as approved by Engineer-in-charge) 0.50
mm +/-5% total coated thickness (TCT), Zinc coating 120gsm as per IS:

277 in 240mpa steel grade, 5-7 microns epoxy primer on both side of the

sheet and polyester top coat 15-18 microns. Sheet should have protective
guard film of 25 microns minimum to avoid scratches while transportation

and should be supplied in single length upto 12 metre or as desired by

Engineer-in-charge. The sheet shall be fixed using self drilling /self
tapping screws of size (5,5x 55mm) with EPDM seal or with polymer

174) Bulosdule 2026-2705.doc

150.00 673.00 Sqm 100950.00

आदर्श नगर जोन)
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31

32

coated J or L hooks, bolts and nuts 8mm diameter with bitumen and O.l.
limpet washers or with G.I. limpet washers filled with white lead complete
upto any pitch in horizontal/ vertical or curved surfaces excluding the cost
of purlins, rafters and trusses and including cutting to size and shape
wherever required.

P& F ISI marked (IS:3854) 6 amp. flush type non modular switch with
CM/L. no. printed and made out from industrial grade Polycarbonate or
fire resistant ABS material including cutting hole in tile and making
connection testing etc. as required. All as per pre approved by Engincer in-
charge. For additional technical parameters of products/ work, refer
Annexure "A" attached with this BSR

Providing and fixing white vitreous china flat back or wall corner type
lipped front urinal basin of 430x260x350mm and 340x410x265mm sizes
respectively with automatic flushing cistern with standard flush pipe and
C.P. brass spreaders with brass unions and G.I clamps complete, including
painting of fittings and brackets, cutting and making good the walls and
floors wherever required: One urinal basin with 5 litre white P.V.C.
automatic flushing cistern.

3.00 24.00 Rach 72.00

2.00 4850.00 Lach 9700.00

Providing and fixing Chlorinated Polyvinyl Chloride (CPVC) pipes,
having thermal stability for hot & cold water supply including all CPVC
plain & brass threaded fittings. This included jointing of pipes & fittings

with one step CPVC solvent cement, trenching, refilling & testing of joints
complete as per direction of Engineer in-charge. External work

(A) 15 mm nominal outer dia .Pipes. 5.00 196.50 Mir. 982.50

(B) 25 mm nominal outer dia .Pipes. 2.00 318.00 Mtr. 636.00

33 Providing and fixing G.l. pipes complete with G.I. fittings including
trenching and refilling etc. External work:

(A) 15 mm dia. nominal bore 5.00 222.50 Mtr. 1112.50

(B) 25 mm día. nominal bore 2.00 317.50 Mtr. 635.00

34 1.00 1341.00 Each 1341.00

35

36

37

Constructing masonry Chamber 30x30x50 cm, inside with 75 class

designation brick work in cement mortar 1:4 (1 cement: 4 coarse sand) for
stop cock, with C. I. surface box 100x100 x75 mm (inside) with hinged

cover fixed in cement concrete slab 1:2:4 mix (1 cement: 2 coarse sand: 4

graded stone aggregate 20 mm nominal size) necessary excavation

foundation concrete 1:5:10 ( 1 cement: 5 fine sand:10 graded stone

aggregate 40mm nominal size) and inside plastering with cement mortar
1:3 (1 cement: 3 coarse sand) 12mm thick finished with a floating coat of

neat cement complete as per standard design: With bricks

Providing and fixing C.P. brass bib cock of approved quality conforming
to IS:8931 15 mm nominal bore.

Providing and placing on terrace (at all floor levels) polyethylene water
storage tank ISI: 12701 marked with cover and suitable locking
arrangement and making necessary holes for inlet, outlet and overflow

pipes but without fittings and the base support for tank

Providing & Fixing of BEE Star rated copper wounded double ball bearing

capacitor start, aluminium body & Metallic blade ceiling fan Conforming
to all the performance requirements laid down in IS 374:2019 including all

amendments, as applicable; & Carry BIS licensing (i.e. ISI marking) with

down rod up to 80 cm with secondary support safety cable (steel rope),
cotter pin with 3 x 1.5 sq.mm pvc insulated flexible copper conductor
making connection testing etc. as required. All as per pre approved by
Engineer in-charge. For additional technical parameters of products/ work
,refer Annexure "A" attached with this BSR. 1200 mm Sweep BEE I Star

rated (service value >=4.0 to <4.5)

Total

I/ We hereby accepted rates

Signature of the contractor with full postal address

% above/below

1.00 508.00 Each 508.00

2000.00 8.80 Ltr. 17600.00

2.00 1937.00 Each 3874.00

Rs. 1569925.46

EXECUTIVE TNCINEER (ANZ)
NAGAR NIGAMरनगर जोल)
आधशाषा

नगर निगम जयपुर
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