_ [ | - Item Rate BoQ 1 (Rates to be quoted by bidder including GST)

Tender Inviting Authority: Nagar Nigam Jaipur, Rajasthan

Name of Work: Replacement of old and damaged existing sewerage system along with laying of new sewerage system and all ancillary works including 3 year defect liability with 5 years O&M for Package-3 (Jhotwara, Murlipura &
Vidhyadhar Nagar) of Jaipur Nagar Nigam.

Contract No: PACKAGE NO. 3

NUMBER # TEXT # NUMBER # TEXT# NUMBER # NUMBER # TEXT#

BASIC RATE (Inluding GST) In Figures To
be entered by the Bidder

Item Description Quantity Units v

TOTAL AMOUNT (Including GST)

1 2 3 4 5 8 7

i Removing all type of RCC pipes within a lead of 1000
metres

o Up to 600 mm dia 14138 0000 | metre 0.00INR Zero Only

2 .00
Fix Provision for O&M of all facilities created under this _r———

contract including but not limited to Sewer Line System
and sewerage network for Five Years as per Tender
Document (yearwise payment amount is given in tender
document) for Package-3 (Jhotwara, Murlipura & 1.0000|job
Vidhyadhar Nagar) of Jaipur Nagar Nigam.

Bidder should fill amount Rs. 19184410.00

Bidder should fill this amount In case any other amount is
filled then it will be consider as 19184410.00 Only.

3 0.00{INR Zero Only

Provision of Provisional Sum to be used as per Tender
Document (FIXED) for Package-3 (Jhotwara, Murlipura
& Vidhyadhar Nagar) of Jaipur Nagar Nigam. 1.0000
Bidder should fill amount Rs. 5000000.00 ‘
Bidder should fill this amount In case any other amount is
filled then it will be consider as 5000000.00 Only.

job

Total in Figures ! 0.00|INR Zero Only
Quoted Rate in Words INR Zero Only




o ge——

Tander Inviting Authority: Nagar Nigam Jaipur, Rajasthan

Percantgge BoQ 2 (Percentage rate to be quoted by bidder including GST)

Name of Work: Replacement of old and damaged existing sewerage system along with layi
Jaipur Nagar Nigam.

nqol’mwlcweragelyﬂemlndaﬂamllnrywklm:hdlngsmrmlhbﬁtymﬁyunO&MhrhchM(Jhdmu.Mudburn&Whyld\uNaw)d

Contract No: PACKAGE NO. 3

Nameo of the
Bidder/
Bidding Firm /
|Company :
PRICE SCHEDULE (Percentage rate to be quoted by bidder Including GST)
(This BOQ template must not be modifiedireplaced by the bidder and the same should be upleaded after filling the relevent columns, else the bidder is liable to be rejected for this tender. Bidders are allowed to enter the Bidder Name and Values only )
(BOQ Based on RUIDP Integrated SOR 2023)
RUIDP SoR 2023
- Hem Description Quantity Units Rate TOTAL AMOUNT (ineluding GST) TOTAL ANOUNT
R B In Words
1 F] 4 ] 5 ) (3
Earth work for Sewer line and Manhole in tion in trenches
road side etc. g of sides and g of
getting out the excavated -mt ang after laying pipe/ bundﬂﬂon and disposal of
1 surplus excavated material at a lead upto 50m sultable site as per direction of Engineer for
| following depths, below natural ground / Road top level including allowances for any
beyond the for to be as per
drawings|, re-handling of materialiearth Incu-pl-mulh.
101 In all types soils/ saturated soil such as moorum, sand, sandy silt, clay, black cotton soil,
236684.0000 cum .00 70768516.00 Five Hundred Sixieen & Paise Zero
117740.0000 cum 19.90/ 37665026.00 INR Three Crore Lakh Five 58
57834 0000 cum 148 80 200568831.20 | IN| Hundred One & Paise
23835 0000 cum 382.70' §121654.50| IN! T Four & Paise
5887 0000 cum 42750 2558442.50 | INR Five Lakh Nine Thousand Ft Fi Paise
150.0000 cum 478.50 TATTE.00|INR Thousand Seven Hundred Five & Paise Zero
54145 0000 cum 59.30
29437 0000 cum 118.50
14459 0000 cum 239.00
5858.0000 cum 359.00
1496.0000 cum 47850
p80m 38.0000 cum 957.00
Pmiomg wilxlnu OPEN ﬂmhcﬂng In nmhn num line and manholes including
3 strutting, shoring and packing cavities (wherever required) g depth
01 Depth upto 3.0m 158440.0000 sgm 7260
.02 |Depth more than 3.0 m and upto 6.0 m 106636 0000 sgn 7320
03 1 5770.0000 sgm 74.50
Extra for planking, strutting and packing material for cavities IN OPEN TIMBERING of sewer line
4 and if 1o be left per in position (face area of timber permanently left 2768.0000 sgm 47750 1321720.00 INR Thirteen Lakh Twenty One Thousand Seven Hundred Twenty & Paise Zero Only
-] Carriage of Materials by h port loading, g and
5.01 Earth
5.02 lead up to 1 Km 254129 0000 cum 161.51 41044374.78 | INR Four Crore Ten Lakh Forty Four Thousand Three Hundred Seventy Four & Paise Seventy Nine Only
503 lead up to 5 Km 84709 0000 cum 254.76 21880484.84|INR Two Crore Fifteen Lakh Eighty Thousand Four Hundred Sixty Four & Paise Eighty Four Orly
5.04 Stone Bouiders and Gravellary Material
505 lleadypto 1 Km 70363 0000 cum 152.01 10684358.53|INR One Crore Six Lakh Ninety Four Thousand Three Hundred Fifty Nine & Paise Fifty Three
506 [lead up to 5 Km 234510000 cum 239.78) 5623080.78| INR T & Paise
Dismantling of flexible pavements for sewer line and and disp of
8 materials up to a lead of S0 metres as by for any
additional dismantling beyond the to be as per
standard drawings), rnmmuummmmmmm
601 Bituminous Courses 38528 0000 cum 534,00/ 20734152.00| INR Two Crore Lakh Four ‘One Hundred Fi a
6.02 485210000 cum 37200 18421812.00 Four T One Thousand Hundred Twelve & Peise Zero
Dismantiing of cement concrete pavement for sewer line and manholes by mechanical means
using pneumatic tools, cutting the peripheral edge by CC cutter, bv-lmghphmmtm
0.02 cum in volume and stock piling at designated locations and d m
7 upwamadu'_!mol_rmIm“dmn.lmmmym!msmmwmm 5455 0000 cum 1273.00 6844215.00| INR Sixty Nine Lakh Forty Four Thousand Two Hundred Fifteen & Prise Zero Only
drawings (measurement for payment to be as per standard drawings), rehandling of
Bamcading for Trenches using 80 - 100 mm dia Wooden Ballies as vertical post,
atieast 1.5m above ground level and atieast 30-45 cm below ground level at a spacing of 3 m
8 Two rows of PVC Tape (preferably red in colour) strip barricading horizontal strip securely tied by 110191.0000 metre 113.50 12506678.80| INR One Crore Twenty Five Lakh Six Thousand Six Hundred Seventy Eight & Paise Fifty Only
mowmemumm vml mbﬁsshllbopmhﬂlnred and white colour. Rate is




[Providing and fixing Barricading at site of work for restricting the general pubiic using 80-100 mm
dia Wooden Ballies as vertical post with average spacing of 1.80 meter between two vertical
posts, having height at least 1.5 m above road/ ground level and at least 30-45 cm below road/
ground level by making suitable size hole in road/ ground, providing and fixing two rows of 80-100

9 mm Wocden Ballies as horizontal members with jute russies. Both vertical and horizontal 27547.0000 mefre 114.00| 3140358.00 | INR Thirty One Lakh Forty Thousand Three Hundred Fifty Eight & Paise Zero Only
mambers shall be painted in red and white colour strips as per approved pattem as and when it
becomes shabby but at least after every alternate shifting at new location. After shifting/ removal
of barricacing holes shall be filled up properly and site is to be cleared in all respect. (Note:
is fo be done in linear basis).
Providing and Fixing Minimum 0.63mm thick Gl corrugated sheets (minimum width of each sheet
shall be 60 cm) for covering the barricading in one/ two rows one above another and painting in
10 |red and white stripes as per the specifications and directions of the Engineer Incharge with Tonesoom o ki 2429618.00| INR Twanty Four Lakn Twenty Nine Thousand Six Hundred Stxisen & Paise Zero Orly
proper fixing arangements with Gl limpet washers nuts and boits complete in all respect
Providing, lowering, laying, aligning, fixing in position and jointing at all level depths full
round HDPE DWC (doubie wall corrugated) pipes of SN8 grade as per IS 16088 (Part 2)
-mundud upto date in in all material, labour, sectional
y g (including the cost and conveyance of water to site forntesting) and
1" g as per Ti | Specifications drawings and as per direction of Engineer.
Note : Efw to be and paid Lumd‘plpodnlhmm
between the outer wall of two p hambers. Pipe in the
's wall shall to be in the item of
manhole/inspection chamber shall not be payable.
11.01 200 mm ID 51914 0000 melre 18,00 32082852.00 INR Three T Two Thousand Two & Paise Zero
1102 D 3588 0000 mefre 349.00 & Paise
11.03 300 mm ID 5§728.0000 mefre 1306.00
Providing at site, lowering & laying in trenches, aligning & jointing of RCC pipes NP4 class
(with s/s ends) IS: 458 - 2003 (amended up to date) marked and pipes from 300 mm and upto
1800 mm gh vertical / casting p at all depths with Rubber
gaskets (EPDM/SBR) for sewer lines as per IS: 5382 (including cost of Rubber gaskets,
as per hydro testing of the sewer pipe line (including cost and
12 mvmmdmwmmmmm complete as per specification and / or as
| directed by Engineer.
Note : E/w to be measured and paid separately. Length of pipe shall be measured in
between the outer wall of two P s. Pipe in the
finspecti 's wall shall d to be in the item of
1201 (350 mm internal diameter 661.0000 mefre 1784.00 1185834.00] INR Eieven Lakh Eighty Thousand Eight Hundred Thirty Four s¢_Zero O
1202|400 mm internal diameter 449 0000 metre @il 894851100/ INR Exghty Nine Lakh Forty Eigi Thousand Five Hundred Eieven & Paise Zero O
1203 3558.0000 metre 21 [ 7671048.00| INR Seventy Six Lakh S One Thousand Forty Eight & Paise Zero O
1204 | 2311.0000 mete 5893050.00] INR Fifty Eight Lakh Ninety Three Thousand Fifty & Paise Zero Oni
1205 600 mm internal diameter 5258.0000 metre 3565.00' 18744770.00 | INR One Crore Eighty Seven Lakh Forty Four Thousand Seven Hundred Seventy & Paise Zero Only
6927.0000 mete 4640.00 32141280.00 | INR Three Crore Twenty One Lakh Forty One Thousand Two Hundred Exghty & Pais o O
972 0000 metre 5680.00 5520980.00 | INR Five Lakh t d Nine Hundred Sixty & Paise Zero O
2965.0000 metre 8610.00 25554480.00 | INR Five Four Thousand F 4 Paise Zero
1055.0000 metre 10750.00 11341250.00| INR One Crore Thirleen Lakh Forty One Thousand Two Hundred Fifty & Paise Zero Only
p Cemant instead of
883.0000 Jasire 140.50 92870.30} INR Ninety Two Thousand Eight Hundred Seventy & Paise Fifty Only _
44890000 metre 157.00 706343.00 | INR Seven Lakh Six Thousand Three Hundred Forty Three & Paise Zero Only
3558.0000 metre 173.50] 617313.00] INR Seventeen Thousand & Paise Zero
2311.0000 metre 190.00 439000.00| INR Four Lakh Thirty Nine Thousand Ninety & Paise Zero Onj
52580000 mete 256.50) 1348877.00] INR Thirteen Lakh Forty Eight Thousand Stx Hundred S« even & Paise Zero Onh
j £927.0000 metre 294.00 2038538.00 | INR Twent, Six Thousand Five Hundred Thirty Eight & Paise Zero O
I 972.0000 metre 37450 364014.00/ INR Three Lakh Sixty Four Thousand Fourleen & Paise Zero Oniy
X i P 29680000 metre 565.00 1678920.00] INR Sixteen Laknh Seventy Six Thousand Nine Hundred Twenty & Paise Zero Onh
131 11200 mm internal diameter 1055.0000 metre 698.00 738390.00]INR Seven Lakn Six Thousand Three Hundred Ninety & Paise Zero O
g at site, g, laying, fixing in position and jointing in trenches at all
levell depths, ISI marked following class AC (Mazza process) pipes for sewer and drainage
application as per IS 6908-1991 (amended upto date) with AC coupler joints sealed with
Rubber gaskets (EPDM/SBR) as per IS 5382 cost of all labour,
i jointing, water, sectional hydro testing (including cost and y of water to site for
testing) etc. and g as per T Specifications and as per direction of
Engineer. Nate ; mhumwmmuum LLength of pipe shall be measured
in between the outer wall of two Pipe in the
's wall shall to be in the item of
shall not be pay
401 Class-1 2
402 1200 mm Nominal dia 22260.0000 metre 878.00 18535500.00| INR Lakn Five Paise Zero
4.03 250 mm Nominal dia 1540.0000 metre 1140.00 1755600.00| INR Seventeen Lakh Five Hundred & Paise Zero Only
o e T 22500000 . T o] 3823100 00[INR Ty Fvs Lt Twenty Tves Treumans One Farsyed & Pase T O
4, 350 mm Nominal dia 270.0000 __mete 1840.00 496800.00| INR Four Lakh Ninety Six Thousand Eight Hundred & Faise Zero Ori
408 9 inal di 1920.0000 metre. 222400 4270080.00 | INR Two Lakh Seventy Thousand Eighty & Paise Zero O
4.07 450 mm Nominal dia 1540.0000 metre 2596.00 3996300.00 | INR Thirty Lakh Ninety Six Thousand Three Hundred & Paise Zero O
4.08 500 mm Nominal dia 1000.0000 metre 3295.00 3295000.00|INR Thirty Twe Lakh Ninety Five Thousand & P: ‘ero_Onh
1409 600 mm Nominal dia 2260.0000 metre 5220.00 11787200.00 | INR One Crore Severieer Ninety Seven Thousand Two Hundred & Paise Zerc O
141 700 mm Nominal dia 2960 0000 metre 7140.00 21134400.00|INR Two Crore Eleven Lakh our Thousand Four Hundred & Paise Zero O
1411|800 mm Nominal dia 4100000 e 9400.00 3854000.00 | INR Thirty Eight Lakh Fifty Four Thousand & Paise Zero Onk
14.12 | 1000 mm Nominal dia 1270.0000 mefre 14300.00| 18161000.00| INR One Crore Eighty One Lakh Sixty One Thousand & Paise Zero Oniv




15

Providing, laying and jointing RCC NP4 Jacking pipe (with steel pushing collor) with suitable
leak proof joints (with using 12mm MDF sheets etc.) with compliance for maintaining slope
as per design by trenchiess method adopting Micro tunnelling method or any suitable
mechanical technology below ground at all depth under running traffic condition including
carrying out survey work at the job site for determining underground cable trenches like
telephone, power cable, water & sanitary lines and resistivity tests for finding the soil strata
using Yy equip s for dmmmbllmngumhlmﬂulnu
specialized crew at the job site, etc. in all of drive
pit and exit pit (upto 3 metre depth) with proper protection at the three sides, providing and
mumsmmmmmmmmmmnmmn
as by the E: g and p
the base of the Drive plt. uran- for handling of pipul, and any other machinery, tool &
tackles required, construction of temporary works as per requirement complete in all
respect (all depths) with all lead and lifts, as per sp and the of the
Engineer.
Note- 1. Manual Pipe jacking is not permitted for workmen safety reasons.
2. Length of pipe shall be measured in between the outer wall of two manholes / Inspection
Pipe in the 's wall shall to be included in
shall not be pay

the item of P

1501

16.02

In all ludi
dia

447.0000

100800.00

45057600.00

IN Crore Lakh Six Hundred & Paise Zero

Providing, Jeinting, laying, testing and commissioning of HDPE PE- 100/PN-6 {suitable for
pulling method for jointing) pipes for sewer line as per 1S-14333 (amended upto date) with
compliance for maintaining slope as per design by trenchless ndnnunq HDD method
(Horizontal Directional Drilling) below ground at all depth ge etc. in|
all respect, construction dﬂlmnpnlnsmdvlngplldrwulmd -luumanmm
and soil making g for ding of pits, traffic diversion,
lights, traffic from {though depx will assist in getting
the permission), refilling of pits in compacted layers of 150 mm inciuding disposal of
surplus material with all lift and lead upto 50 metre as per specification and the direction of
the Engineer.
Note-1 Length of pipe shall be measured in between the outer wall of two manhales /

p Pipe in the 's wall shall c to be
included in the item of manhol shall not be pay
Note- 2. Manual Pipe jacking is not permitted for workmen safety reasons.

16.01

16.03
16.04

{in all types of soil

1225 mm outer dia

251.0000

6990.00

1754480.00

1315 mm outer dia

10350@

315COCO

32602500.00

16.05

630 mm outer dia

3850.0000

38100.00

146685000.00

INR Four Thousand Four & Paise Zero Only

INR Four Lakh Two

‘ive Hundred & Paise Zero

INR Fourleen Crore Sty Six Lakh Eighty Five Thousand & Paise Zero Only

16.06

800 mm outer dia

28080000

58600.00

16454880000

INR Sixteen Crore Forty Five Lakh Forty Eight Thousand Eighl Hundred & Paise Zero Only

16.07

9800 mm outer dia

3223.0000

66300.00

213884800.00

INR Twenty One Crore Thirty Six Lakh Eighty Four Thousand Nine Hundred & Paise Zero Only

Extra for excavation of driven pit/ exit pit / intermediate pit beyond 3 metre depth, required
for pushing/ pulling of MSIHDPE/RCC pipe in trenchiess technology, with proper protection
nmmﬁmmmmmwﬁmmm maintaining during pushing/
puling of pipe, back filling, de- Y, tools, and
muuwluﬂuwmwmdlrﬂ:ﬂcn dlﬂa Engineer.

17.01

of

Supply and Pnslllnu of MS casing pipe of specified thickness by trenchiess method
tunnelling or any gy or gy app
by ltolrwny below ground at all depth under running traffic condition as per railway standard
including carrying out survey work at the job site for determining underground cable
trenches like telephone, cable, water & sanitary lines and resistivity test for finding the soil
strata using 's for comp of works, mobilizing of machineries and
specialized crew at the job site complete In all respect, ding excavation of driven pit
and exit pit (upto 3 metre depth) with proper protection at three sites with shoring sheets
and ISMB's. wmmmmmmmmam Constructing thrust bed at
de g and p 9 at the base of
mdﬂmmWMhu pﬂ'ﬁl of crane for
handing of pipe and any other machinery, hoh and tackles r-qulnd construction of
porary works as per requi and as per approved by railway authorities,

spacification and the direction of the Engineer. (Protective coating/ lining if done that will be
paid extra).
Note- 1. Manual Pipe jacking is not permitted for workmen safety reasons.
2. Length of pipe shall be measured in between the outer wall of two manholes [ Inspection

Pipe in the s wall shall to be included in

the item of

shall not be pay

32500.00

12675000.00

INR One Crore Six Lakh Five Thousand & Paise Zero Only






















