
Issue to M/s

N.IT. No. 07/26-27
OFFICE OF THE EXECUTIVE ENGINEER (MANSAROVER ZONE)

Nagar Nigam Jaipur

Postal Address of Agency

Mobile No......

Name of Work Construction work for an additional floor (approximately 2000 sq. Ft.) comprising two toilets
and two bathrooms, atop the Kamla Nehru Nagar Community Center

S.

No.

Sor

No.

Τ 2.4.2

2 24.5.2

Particulars

G-SCHEDULE

Dismantling of existing structures like culverts, bridges, retaining
walls, CC road and other structure comprising of masonry, cement
concrete, wood work, steel work, including T&P and scaffolding
wherever necessary, sorting the dismantled material, disposal of
unserviceable material and stacking the serviceable material with

all lifts and lead of 50 metres as directed by Engineer.Cement
Concrete Grade M-15 and above and PCC blocks

Brick work with FPS bricks of class designation 75 in

superstructure above plinth level upto two stories in all shapes and
sizes in Cement mortar 1:6 (1 cement: 6 coarse sand)

RUIDP SOR 2023

Qnty Rate Unit Amount

1.86 678.00 Cum 1261.08

52.66 6300.00 Cum 331758.00

3 24.12.2

Half brick masonry with FPS bricks of class designation 75 in
superstructure above plinth level upto two stories:-Cement mortar
1:4 (1 cement :4 coarse sand

64.50 767.00 sqm 49471.50

4 23.19.1

5 22.1.6

Reinforcement for R.C.C. work at all levels including

straightening,cutting, bending, placing in position and binding all
complete.Thermo-Mechanically Treated bars

Centring and shuttering with plywood or steel sheet upto two stories

or height upto 7.5 metre above plinth level including

strutting,propping etc. and removal of form for :Columns, Pillars,
Piers, Abutments, Posts and Struts.

7430.00 83.30 Kg 618919.00

134.40 375.00 sqm 50400.00

6 22.1.3

Centring and shuttering with plywood or steel sheet upto two stories

or height upto 7.5 metre above plinth level including

strutting,propping etc. and removal of form for :Suspended floors,

roofs, landings, balconies and access platform

192.00 456.00 sqm 87552.00

7 22.1.5

Centring and shuttering with plywood or steel sheet upto two stories
(each story of height upto 3.5 metre from floor level) including
strutting, propping etc. and removal of form for :Lintels, beams,
plinth beams, girders, bressumers and cantilevers

67.20 426.00 sqm 28627.20

8 23.2.2

Reinforced cement concrete work in walls (any thickness).

including attached pilasters, buttresses, plinth and string courses,
fillets, columns, pillars, piers, abutments, posts and struts etc. upto
two stories excluding cost of centring, shuttering, finishing and
reinforcement: including Providing /mixing of synthetic fibers
compulsorily complying with IS 16481:2022 of 06 mm/12 mm
length to be mixed @ 0.25% by weight of Cement i.e. 125 gms per

50 kg Cement up to 900 gms per cum of Concrete/ mortar.1:1%:3

(1 cement : 1½ coarse sand : 3 graded stone aggregate 20mm
nominal size)

9.94 7380.00 Cum 73357.20

अधिशाषी
 अभियन्ता
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9 23.3.2

10 32.3.3

11 32.50.1

12 30.25.1

13 28.24.2.3

14 29.26.2

15 30.27.2

16 38.6

17 31.41.2

N.I.T. NO. 07/24-22

7660.00 Cum 407052.40

294.50 sqm 177716.03

3.80 114.00 sqm 433.20

200.00 1365.00 sqm 273000.00

14.40 2950.00 sqm 42480.00

Reinforced cement concrete work in beams, suspended floors, roofs

having slope upto 15° landings, balconies, shelves, chajjas, lintels,
bands, plain window sills, taircases and spiral stair cases upto two

stories excluding the cost of centring, shuttering, finishing and
reinforcement: including Providing /mixing of synthetic fibers
compulsorily complying with IS 16481:2022 of 06 mm/12 mm

length to be mixed @ 0.25% by weight of Cement i.e. 125 gms per

50 kg Cement up to 900 gms per cum of Concrete/ mortarM-20

Grade Concrete (1:1½:3 (1 cement : 1½ coarse sand : 3 graded

stone aggregate 20 mm nominal size) -As per design mix)

53.14

Cement plastering including T&P, scaffolding, material and

complete labour, including cost of water, curing, racking of joints

etc. with 12 mm cement plaster of mix: including Providing

/mixing of synthetic fibers compulsorily complying with IS 603.45
16481:2022 of 06 mm/12 mm length to be mixed @ 0.25% by

weight of Cement i.e. 125 gms per 50 kg Cement up to 900 gms per

cum of Concrete/ mortar 1:6 (1 cement: 6 fine/ coarse sand)

Painting with synthetic enamel paint of approved brand and

manufacture to give an even shade: Two or more coats on new
work

Kota stone slab flooring 25mm thick over 20 mm (average) thick
base laid over and jointed with grey cement slurry mixed with
pigment to match the shade of the slab including rubbing and
polishing complete with base of cement mortar 1: 4 (1 cement: 4

coarse sand) :Area of each slab 900 to 2000 sqem

Providing and fixing external grade board solid core single leaf
flush door shutters ISI 2202-67 marked using Phenol formal
dehyderesin in glue both sides including approved ISI marked

Stainless Steel butt hinges fittings with necessary screws complete
as per annexure 'A' 30 mm thick:-Decorative teak veneer both side

Steel work welded in built up sections/ framed work including
cutting, hoisting, fixing in position and applying a priming coat of

approvedsteel primer using structural steel etc. as required. In

gratings, frames, guard bar, ladder, railings, brackets, gates and
similar works.

40 mm thick fine dressed stone flooring over 20 mm (average) thick

base of cement mortar 1:5 (1cement: 5 coarse sand) with joints
finished flush White sand stone

Providing and laying water proofing treatment on roofs of slabs by

applying cement slurry mixed with water proofing cement

compound consisting of applying: a) after surface preparation, first

layer of slurry of cement @ 0.488 kg/sqm mixed with water

proofing cement compound @ 0.253 kg/sqm. b) laying second layer
of Fibre glass cloth when the first layer is still green. Overlaps of
joints of fibre cloth should not be less than 10 cm. c) third layer of

1.5 mm thickness consisting of slurry of cement @ 1.289 kg/sqm

mixed with water proofing cement compound @ 0.670 kg/sqm and
coarse sand @ 1.289 kg/sqm. This will be allowed to air cure for 4

hours followed by water curing for 48 hours. The entire treatment

will be taken upto 30cm on parapet wall and tucked into groove in

parapet all around. d) fourth and final layer of brick tiling with

cement mortar (which will be paid for separately For the purpose of
measurement the entire treated surface will be measured.

Providing and fixing on wall face Unplasticised Rigid PVC Single

socketed pipes rain water pipes conforming to IS : 13592 Type A
including jointing with seal ring conforming to IS: 5382 leaving 10
mm gap for thermal expansion.110 mm diameter

800.00 144.50 Kg 115600.00

1.44 833.00 sqm 1199.52

288.00 506.00 Sqm 145728.00

26.40 312.00 Mtr 8236.80
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N.I.T.NO.07/2627

18 32.15

Providing and applying plaster of paris putty of 2 mm thickness

over plastered surface to prepare the surface even and smooth
complete

531.40 204.50 Sqm 108671.30

19 32.30.1

Distempering with oil bound washable distemper of approved brand

and manufacture to give an even shade.New work (two or more

coats) over and including priming coat with cement primer
551.85 136.50 Sqm 75327.53

20 29.15.3

21 29.12

22

23

29.28

24 66.9.1

Providing and fixing pressed steel door frames confirming to IS:
4351 manufactured from commercial mild steel sheet of 1.25 mm

thickness including hinges jamb, lock jamb, bead and if required
angle threshold of mild steel angle of section 50x25mm, or base ties

of 1.25mm pressed mild steel welded or rigidly fixed together by

mechanical means, adjustable lugs with split end tail to each jamb

including steel butt hinges 2.5mm thick with mortar guards, lock
strike-plate and shock absorbers as specified and applying a coat of

approved steel primer after pre-treatment of the surface as directed

by Engineer-in-charge:Profile E

Providing and fixing factory made ISI marked steel glazed doors,
windows and ventilators side /top /centre hung with beading and all

members such as F7D, F4B, K11 B and K12 B etc. complete of

standard rolled steel sections, joints mitred and flash butt welded

and sash bars tenoned and rivetted with 15x3mm lugs, 10cm long,
embedded in cement concrete blocks 15x10x10cm of 1:3:6 (1

cement: 3 coarse sand : 6 graded stone aggregate 20mm nominal

size) or with wooden plugs and screws or rawl plugs and screws or

with fixing clips or with bolts and nuts as required, including

providing and fixing of hinges, pivots, float glass panes with
glazing clips and special metal sash putty of approved make and a

priming coat of approved steel primer excluding the cost of metal

beading and other fittings except necessary hinges or pivots

complete as per approved design.

Providing and fixing GI wire gauge of average width of aperture
1.56mm with wire of 0.45mm to existing steel door, window shutter

frames with necessary M.S. strip beading 20x3mm with suitable

screw at not exceeding 150mm distance etc. complete

P& F 1.2 mm thick G. I. /M.S. Sheet boxes duly finished with two

coats of red oxide and with earthing terminal of following sizes

(nominal size) in recessed/surface as required.For additional

technical parameters of product / work refer Annexure 'A' attached

with this BSR 1.2 mm thick M. S. Sheet boxes 1.2 mm thick M. S.

Sheet boxes

75mm x 75mm x 60mm

225mm x 100mm x 60mm

Providing & Fixing of energy efficient /energy saving IP 20 LED
direct retrofit Bulb in existing holder or fixture as required with

system lumen efficacy ≥100 Im/Watt output ,pf 0.95, CRI >70,
minimum life time of minimum 25000 Burning Hours with, 70%

of intial Lumen maintaned till life ends, CCT 3000°K / 4000°K

5700°K /6000°K/6500°K (As per ANSI Bin), maximum power

consumption should not more than the specified rating and Fixture
shall be of BIS standard and trade mark certificate ( Т.С.).

Manufactures Word Mark/ Name Engraved/ Embossing/ Screen

printing on housing OEM must have its own in house NABL lab

setup for all testing facilities for LED fixtures. (LM79/LM80)
certificate / Report from OEM shall be submitted. All as per pre

approved by engineer in charge. foe additional technical

parameters of product/ work, refer Annexure "A" attacheded with
this BSR. 2/3 Watt

48.80 601.00 Mtr 29328.80

18.00 3830.00 Sqm 68940.00

7.20 697.00 Sqm 5018.40

20.00 46.00 each 920.00

15.00 101.00 each 1515.00

10.00 83.00 each 830.00
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25 50.1

A 50.1.1

B 50.1.2

C 50.1.3

26 50.7

Wiring of light point/ fan point/ exhaust fan point/ call bell point

with 1.5 sq. mm nominal size FR PVC insulated unsheathed

flexible copper conductor 1.1 kV grade and 1.5 sq. mm nominal

size FR PVC insulated unsheathed flexible copper earth conductor

1.1 kV grade (IS:694) in recessed ISI marked MMS (IS:9537 Р-

III) virgin material PVC conduit & it's ISI marked (IS:3419-1988)

accessories, round tiles, 1.2 mm thick Hot Dipped Galvanized
Modular Box with earth terminal, 10A Modular switch, Modular

face plate with grid plate, 3 pin ceiling rose / Holder /3 way

connector, screws, making connections, testing etc. as required. For

specification of copper Conductor, Phenolic Laminated sheet's &

Electrical/ Wiring accessories refer Chapter-53, 54 & 56 for

additional technical parameters of product / work refer Annexure

'A' attached with this BSR Medium point (up to 6 mtr.)

Short point (up to 3 mtr.)

Medium point (up to 6 mtr.)

Long point (up to 10 mtr..)

Rewiring of 3/5 pin 6 amp. Light plug point with 1.5 sq. mm

nominal size FR PVC insulated unsheathed flexible copper

conductor 1.1 kV grade and 1.5 sq. mm nominal size FR PVC

insulated unsheathed flexible copper earth conductor 1.1 kV

grade(IS:694) in recessed ISI marked MMS ( IS:9537 P - II )

virgin material PVC conduit & it's ISI marked (IS:3419-1988)

accessories, 1.2 mm thick MS box with earth terminal of required
size, 6 A switch, 3/5 pin 6 A socket, 3.0 mm thick ISI marked

(IS:2036-1995) phenolic laminated sheet, Al.alloy / Cadmium

plated iron/ brass screws, cup washers, making connections, testing

etc. as required. For specification of copper Conductor, Phenolic
Laminated sheet's & Electrical/ Wiring accessories refer Chapter-

53, 54 & 56 for additional technical parameters of product / work
refer Annexure 'A' attached with this BSR

A 50.7.1 On board

B 50.7.2 Short point (up to 3 mtr.)

C 50.7.3 Medium point (up to 6 mtr.)
D 50.7.4 Long point (up to 10 mtr..)

27 66.11.3

28 64.7.3

29 34.47

Providing & Fixing of IP 20 box made out from 1.2mm thick

CRCA sheet steel with depth of minimun 30 mm and finished with

powder coating and suitable for mounting LED tube including side

covers, holders, internal wiring to illuminate the single sided

connection LED tube. (Without tube). All as per pre approved by

Engineer in charge. For additional technical parameters of

products/ work ,refer Annexure "A" attached with this BSR

Suitable for 4' LED Tube shape fixture 2 X 18/20 W

Providing & Fixing of BEE Star rated copper wounded double ball

bearing capacitor start, aluminium body & Metallic blade ceiling

fan Conforming to all the performance requirements laid down in

IS 374:2019 including all amendments, as applicable; & Carry BIS

licensing (i.e. ISI marking) with down rod up to 80 cm with

secondary support safety cable (steel rope), cotter pin with 3 x 1.5

sq.mm pvc insulated flexible copper conductor making connection
testing etc. as required. All as per pre approved by Engineer in-

charge. For additional technical parameters of products/ work
refer Annexure "A" attached with this BSR .1200 mm Sweep BEE

3 Star rated (service value >=5.0 to< 5.5)

Providing and placing on terrace (at all floor levels) polyethylene
water storage tank ISI : 12701 marked with cover and suitable

locking arrangement and making necessary holes for inlet, outlet

and overflow pipes but without fittings and the base support for
tank

N.I.T. p0. 07/26-27

30.00 368.00 p. point 11040.00

24.00 592.00 p. point 14208.00

24.00 791.00 p. point 18984.00

7.00 139.00 P. point 973.00

30.00 290.00 P. point 8700.00

25.00 511.00 P. point 12775.00

30.00 706.00 P. point 21180.00

18.00 367.00 each 6606.00

20.00 2245.00 each 44900.00

2000.00 8.80 per litr
139000

अ
प

 आसिता
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N.I.T. NO. O07/26-27
30 34.53.3 Providing and fixing PTMT bib cock of approved quality and

colour 15 mm nominal bore, 165mm long. Weighing not less than
110 gms

5.00 233.00 each 1165.00

31 36.1.1

32 36.3.1

33 36.23

34 12.7.1

35 34.30.1

36 31.41.2

37 34.8.1

38 34.18.1

39 36.7.1

Providing and fixing water closet squatting pan (Indian type W.C.
pan) with 100mm sand cast Iron P or S trap, 10 litre low level

white P.V.C. flushing cistern with manually controlled device

(handle lever) conforming to IS: 7231, with all fittings and fixtures
complete including cutting and making good the walls and floors
wherever required :White Vitreous china Orissa pattern W.C. pan

of size 580x440mm with integral type foot rests.

Providing and fixing white vitreous china pedestal type water closet

(European type) with seat and lid, 10 litre low level white vitreous

china flushing cistern & C.P. flush bend with fittings & C.I.

brackets, 40mm flush bend, overflow arrangement with specials of

standard make and mosquito proof coupling of approved municipal
design complete including painting of fittings and brackets, cutting

and making good the walls and floors wherever required :W.C. pan

with ISI marked white solid plastic seat and lid.

Providing and fixing white vitreous china flat back or wall corner

type lipped front urinal basin of 430x260x350mm and

340x410x265mm sizes respectively.

Providing and fixing stone slab covering of required size over

drains including filling of joints with cement sand mortar 1:3

complete as per direction of Engineer-in-charge. Average thickness

60 to 75 mm

Constructing masonry Chamber 30x30x50 cm, inside with 75 class

designation brick work in cement mortar 1:4 (1 cement: 4 coarse

sand) for stop cock, with C. I. surface box 100x100 x75 mm

(inside) with hinged cover fixed in cement concrete slab 1:2:4 mix

(1 cement: 2 coarse sand: 4 graded stone aggregate 20 mm nominal

size) necessary excavation foundation concrete 1:5:10 (1 cement

5 fine sand:10 graded stone aggregate 40mm nominal size) and

inside plastering with cement mortar 1:3 (1 cement : 3 coarse sand)

12mm thick finished with a floating coat of neat cement complete

as per standard design With bricks

Providing and fixing on wall face Unplasticised Rigid PVC

Singlesocketed pipes rain water pipes conforming to IS: 13592

Type A including jointing with seal ring conforming to IS: 5382

leaving 10 mm gap for thermal expansion. 110 mm diameter

Providing and fixing Chlorinated Polyvinyl Chloride (CPVC) pipes,

having thermal stability for hot & cold water supply including all

CPVC plain & brass threaded fittings i/c fixing the pipe with

clamps at 1.00 m spacing. This includes jointing of pipes & fittings

with onestep CPVC solvent cement and the cost of cutting chases

and making good the same including testing of joints complete as

per direction of Engineer in-charge. Concealed work including

cutting chases and making good the walls etc., 15 mm nominal

outer dia .Pipes.

Providing and fixing ball valve (brass) of approved quality, High or

low pressure, with plastic floats complete 15 mm nominal bore

Providing and fixing wash basin with C.I. brackets, 15mm C.P.

brass pillar taps, 32mm C.P. brass waste of standard pattern,

including painting of fittings and brackets, cutting and making good

the walls wherever required. White Vitreous china wash basin size

630x450mm with a pair of 15mm C.P. brass pillar taps.

1.00 5090.00 each 5090.00

1.00 6310.00 each 6310.00

1.00 1278.00 each 1278.00

30.00 906.00 sqm 27180.00

1.00 1341.00 each 1341.00

24.00 312.00 mtr 7488.00

30.00 390.50 mtr 11715.00

2.00 316.50 mtr 633.00

1.00 2810.00 each 2810.00

अविभा
षी  अभियन्त

ा

मा सर
ोवर

नगर  निगम, जय
पुर



N.I.T. NO. 07/26-27
40 35.6.1.1

41 55.1.1.2

42 55.2.1.1

43 55.10.1.1

Construction brick masonry manhole in cement mortar 1:4 (1

Cement :4 coarse sand) R.C.C. top slab with 1:2:4 mix (1 Cement

:2 coarse sand :4 graded stone aggregate 20mm nominal size),
foundation concrete 1:4:8 mix (1 Cement :4 coarse sand :8 graded

stone aggregate 40mm nominal size). Inside plastering 12mm thick

with cement mortar 1:3 (1 Cement :3 coarse sand) finished with

floating coat of neat cement and making channels in cement
concrete 1:2:4 (1 Cement :2 coarse sand :4 graded stone aggregate

20mm nominal size) finished with a floating coat of neat cement

complete as per standard design. Inside size 90x80cm and 45cm

deep including C.I. Cover with frame (light duty) 455x610mm

internal dimensions total weight of cover and frame to be not less

than 38kg (weight of cover 23kg and weight of frame 15 kg.). with
bricks with class designation 75.

Providing & Fixing of 240/415 V AC MCB with positive isolation

of breaking capacity not less than 10 KA (B/ C tripping

characteristic as per type of load and site requirement) 4KV

impulse withstand voltage, as per PWD specification for electrical

Works with ISI marked IS 8828(1996) / conforming to IEC 60898-

1 2002, IEC 60947-2, low watt losses, trip free mechanisum.

energy limiting of class 3 as per IEC, minimum phase termination

capacity of 35sq.mm., conductorline load reversibility, label
holding facility, IP 20 contact protection and fitted with existing

distribution board/sheets, min. operation 20,000 upto 32 A rating

and 10,000 upto 63 A, 5000 for 80 A rating including making
connections, testing etc. as required.. OEM shall have submit
NABL/CPRI /ERDA accrediated lab test reports before execution

& All as per pre approved by Engineer in charge. For additional

technical parameters of products/ work, refer Annexure "A"
attached with this BSR .6 A to 32 A rating

Providing & Fixing of 240/415 V isolator as per PWD specification
for electrical Works with ISI marked IS:13947-III/conforming to
IEC 60947-3, suitable for AC22A utilization catagory, 4KV
impulse withstand voltage, true contact indication, Red colour dolly

/ lever shall have single mould covering over all poles for operation

two position din rail mounting, minimum phase termination

capacity of 35sq.mm., label holding facility, IP 20 contact
protection and fitted with existing distribution board / sheet

including making connections, testing etc. as required. OEM shall

have submit NABL / CPRI / ERDA accrediated lab test reports
before execution & All as per pre approved by Engineer in charge.
For additional technical parameters of products/ work, refer
Annexure "A" attached with this BSR. 30 A /40 A rating

Providing & Fixing of Recessed/surface mounting heavy duty
horizontal type Double Door (Metal / Glazed )Distribution board

with Metal end box made out from Galvanized steel / CRCA sheet

not less then 1.2 mm thick conforming to IS-8623-1 & 3 / IEC

61439-1 & 3, powder painted complete with reversible door (for
double door DB only )100 amp. insulated copper bus bar/shorting
link, copper neutral link, copper earth link, color coded

interconnecting wire set of suitable rating and din bar,masking

sheet, making internal DB terminations with copper lugs, Ferrules,
detachable gland plate, including making connections, testing etc.
as required. OEM shall have submit NABL / CPRI / ERDA

accrediated lab type test reports & All as per pre approved by

Engineer in-charge. For additional technical parameters of product/

work refer Annexure 'A' attached with this BSR Metal door (single
phase) IK-09 and IP-43 with Metal end box 4 Way (4+2)

1.00 9770.00 each 9770.00

4.00 192.00 each 768.00

1.00 360.00 each 360.00

3.00 1840.00 each 5520.00

अधिशा
नी  अभियन्ता
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44 64.7.3

45 64.12.1

46 66.9.5

47 67.11.1

N.IT. NO. 67/24-27
Providing & Fixing of BEE Star rated copper wounded double ball

bearing capacitor start, aluminium body & Metallic blade ceiling

fan Conforming to all the performance requirements laid down in

IS 374:2019 including all amendments, as applicable ; & Carry BIS

licensing (i.e. ISI marking) with down rod up to 80 cm with
secondary support safety cable (steel rope), cotter pin with 3 x 1.5
sq.mm pvc insulated flexible copper conductor making connection

testing etc. as required. All as per pre approved by Engineer in-

charge. For additional technical parameters of products/ work

refer Annexure "A" attached with this BSR .1200 mm Sweep BEE

3 Star rated (service value >=5.0 to< 5.5)

Providing & Fixing of Heavy duty capacitor start, copper woind
Double ball bearing 900/1400 RPM single phase Exhaust fan as per

PWD specification for electrical Works, conforming to IS:2312 ISI

marked in existing opening including making connections testing

etc. as required. OEM shall be an ISO certified company.
Appropriate OEM test certificate shall be submitted by contractor.

All as per pre approved by Engineer in charge. For additional

technical parameters of products/ work, refer Annexure "A"
attached with this BSR. 300 mm sweep(900/1400 RPM)

Providing & Fixing of energy efficient /energy saving IP 20 LED

direct retrofit Bulb in existing holder or fixture as required with
system lumen efficacy ≥100 lm/Watt output ,pf 0.95, CRI >70,

minimum life time of minimum 25000 Burning Hours with, 70%
of intial Lumen maintaned till life ends. CCT 3000°K / 4000°K

5700°K /6000°K/6500°K (As per ANSI Bin), maximum power

consumption should not more than the specified rating and Fixture

shall be of BIS standard and trade mark certificate ( Т.С.).

Manufactures Word Mark/ Name Engraved/ Embossing/ Screen

printing on housing. OEM must have its own in house NABL lab

setup for all testing facilities for LED fixtures. (LM79/LM80)
certificate / Report from OEM shall be submitted. All as per pre

approved by engineer in-charge. for additional technical

parameters of product/ work, refer Annexure "A" attacheded with

this BSR 18/20 Watt

Providing & Fixing of IK08 IP-66 protected high power LED flood

light system with single piece Pressure diecast aluminium housing.
toughened glass diffuser with suitable lenses on LED to achieve

various beam angles, of high power LED of 3 to 5 watt each.

Integrated potted driver as a unique BIS R number having

efficiency more than 85% and in compliance to BIS certified and

Trade mark certificate. The System level Luminaire efficacy >=125

lm/wt. LED driver Input Voltage AC 120 to 270 V AC with High

voltage Cutoff @>=300 V AC and Auto resetting Safety .Power
Factor >0.95, THD(I) <10%, driver current <=750mA. driver

should be Phase to phase protection of 440 V for 4 Hrs. Electrical

Connector, Surge Protection Min >=4KV internal and 10KV

external but inside driver compartment, System life of 50000
Burning hours with 70% of Initial Lumens maintained, CRI>70 and

CCT 5700K ±355K. Manufactures Word Mark/ Name

Engraved/Embossing/Screen printing on die cast housing to allow

traceability/authenticity. Fixture shall be IS 10322

Complianced.OEM Must have its own in house NABL lab setup for

all testing facilities for LED fixtures. (LM79/LM80) Certificate/
report with liable warranty of product/accessories from OEM shall

be submitted. All as per pre approved by Engineer in-charge. For

additional technical parameters of products/ work, refer Annexure

"A" attached with this BSR High Power LED Flood Light
Minimum lumen output 3700 lm

4.00 2245.00 each 8980.00

2.00 3254.00 each 6508.00

5.00 166.00 each 830.00

2.00 2725.00 each 5450.00

गिन्ता

अधिशाषा
 अि
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नगर निगम, जय
पुर



48 34.8.1

49 34.8.3

Providing and fixing Chlorinated Polyvinyl Chloride (CPVC) pipes,
having thermal stability for hot & cold water supply including all

CPVC plain & brass threaded fittings i/c fixing the pipe with

clamps at 1.00 m spacing. This includes jointing of pipes & fittings

with one step CPVC solvent cement and the cost of cutting chases

and making good the same including testing of joints complete as

per direction of Engineer in-charge. Concealed work including

cutting chases and making good the walls etc 15 mm nominal outer

dia .Pipes.

Providing and fixing Chlorinated Polyvinyl Chloride (CPVC) pipes,

having thermal stability for hot & cold water supply including all

CPVC plain & brass threaded fittings i/c fixing the pipe with
clamps at 1.00 m spacing. This includes jointing of pipes & fittings
with one step CPVC solvent cement and the cost of cutting chases

and making good the same including testing of joints complete as

per direction of Engineer in-charge. Concealed work including
cutting chases and making good the walls etc 25 mm nominal outer

dia.Pipes.

N.I.T. NO.07/26-27

30.00 390.50 mtr 11715.00

20.00 540.00 mtr 10800.00

50 34.18.3 Providing and fixing ball valve (brass) of approved quality, High or

low pressure, with plastic floats complete: 25 mm nominal bore
16.00 531.00 each 8496.00

51 34.48.1 Providing and fixing C.P. brass bib cock of approved quality
conforming to IS:8931 15 mm nominal bore

508.00 each 2032.00

52 34.51.1

53 34.52.1

54 34.61

2.00 762.00 each 1524.00

Providing and fixing C.P. brass stop cock (concealed) of standard

design and of approved make conforming to IS:8931. 15 mm
nominal bore

Providing and fixing C.P. brass angle valve for basin mixer and

geyser points of approved quality conforming to IS:8931 15 mm

nominal bore

Providing and fixing PTMT soap Dish Holder having length of

138mm, breadth 102mm, height of 75mm with concealed fitting
arrangements. Weighing not less than 106 gms

4.00

I/ We hereby accepted rates

Signature of the contractor With full postal address

% above/below

2.00 546.00 each 1092.00

1.00 152.50 each 152.50

TOTAL 2999316.45
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Executive Fngineer (VISZ)T

Sagar Vigam,Jaipyr.
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