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OFFICE OF THE EXECUTIVE ENGINEER (LIGHT)

NAGAR NIGAM, JAIPUR

.ﬂﬂ@ (Pt. Deendayal Upadhayay Bhawan, Lal Khoti, Tonk Road, Jaipur-15)
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NameofWork:-wﬁmmgva‘imeﬁﬁﬁﬂﬁmmﬁﬁmﬁﬁﬁm
(ARC 2026-27) :

SNo

RUIDP BSR 2023 Part -A

Bsr Code Item

Qty.

Unit

Rate

Amount

Supply and erection of Mild steel Swaged tubular pole
conforming to IS: 2713-1980 (part | to 1l) with base plate,
The pole shall be made from steel tube & Pipe (15:1141, Fe
410) including excavation of the pit and filling the same
with C.C. of M-20 grade (1:1.5:3) from base plate to 50 em
above ground level, with the help of steel frame not less
than 40 cm dia up to 114.3mm outer dia and 50 cm beyond
114.3mm outer dia around the pole. Duly finished with
cement plaster, earthing terminals, cable entry with 32 mm
dia. '8’ class Gl cable sleeves. After eraction pole shall be
67.3 painted with two coat of red oxide primer and two quote of
enamel paint of silver colour as per the direction of
Englneer incharge complete as required of following height
& designation. { See Table P - 02 for specs. ) All as per pre
approved by Engineer in-charge. For additional technical
|parameters of products/ work, refer Annexure "A"
attached with this BSR .

335750.00

67.5.1 7.5 Mtr. (4105P-5)

Each
Each -

13430.00
18108.00

271620.00

67.5.3 9.0 Mtr. ( 410 5P - 28)

10

Each

256710.00

11 Mtr. (4105P -51)

25671.00

67.5.5
“Add for supply and fixing of Pole OEM fabricated Mild steel

Overhang of following size over the exlsting poles,
(Overhang shall be painted with two coat of red oxide
primer and two quote of enamel paint of silver colour as
per the direction of Engineer incharge. All as per pre
approved by Engineer in-charge. For additional technical
parameters of products/ work., refer Annexure "A"

attached with this BSR.

67.6

88.9 mm OD x 3.25 mm thickness

120

Mtr.

2064.00

247680.00

67.6.2

per 15:3043- 1987 with 3.0 Mtr. Long, 40
im dia. ' B class G.l. pipe I5: 1239 (Part-1) 2004,
JEqumlent to B5 : 1387 with perforated holes of 12 mm dia
JIncluding all accessories like nut, bolts, reducer, nipplé,
wire meshed funnel, and Heavy duty weather proof poly-
propylene earth pit chamber with lockable Jam free lid
suitable for safe working load 5000 Kg or more of size Top
Dia. 225 to 260 mm, Bottom Dla 300 to 350 mm, and
Helght 250 to 300 mm, and embodying the plpe complete
63.1 with alternate layers salt and coke/ charcoal, testing of
earth resistance for value of 5 chms or less as required &
must record by engineer in-charge during site visit and
ensure to enter in measurment book.All as per pre
approved by Englneer In-charge. For additional technical
parameters of products/ work , refer Annexure "A"

-Wémdl!dwﬁ‘lhw: BSR.

Pipe Earthing as

10

Set.

3734.00

Bignature

37340.00

valid
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68.1.1

8.0 Mtr long PCC pole of 200 kg Working Load

SITC of Cutting back up

Each

3427.00

85675.00

4232

surface up to 2 Mtr, Depth by

digging by Bogie including all layers of crust for laying pipe

line etc. and making g
cost bitumen)

ood to original condition (excluding 0

Mtr.

428.00

342400.00

60.2

Providing & Laying P,

V.C. / XLPE Insulated & P.V.C.
sheathed Arrmoured Aluminium cable confirming to
1S:1554 P-| /IS :7098 P -10of 1.1 KV with H4- Grade
electrolytic aluminium conductor confirming to IS 8130 of
|purity >99.6 %, round / flat strip armouring of cables, Inner

/ outer sheath confirming to 15:5831 In existing RCC / Hume
/ Stoneware / PVC pipe/ open duct/cable trench / Cable
tray{with cable tie) including testing etc. as required of
following size. OEM must have it's own In house NABL
accrediated Laboratory for testing procedure as per
15:10810.For additional technical parameters of product /
work refer Annexure A’ attached with this BSR

60.2.3.1

10.0 Sq. mm*2 core

4000

Mtr

156.00

624000.00

60.2.4.3

16.00 sq. mm*4 core 800

Mtr

238.00

150400.00

pPrchins & Fixing of 240/415 V AC MCB with positive
Isolation of 10 kA breaking capacity (8/ C/D tripping
characteristic as per type of load and site requirement) 4
KV impulse withstand voltage, 15| marked IS 8828(1996) /
conforming to IEC 60898-1 2002, IEC 60947-2, low watt
losses, trip free mechanisum , energy limiting of class 3 as
per IEC, minimum phase termination capacity of 35sq.mm.
, conductor line load reversibllity , IP 20 contact protection
and fitted In existing distribution board/sheets, minimum
electrical operation 20,000 upto 20 A rating and 10,000
upto 63 A, 5000 for 80 A & above rating including making
connections, testing etc. as required. OEM shall have
submit NABL / CPRI / ERDA accrediated lab type test
reports & All as per pre approved by Engineer in-charge.
|For additional technical parameters of product / work refer
Annexure 'A' attached with this BSR

55.1.1

Single pole MCB (With B/C curve tripping Characteristics)

55.1.1.2

6Ato32Arating s

Each

192.00

9600.00

68.24

Supplying and drawing of XLPE Insulated LT Aerial bunched
Aluminium conductor cable conflrming to IS 14255/1995
|and 1S 398 (Pt-4)/ 1994 and as per Discom Specs. on
existing cross arms through | hook with all necessary T&P
required Including binding and twisting etc. complete In all
respect as required. All as per pre approved by Engineer In-
charge. For additional technical parameters of products/
work , refer Annexure "A" attached with this BSR.

Signature'valid

68.24.2

1 X 25 sq. mm., + 1X25 sq. mm. (Insulated)

15000

Mtr
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Supply and fixing of following LT Supporting accessories
with nut bolt & Clamps made out as per standard Discom's L
specifications with two coats of Red oxide and two coats of
Aluminium paint etc. as required. All as per pre approved
by Engineer in-charge.For additional technical parameters
of product / work refer Annexure 'A" attached with this BSR

\ 5833 |Suspension clamp with eye hook & Pole clamp 525 Each 540.00 283500.00
i e8.3.4 |Dead end clamp with eye hook & Pole clamp 55 Each 627.00 34485.00

Supply and fixing of LT porcelain pin Insulator as per IS {
1445-1997 and as per Discom’s standard
specifications,suitable for working voltage 1100 volts
including all accessories like MS Forged Gl LT Pin confirming
10 68.4 to 15:7935/1975 (latest amended) Nut, Bolt etc. asrequired.
All as per pre approved by Engineer in-charge.For
additional technical parameters of product / work refer
Annexure 'A’ attached with this BSR

| 6841 |100mmx70 mm 25 Each 110.00 2750.00

p /L of Double wall corrugated HDPE pipe confirming to 15 :
16205 P-24, Stiffness Class 750N, Externally corrugated
and having smooth surface Inside with HDPE Coupler,
Elbow, Tee at required Depth below the ground for laying
cable of following Nominal Outer dia. MFR Test report from
NABL accrediated s to be submitted.(Excavation of Earth &
u 61.13 .k filling with compaction Is to be Pald Extra)All as per
pre approved by Engineer In-charge. For additional
technical parameters of products/ work , refer Annexure
“A® attached with this BSR .

1800 Mtr 87.00 156600.00

l §1.131 [|S0mm
Providing and fixing of 1P 65 protected Polycarbonate /
Polysterene fuse box moulded with inside knock outs of
followlng size with hinged cover, transparent window, PU
gasket, locking arrangement, duly holded with 2 nos. pole
clamps of 20 mm X 3 mm flat with nut and bolts, The box
<hall be provided with Din rail, 4 / 8 way 10.0/16.0 sg.mm
12 67.17 heavy duty connector, earth terminal, complete in all
respect. All as per pre approved by Engineer in-charge. For
additional technical parameters of products/ work , refer
Annexure "A" attached with this BSR .

125 mm X 200 mm X122 mm 250 each 1873.00 468250.00

Structural steel ‘work In single section fixed with or without

connecting plate Including cutting, holsting, fixing In
B 291 | osition and applying a priming coat of approved steel €0 Ke 10050 8040.00

primer all complete.

I 67.17.1

\V/
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67.8

i R

o T

Providing and Laying RCC Foundation for Octagonal /

fattach at Table P-4 with Following Procedure & All as per
pre approved by Engineer In-charge. For additional
technical parameters of products/ work , refer Annexure
"A" attached with this BSR .A) Excavation of Pit for
Foundation Size upto required depth from Ground levelB)
Dressing of Pit and Dry stone Itching 200 mm thick
Including supply of stones and preparing surface
{complete.C) Providing and laying In position cement
concrete of M-10 grade of 75 mm thicknessD)

straightening, cutting, bending, placing in position and
binding all complete.E) Centring and shuttering including
strutting , propping etc. and removal of form work for

OEM Recommendations.G) Providing and Laying Reinforce
cement Concrete of M-25 grade in Footing and Pedestal

including Curing the foundation for 7 days.H) Providing and

Fixing Nosing Angle 40 mm x 40 mm x 6mm with 2 no. 100
mm long, 10 mm dia. Lugs on each face.

Conical Street Light poles, High mast Poles as per Drawing

Reinforcement for R.C.C. work with TMT bars including +

Footing and PedestalF) Providing & Fixing of 2 no. Required
Size PLB HDPE Pipe & Foundation Bolt with template as per

67.8.2

Pole Foundation for Octagonal pole from 7 Mtr, To 9 Mtr.

75

each

8142.00 610650.00

67.1

Supply and erection of Galvanized Iron pole with
galvanizing done in single dipping (Average coating

having Octagonal / Circular cross-sections designed to

shaft shall be made from sheet steef (HT Steel Conforming
to grade 5355J0) and confirming to BSEN 10025 and shall
be continuously tapered with single longitudinal welding.
There shall not be any circumferentlal welding. The welding
of pole shaft shall be done by Submerged Arc Welding
(SAW) process. pole shafts shall be provided with the rigid
flange plate of suitable thickness (Fe 410 conforming to IS
226 / 15 2062) with provision for fixing 4 no. foundation
bolts, This base plate shall be fillet welded to the pole shaft
at two locations l.e. from Inside and outside.The octagonal
poles shall have lockable door of approximate 500 mm
length at the elevation of 500 mm from the Base plate with
bakelite sheet having 6A SP MCB and 16 sqmm stud type
connector ( 4 nos) Inside the pole at door opening for cable
connection of following length and dimension as per table
P-01 with base plate and foundation bolt on the Existing
cement concrete foundation.All as per pre approved by
Englneer In-charge, For additional technical parameters of
products/ work , refer Annexure "A" attached with this BSR

thickness Minimum 65 Microns) continuously tapered poles|

withstand the maximum wind speed as per 1S 875, The pole

67.1.1

Poles with Octagonal Cross Section

67.1.1.7

9 Mtr.

20

Each

19456.00 389120.00

16

67.2

Supply and Fixing of Pole OEM fabricated hot dipped
|galvarﬂsed M.S. Overhang (48.3 X 3.25 mm) with cap (400 x
88.9 /114.3 x 3.25 mm) over the existing poles. All as per
pre approved by Engineer In-charge. For additional
Jtedmlml parameters of products/ work , refer Annexure
"A" attached with this BSR .

67.2.1

Single arm overhang

10

Mtr,

1936.00 19360.00

67.2.2

Double arm overhang

10

3397.00 33970.00
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Providing & Fixing of IKDB IP-66 protected high power LED ;
flood light system with single plece Pressure diecast Sl '
aluminium housing, toughened glass diffuser with sultable .
lenses on LED to achleve varlous beam angles, of high
power LED of 3 to 5 watt each . Integrated potted driver as
a unique BIS R number having efficiency more than 85 %
and in compliance to BIS certified and Trade mark
certificate. The System level Luminaire efficacy >=125 Im/
wt. LED driver Input Voltage AC 120 to 270 V AC with High
voltage Cutoff @>=300 V AC and Auto resetting Safety
.Power Factor >0.95 , THD(l) <10%, driver current

17 6711 <=750mA. driver should be Phase to phase protection of
440 V for 4 Hrs, Electrical Connector , Surge Protection Min
>=4KV Internal and 10KV external but inside driver
compartment, System life of 50000 Burning hours with 70%
of Initial Lumens maintalned, CRI>70 and CCT 5700K 355K,
Manufactures Word Mark/Name
Engraved/Embossing/Screen printing on dle cast housing to
allow traceability/authenticity. Fixture shall be 1S 10322
Complianced.OEM Must have its own In house NABL lab
setup for all testing facilities for LED fixtures, (LM79/LM80)
Certificate/ report with llable warranty of
pmductlaocessques from OEM shall be submitted. All as

High Power LED Flood Light Minimum lumen output 18650
Im

Providing & Fixing of IK08, IP 66 protected LED Street Light
Luminaire on existing bracket/pole. Fixture made of
powder coated single piece pressure die cast aluminum
materlal with heat dissipation fins on housing with UV
stabilized PC (UV stablization report submitted for UV
cover ) /Toughened Glass cover and secondary lens on each
LED & should be SMD type of 3 to 5 watt each . The System
efficacy >=125 Im/ wt and potted driver & has a unique BIS
R number with Input Voltage AC 120 to 270V AC with High
voltage Cutoff @>=300 V AC and Auto resetting Safety,
Power Factor >0.95 driver Efficiency >85% , THD(I) <10%
Humidity 10% to 90% RH Working Temp -5C to 45C . driver
18 6712 | cyrrent <750mA. The luminaire shall be BIS certified and
Trade mark certified. Life Expectancy Equal or more than
50000 burning hrs with Minimum 70% lumen maintened ,
CRI >70 and CCT 5700K +355K. Surge protection shall be
min 2 4 KV internal and min 10 KV external Inside driver
compartment. driver should be Phase to phase protection
of 440 V for 4 Hrs. Manufactures Word Mark/Name
Engraved/Embossing on die cast housing to allow
traceability/authenticity. Fixture shall be AS PER IS 10322
Complianced.OEM Must have its own In house NABL lab
setup for all testing facilities for LED fixtures. (LM79/LM80)
Certlficate/ report with liable warranty of

LED Street Light fixture with Minimum lumen output 12500
Im

i 67117 30 Each 11128.00 333840.00

95 Each 7862.00 7468%0.00
Total part- A 6463630.00

i 67.12.7

Non-BSR Part B

SNo | BsrCode Item Qty. Unit Rate Amount
Dismentling and Re-erection of existing street light electric
poles with street light fixtures, MS box and other electric
Items of the pole and after jointing, cutting, welding and
fixing of base plate Including foundation all labour and 100 Job
machlenary Included

1 Non-Bsr

Two coat of enamel palnt on existing Iron pole including .
2 Non-Bsr__|charges of labour, crain etc. as required. - : 200 each

. Shifting of existing panel one side to another side Including | - : - 7 -
3 Non-Bsr  |dismentling of old foundation (including all labour & 15 ; ead|S|1 nature var d
material). . s

b R - Sharma .
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lp &F of ACled tricolor (amber white, green) strip having
lollowing features and techiniacal specifications: bestin
class light output (650 Im/m), ready to plug led strip with
htl-i color Amber White green option, thick copper wire used
in the strip and reduice the risk of early failure, IPES rating
with stand harsh weather, High surge withstans capabllity
Non-Bsr  {upto 3.5kv.120 Leds per meter gives uniform lights 2400 each
distribution, 8 W/m power output, 120 LEDs per meter 220
240 V ac nomial voltage, S0hz Frequency, 2835 LED chips,
18 MTR long roll Note there must be compulsorily 1 year
on site comprehensive O&M warranty.

P&F top mounting circular ring made out from OEM : '
fabricated hot dipped galvanised M.S.circular ring (48.3 X
3.25 mm) with cap (400 x 88.9 / 114.3 x 3.25 mm) over the
existing poles in circle shape of 2 mtr length duly
attached/welded with four nos. of support G.I. pipe of 48.3
5 Non-Bsr |mm dia to housing pipe made out of 88.9 mm dla 450 mm 5 Each
long G.1. pipe with 3 no. of tightning bolt. complete circular
shape top ring bracket having arrangement to fix 6 nos. of
LED flood light. ‘

Feeder Plllar: P&F of Feeder Pillar Box for Street light
made out of CRCA Sheet of 10/12 SWG of size
450X450%400 mm duly Paint with powder Coating Paint of
grey Colour, With fixing frame made out of ms Angle of SIzaL
25x3 mm of required size and helght. Feeder Pillar Shall
baove following material,

6 Non-Bsr |1 MCB 16 Amp single pole 2 No

2 With Locking Arreangement and all required Glend, lugs
of Cable Size

3- Earthing Terminal- 1 Nos.

4. timer and contactor shoud be fitted in feeder
plliar.(Excluding cost of timer and contactor)

5 Each

P & F of FR PVC Insulated & unsheathed Aluminium

conductor 2X 2.5 Sq mm IS marked (15:694) of 1.1 kV
grade and approved make [n existing surface or recessed 1200 -
L Non-Bsr | - yit/casing capping including making connections etc.

as required.

Total part- B
Total part- A 6463630.00

\JM
Assistant Engineer (Light) : ' Executive Engineer (Light)

Nagar Nigam Jaipur Nagar Nigam Jaipur

I/ we are agree to carry out above work on rerseenneennn36 abOVE/ below on RUIDP BSR 2023 & NON BSR Items.

Signature of Conti'actor with Stamp

Signature valid
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