
OFFICE  OF THE EXECUTIVE ENGINEER, DIVISION-JHOTWARA ZONENAGAR NIGAM, JAIPUR

HE  OF  WORK:- Sewer Line repair Work as per Emergency Requirement in Jhotwara Zone.

G-SCHEDULE

Rate as per RUIDP SOR 2023

Sr.
SOR

No.

1

A 17.1.1.1

B 17.1.1.2

C 17.1.1.3

2 17.3.1

3 4.25

4 17.8

Item

Earth work for Sewer line and Manhole in excavation in foundation, trenches manholes,

road side chambers etc. including dressing of sides and ramming of bottoms, including

getting out the excavated material, refilling after laying pipe/ foundation and disposal of

surplus excavated material at a lead upto 50m suitable site as per direction of Engineer for

following depths, below natural ground / Road top level including allowances for any

additional excavation beyond the drawings (measurement for payment to be as per

standard drawings), re-handling of material/earth to complete the task. In all types soils/

saturated soil such as moorum, sand, sandy silt, clay, black cotton soil, kankar, etc.

Depth upto 1.5 m

Add extra for over all depth of excavation above 1.5 m and upto 3.0m

Add extra for over all depth of excavation above 3.0 m and upto 4.5 m

Providing and fixing CLOSE timbering in trenches of sewer line and manholes including

strutting, shoring and packing cavities (wherever required) complete. (Measurements to be

taken ofthe face area timbered) for following depth bel
ow NGL. Depth upto 3.0 m

Providing Barricading for Trenches using 
80 - 100 mm dia Wooden Ballies as 

vertical

post, atleast 1.5m above ground level and atleast 30-45 cm below ground level at a

spacing of 3 m. Two rows of PVC Tape
 (preferabley red in colour) strip barricadin

g

horizontal strip securely tied by the vertical members. Vertical members shall be painted

in red and white colour. Rate is inclusive removal
 and cleaning of site complete in all

respect.

Dismantling of flexible pavements for s
ewer line and manholes and disposal 

of

dismantled materials up to a le
ad of 50 metres as directed by 

Engineer including

allowances for any additional dismantling b
eyond the drawings (measurement for

payment to be as per standard drawings
), re-handling of material/earth to complete the

task.

A 17.8.1 Bituminous courses

B 17.8.2 Granular courses

5 17.9 Dismantling of cement concrete pa
vement for sewer line and manhol

es by mechanical

means using pneumatic tools, cutting the peripheral edge by CC cutter, breaking to pieces

not exceeding 0.02 cum in volume and stock piling at designated locations and di
sposal of

dismantled materials up to a lead of 1000 metres including allowances for any additional

dismantling beyond the drawin
gs (measurement for payment 

to be as per standard

drawings), rehandling of material/earth to complete the task.

Quantity Unit Rate Amount

300.00 Cum 299.00 89700.00

225.00 Cum 20.90 4702.50

225.00 Cum 47.80 10755.00

150.00 Sqm 142.50 21375.00

300.00 Mtr 113.50 34050.00

64.00 Cum 534.00 34176.00

75.00 Cum 372.00 27900.00

113.00 Cum 1273.00 143849.00

6 21.1.5 Providing and laying in position cement concrete of specified grade excluding the cost of

centring and shuttering - All work upto plinth level :1:3
:6 (1 Cement: 3 coarse sand

: 6

graded stone aggregate 20 mm nominal size).

11.00 Cum 5000.00 55000.00

20.00 Cum 6130.00 122600.00

7 17.11.1

8 17.20.2

to

Providing and laying in position cement concrete of specified grade over a prepared base

course complete including finishing
, curing all material, labour, machinery

, lighting,

guarding for road restoration unde
r sewer line and manhole work using RMC (ready mix

concrete plant) and Transit mixer including allowan
ces for any additional road restoration

beyond the drawings (measurement
 for payment to be as per stan

dard drawings)

complete the task. including Providing /mixing of synthetic fibers compulsorily

complying with IS 16481:2022 of 06 mm/12 mm length to be mixed @ 0.25% by weight

of Cement i.e.125 gms per 50 k
g Cement up to 900 gms pe

r cum of Concrete/

mortar.PCC/ RCC Grade M -20

Providing at site, lowering & laying in trenches, aligning & jointing of RCC pipes NP2

class (with s/s ends IS: 458 - 1
988 (amended up to date) marked

 and manufactured

through spun process at all levels wi
th Rubber gaskets (EPDM/SBR) for sew

er lines as

per IS: 5382 (including cost of Rubber gaskets lubricants) as per drawing, sectional hydro

testing of the sewer pipe line (including cost and conveyanc
e of water to site for testing)

etc., complete as directed by Engineer. Note: E/w to be measured and paid separately.

8(a) 17.20.2 200 mm internal diameter

8(b) 17.20.4 300 mm internal diameter

8(c) 17.20.122|900 mm internal diameter

200.00 Mtr 617.00 123400.00

150.00 Mtr 813.00 121950.00

150.00 Mtr 3875.00 581250.00
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