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Topographic Survey by taking longitudinal sections at every 10m interval, cross
sections at every Sm interval on cither side of center line of Road including

1 5.1.2.1 |supply of detailed drawings in appropriate seale & size in soft copy & Hard copy|  1.50 7767 00| km 11650 50
complete all respect as per direction of Engincer and detailed alignment plans
with covering all features in a width:Upto 10 mtrs. [ N S
Dismantling of flexible pavements and disposal of dismantlcd malerials up to @ i 75063.71
[—2 2.10.1 |iead of 50 metres as dirccted by Engineer.Bituminous courses 168.68 | 445.00 | Cum 5063,
3 2102 |Granular courses 243.60 | 310.00 | Cum 75516.00

4 Lil stacking :: Earth 0SKM

Carriage of Materials by ‘mechanical transport including loading, unloading and 55228 | 254.76 | Cum 140699.49

Providing, laying, spreading (with paver finisher only) and compacting wet mix
macadam (WMM) basc coursc comprising of graded stonc aggregalc and
granular material conforming to MORT&H specifications (Table 400-11) in layers
of equal compacted thickness each consolidated, including pre-mixing the

material by tippers to site, laying in uniform layers in basc coursc on a well
prepared sub-base/ base course and compacting with power vibratory-roller to
achicve the desired density complete as per MoRT&H specification clause - 400
including all material, labour, machinery, lighting, guarding and maintenance off
diversion.

material with water at OMC in mechanical mixer (Pug Mill), carriage of mixed 308.70 [1,775.00| Cum 547942.50

Providing and applying primer coat over prepared surface of granular base with
bitumen emulsion as per 1S : 8887 and approved quality @ 0.6 kg/sqm with the
help of spray set fitted on bitumen Container (boiler) after cleaning the surface
including removing of binding material and other forcign matter with wire

6 8.10 bmshcsaand smallgpicks, sweeping with brooms or soft brushes and finally 2058.00( 33.70
dusting with old gunny bags and compressed air to reccive bituminous treatment
complete as per clause 502 of MoRT&H specilication including all material,
labour, machinery, lighting, guarding and maintenance of diversion.

Sqm 69354.60

Providing and applying tack coat on the prepared surface with bitumen emulsion
as per IS: 8887 and approved quality @ 0.2 kg/sqm with the help of spray sel
fitted on bitumen Container (boiler) afier cleaning the surface with brooms or sofl
7 g3 [brushes and finally dusting with old gunny bags and compressed air to receive| 3213.00| 12.00
bituminous treatment complete as per clause 502 of MoRT&H specification
including all material, labour, machinery, lighting, guarding and maintcnance of
diversion.

Sqm 38556.00

Providing and laying 50-75 mm compacted thick design mix (approved by
Engineer) Dense Bituminous Macadam on prepared surface with specified graded
crushed aggregates as per Table 500- 9, 500-10 with bitumen binder sct
(including Cost of anti-stripping compound Minimum 1% in Lime/Cement as per
design wherever required) for base/ binder course including loading of material
with F.E. loader, heating and mixing of stone aggregate, filler and bitumen in
computerised hot mix plant, transporting the mixed material by tippers to paver

504.3.5 (o the required level and grade, compacting by power rollers and
vibratory rollers or 150 to 250 KN pncumatic tyred roller with TP =07 Mpa to
achieve the desired density (approximately 2.3 tonne/cum) complete as per clause
507 of MoRT&H specification but cxcluding primerftack coat, including all
material, labour, machinery, lighting, guarding and  maintenance ol
diversion.Grade-11 with Bitumen VG-grade 30 @ 4.50 %, lime filler @ 2%
(percent by weight of total mix)

8 886 [and laying with paver finisher fitted with clecironic sensor control as per clause| 369 50 |3.410.00| Tonne| 125997795

Providing and laying 30-45 mm compacted thickness Bituminous Concrete as per
design mix (approved by Engincer) on prepared surface with specified grade
stone aggregate as per Table - 500-18 with bitumen for wearing course including
loading of aggregate with F.E. loader and hot mixing of stone aggregate and
bitumen (including Cost of anti-stripping compound Minimum l‘!rSn

9 8.104 transporting the mixed material by tippers to paver and laying with paver finisher

and grade and compacting by power rollers ond vibratory rollers or 150 to L i :
KN pneumatic tyred roller with TP = 0.7 Mpa, lo achieve 1 R deQ&ﬂgnau pn
complete as per clausc S09 of MORT&H specification "»-’gm'é*.?!‘l andns e: 2025.0

labour, machinery, lighting, guarding and mainienance of divel \‘F\‘
primer/tack coat.Grade-l with Bitumen VG-grade 30 @ 6% P

afnial mix)

EmGason: Appro

Lime/Cement s per design wherever required) in computerised hot mix ; g n Eatl,”

fitted with electronic sensing device (as per clause 504-3.5) (0 the required B)j it235ﬁ§ 55 al-}\(é)(gol
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