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G-SCHNEDULE

Rates as Per RUIDP 2023

S.No

SOR.
NO

Particulars

Oty

Rate I'er

Amount In |(\—,

1.0

Topographic Survey by taking longitudinal scctions at cvery 10m interval, cross
scetions at every Sm interval on either side of center line of Road including supply
ol detailed dranings m appropriate scule & size in soft copy & Hard copy
complete all respect as per dircction off Engincer and detailed alignment plans with
covenng all features in a width:Upto 10 mtrs.

1.50

7767.60( wm

11650.56

Dismantling of flexible pavements and disposal of dismantled materials up to a lead
of 50 metres as dirccted by Engincer.Bituminous courses

240.35

445.00 | Cum

106953.53

3.0

Granular courscs

189.63

310.00 | Cum

58745.30

4.0

Csmiage of Materials hy mechanical transport including loading. unloading and
stacking :. Earth 10KM

429.98

356.36 | Cum

153225.89

7.6

Providing. laying, spreading (with paver finisher only) and compacting wet mix
macadam (WMM) basc course camprising of graded stone aggregate and granular
material conforming to MORT&H specifications (Table 400-1T) in layers of cqual
compacied thickness cach consolidated, including pre-mixing the material with
water at OMC in mechanical mixer (Pug Mill), carriage of mixed material by
tippers to site, laying in uniform laycrs in base coursc on a well prepared sub-tasc!
base course and compacting with power vibiatory-roller to achieve the desired
density complete as per MoRT&H specilication clause - 406 including all material,
labour, machinery, lighting, guarding and maintenance of diversion.

327.60

1,775.00f Cum

581490.00

6.0

$.10

Providing and applying primer coal over prepared surface of granular base with
bitumen cmulsion as per 1S : 8887 and approved quality @ 0.6 kg/sqm with the
help of spray set fitted on bitumen Container (boiler) after cleaning the surface
including removing of binding material and other foreign matter with wire brushes
and small picks, sweeping with brooms or sofl brushes and finally dusting with old
gumy bags and compressed air to receive bituminous treatment complete as per
clause 502 of MoRT&I! specification including ail material, lobour, machinery,
lighting, guarding and maintenance of diversion.

2184.00

33.70 | Sqm

73600.80

7.0

83

Providing and applying tack coat ou the prepared surface with bitumen emulsion as
per IS: 8887 and approved quality @ 02 kg/sqm with the help of spray set fitted
on bitumen Container (boiler) after cleaning the surface with brooms ar soft
brushes and finally dusting with old guany bags and compressed air to reccive
bituminous treatment complete as per clause 502 of MoRT&H specification
imdadimg «il material, labour, mackinery, lighting, guarding wrd matntenanee of
diversion.

4578.00

12.00 | Sqm

34936.00

8.0

8.8.6

Providing and laying 50-75 mm compacted thick design mix (approved by
Engincer) Dense Bituminous Macadam on prepared surfnce with specified graded
crushed aggregates as per Table 500- 9, 500-10 with bitumen binder set (including
Cost of anti-stripping compound Minimum 1°5 in Lime:Cement as per design
wherever required) for base/ binder course including loading of material with F.E.
loader, heating and mixing of stone aggregate, filler and bitumen in computerised
hot mix plant, transporting the mixed materiul by tippers o paver wid laying with
paver finisher fitted with clectronic sensor control as per clause 504.3.5 to the
required level and grade, compacting by power rollers and vibratory rollersra150
to 250 KN pneumatic tyred roller with TP = 0.7 Mpa to achieve the dcsircS‘

(approximately 2.3 tomne/cum) complete as per clause 507 of MoRT¢

specification but excluding primer/tack coat, including all material, Digital
muchinery, lighting, guending end meimtenance of diversion. Gryhathaxith D@8t

VG-grade 30 @ 4.50 %, lime filler @ 2% (percent by weight AR

3.:410.00| Toune

1795262.70
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90

Providing and laving 3 ;

L . oproead by Evgne onprepres s w ey e
aggrepate as per Table - 500-18 with bitumen l‘n; wean 1 sp.ccvl - gmdc su?nc
By Lt : cn ; ning coursc including loading
: ggrc_n:ﬂt with F.E. loader and hot mixing of stonc aggregate and bitumen
(mc}udmg Cost of anti-stripping compound Minimum 1% in Lime/Cement as per
dcmgl? wherever required) in computerised hot mix plant, transporting the mi'z:d
malc.nnl by tippers to paver and laying with paver finisher fitted with clectronic
sensing .dcvicc (as per clause S04-3.5) to fhe required level and grade and
compacting by power rollers and vibratory rollers or 150 to 250 KN bncumalic
tyred roller with TP = 0.7 Mpa. to achieve the desired density complcte as per
cAlm\$ 509 of MoRT&H specification including all material, labour, machinery,
lighting, guarding and maintenance of diversion but excluding primer/tack
coat.Grade-11 with Bitumen VG-grade 30 @ 6% (percent by weight of total mix)

368,53 [4.360.00] Temne | 10AGTRG 34

10.0

Providing and laying marking of center line and stop Jine ctc with hot thermoplastic
compound 2.5 mm thick on road’ plain surface, including reflectorising glass beads
@ 250 gms per sqm area with special applicator machine, as per IRC:35 including
cleaning the surface of all dint, dust and other foreign matter. demarcation at sile
and traffic control involved. The finished surface 10 be level, uniform and free from
streaks and holes as per clause 803 of MoRT&H Specification including all

inatcrial, labour, machinery. lighting, guarding and maintenance of diversion..

589.50 | 444.00 | Sqm | 261738.00

Providing and fixing CAT's eyc made of aluminium alloy size 75x100x22imm
having 21 biconvex lenses embedded in circular disk of AS plastic on cach side on
road surface completc including all material, labour, diversion.

490.00 | 178.00 | Each 87220.00

12.0

Raising circular brick/RR stone masonry ‘manhole with circular opening 560mm
dia and frame slab to required level including dismantling existing slab, taking out
the existing CI [rame & cover of fnanhole and raising 1t upto ground” road level,
refixing of frame and cover in M15 (1:2:d) concrele all around the frame, including
making good the damage, form work, curing. complete as directed by Engincer.
(Brick work / RR steue work of raising depth of manholc to be paid scparately)

60.00

'610.00 | Each 36600.00

13.0

Supplying & fixing 560mm dia opening SFRC manhole frame & cover as per IS :
12592-2002 in existing manholes including grouting the {rame in PCC M-15
complete in all respect as directed by the Engineer. HD-20

63.00

2.675.00( Each 168525.00

Total 4996774.16

Says in Lakhs 49.97

/We hereby accepted rates

part A.eeeenne

......................... 24 above'below as per G-SCHEDULE

Signaturc of the contractor with full postel address & contact no.

Reason: Appro
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