OFFICE OF THE EXECUTIVE ENGINEER MURLIPURA ZONE

Nagar Nigam Greater Jaipur

Near Sabji Mandi Murlipura Scheme ,Murlipura Jaipur
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AMOUNT

S.No.

Particulars

QNTY

RATE

UNIT

Demolishing brick work manually/ by mechanical means
including stacking of serviceable material and disposal of

unserviceable material within 50 metres lead as per

10.49

462.00

CuM

4845.46

direction of Engineer-in charge.In cement morta
Dismantling stone slab flooring laid in cement mortar
including stacking of serviceable material and disposal of
unserviceable material within 50 metres lead.

22.00

166.50

saMm

3663.00

Earth work in excavation in foundation, trenches etc.
including dressing of sides and ramming of bottoms,
including getting out the excavated material, refilling after
laying pipe/ foundation and disposal of surplus excavated
material at a lead upto 50m suitable site as per direction of
Engineer for following depths, below natural ground / Road
top level.In all types soils/ saturated soil such as moorum,

sand, sandy silt, clay, black cotton soil, kankar, etc.Depth

upto1.5m

27.43

229.50

CuMm

6295.64

Providing and laying in position cement concrete of
specified grade excluding the cost of centring and shuttering
- All work upto plinth level :1:5:10 (1 cement : 5 fine/ coarse

sand : 10 graded stone aggregate 40 mm nominal size)

2.02

4330.00

CUM

8729.28

Centring and shuttering with plywood or steel sheet upto
two stories ( each story of height upto 3.5 metre from floor
level) including strutting, propping etc. and removal of form
for : Foundations, footings, bases of columns, etc. for mass

concrete.

17.14

236.50

soM

4052.66

Centring and shuttering with plywood or steel sheet upto
two stories ( each story of height upto 3.5 metre from floor
level) including strutting, propping etc. and removal of form

for : Columns, Pillars, Piers, Abutments, Posts and Struts

17.95

375.00

saM

6731.25

Centring and shuttering with plywood or steel sheet upto
two stories ( each story of height upto 3.5 metre from floor
level) including strutting, propping etc. and removal of form
for :Lintels, beams, plinth beams, girders, bressumers and

cantilevers

14.40

426.00

saQm

6134.40

Centring and shuttering with plywood or steel sheet upto
two stories or height upto 7.5 metre above plinth level
including strutting,propping etc. and removal of form for
:Suspended floors, roofs, landings, balconies and access

31.68

456.00

sqm

14446.08

platform
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" [Random rubble masonry with hard stone in foundation and
10.45 4860.00 CUM 50787.00

plinth :Cement mortar 1:6 (1 cement : 6 coarse sand)

—[rick work with FPS bricks of class designation 75 in
superstructure above plinth level upto two stories in all
10 shapes and sizes in Cement mortar 1:6 (1 cement : 6 coarse

9.14 6300.00 Cum 57582.00

sand)
Half brick masonry with FPS bricks of class designation 75 in

11 |superstructure above plinth level upto two stories:-Cement 21.60 767.00 sqm 16567.20
mortar 1:4 (1 cement :4 coarse sand

Reinforcement for R.C.C. work at all levels including
straightening,cutting, bending, placing in position and
binding all completeMild steel and Medium Tensile steel
bars.

12 915.00 81.80 kg 74847.00

Providing and laying in position specified grade of
reinforced cement concrete excluding the cost of centring,
13 [shuttering, finishing and reinforcement - All work upto 2.63 6340.00 CuM 16674.20
plinth level :1:1%:3 (1 cement : 1% coarse sand : 3 graded
stone aggregate 20 mm nominal size)

Reinforced cement concrete work in walls (any thickness),
including .attached pilasters, buttresses, plinth and string
courses, fillets, columns, pillars, piers, abutments, posts and
struts etc. upto two stories excluding cost of centring,
shuttering, finishing and reinforcement : including Providing .
14 |/mixing of synthetic fibers compulsorily complying with IS 1.37 7380.00 CUM 10110.60
16481:2022 of 06 mm/12 mm length to be mixed @ 0.25%
by weight of Cement i.e. 125 gms per 50 kg Cement up to
900 gms per cum of Concrete/ mortar.1:1%:3 (1 cement :
1% coarse sand : 3 graded stone aggregate 20 mm nominal

size)

Reinforced cement concrete work in beams, suspended
floors, roofs having slope upto 15° landings, balconies,
shelves, chajjas, lintels, bands, plain window sills, staircases
and spiral stair cases upto two stories excluding the cost of
centring, shuttering, finishing and reinforcement: including
Providing /mixing of synthetic fibers compulsorily complying
15 with IS 16481:2022 of 06 mm/12 mm length to be mixed @ .17 1660.00 M 54922.20
0.25% by weight of Cement i.e. 125 gms per 50 kg Cement
up to 900 gms per cum of Concrete/ mortarM-20 Grade
Concrete (1:1%:3 (1 cement : 1% coarse sand : 3 graded

stone aggregate 20 mm nominal size) -As per design mix)

Cement plastering including T&P, scaffolding, material and
complete labour, including cost of water, curing, racking of
joints etc. with 12 mm cement plaster of mix : including
- Providing /mixing of synthetic fibers compulsorily complying 194 B9 —— sqm 2eEaET
with IS 16481:2022 of 06 mm/12 mm length to be mixed @ ' ’
0.25% by weight of Cement i.e. 125 gms per 50 kg Cement

up to 900 gms per cum of Concrete/ mortar 1:6 (1 cement :

6 fine/ coarse sand)
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Painting with synthetic enamel paint of approved brand and
manufacture to give an even shade : Two or more coats on

13.00

114.00

sqm

1482.00

18

new work
Random rubble dry stone Kharanja (soling) under floor.

2.56

2270.00

cum

5811.20

19

Providing and laying in position cement concrete of
specified grade excluding the cost of centring and shuttering
- All work upto plinth level :1:3:6 (1 Cement : 3 coarse sand :

6 graded stone aggregate 20 mm nominal size).

1.71

5000.00

cum

8550.00

20

Kota stone slab flooring 25mm thick over 20 mm (average)
thick base laid over and jointed with grey cement slurry
mixed with pigment to match the shade of the slab
including rubbing and polishing complete with base of
cement mortar 1 : 4 (1 cement : 4 coarse sand) :Area of
each slab 900 to 2000 sqcm

20.79

1365.00

sgm

28378.35

21

Kota stone slabs 25 mm thick in risers of steps, skirting,
dado and npillars laid on 12 mm (average) thick cement
mortar 1:3 (1 cement 3 coarse sand) and jointed with grey
cement slurry mixed with pigment to match the shade of

the slabs, including rubbing and pelishing complete

2.40

1634.00

sqm

3921.60

22

Providing and fixing external grade board solid core single
leaf flush door shutters ISI 2202-67 marked using Phenol
formal dehyderesin in glue both sides including approved ISI
marked Stainless Steel butt hinges fittings with necessary
screws complete as per annexure 'A' 30 mm thick:-

Decorative teak veneer both side

6.48

2525.00

sgm

16362.00

23

40 mm thick fine dressed stone flooring over 20 mm
(average) thick base of cement mortar 1:5 ( 1cement : 5

coarse sand) with joints finished flushWhite sand stone

2.30

833.00

sgm

1915.90

24

Providing and fixing on wall face Unplasticised Rigid PVC
Single socketed pipes rain water pipes conforming to IS :
13592 Type A including jointing with seal ring conforming
to IS : 5382 leaving 10

mm gap for thermal expansion.100 mm

6.00

312.00

mtr

1872.00

25

Providing and applying plaster of paris putty of 2 mm
thickness over plastered surface to prepare the surface
even and smooth complete

17.05

204.50

sqm

3486.73

26

Distempering with oil bound washable distemper of
approved brand and manufacture to give an even
shade.New work (two or more coats) over and including
priming coat with cement primer

61.93

136.50

sqm

8453.45

27

Finishing walls with Acrylic Smooth exterior paint of
required shade :New work (Two or more coat applied @

1.67 Itr/10 sqm over and including base coat of water

proofing cement paint applied @ 2.20 kg/ 10 sqm).

63.12

144.00

sqm

9089.28
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Providing and fixing double paitam (rebated) stone doors
windows and ventilator frames of approved quality in 13.20
cement sand mortar 1:4:size 100x75 mm

176.50 MTR 2329.80

Providing and fixing factory made ISI marked steel glazed
doors, windows and ventilators side /top /centre hung with
beading and all members such as F7D, F4B, K11 B and K12 B
etc. complete of standard rolled steel sections, joints
mitred and flash butt welded and sash bars tenoned and
rivetted with 15x3mm lugs, 10cm long, embedded in
cement concrete blocks 15x10x10cm of 1:3:6 (1 cement : 3
coarse sand : 6 graded stone aggregate 20mm nominal size)
or with wooden plugs and screws or rawl plugs and screws
or with fixing clips or with bolts and nuts as required,
including providing and fixing of hinges, pivots, float glass
panes with glazing clips and special metal sash putty of
approved make and a priming coat of approve.d steel
primer excluding the cost of metal beading and other
fittings except necessary hinges or pivots complete as per

5.40 3830.00 sQM 20682.00

approved design.

Providing and fixing Gl wire gauge of average width of
aperture 1.56mm with wire of 0.45mm to existing steel
door, window shutter frames with necessary M.S. strip

beading 20x3mm with suitable screw at not exceeding >-40 697.00 sam 3763.80
150mm distance etc. complete

Providing gola 75x75 mm in cement concrete 1:2:4 (1
cement : 2 coarse sand : 4 stone aggregate 10mm and
down gauge) including finishing with cement mortar 1:3 (1 22.40 207.00 MTR 4636.80

cement : 3 fine sand) as per standard design :In 75x75mm

deep chase

Wiring of light point/ fan point/ exhaust fan point/ tall bell

point with 1.5 sq. mm nominal size FR PVC insulated

unsheathed flexible copper conductor 1.1 kV grade and 1.5
$g. mm nominal size FR PVC insulated unsheathed flexible
copper earth conductor 1.1 kV grade (15:694) in recessed IS
marked MMS ( 15:9537 P - Il ) virgin material PVC conduit &
it's ISI marked (15:3419-1988) accessories, round tiles, 1.2
mm thick Hot Dipped Galvanized Modular Box with earth
terminal, 10A Modular switch, Modular face plate with grid
plate, 3 pin ceiling rose / Holder /3 way connector, screws,
making connections, testing etc. as required. For
specification of copper Conductor, Phenolic Laminated
sheet's & Electrical/ Wiring accessories refer Chapter-53, 54
& 56 for additional technical parameters of product / work

refer Annexure 'A' attached with this BSR
Shor.t point (up to 3 mtr.) 3.00 368.00 each 1104.00 -
Medium point (up to 6 mtr.) 3.00 592.00 each 1776.00
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Wiring of 3/5 pin 6 amp. Light plug point with 1.5 sq. mm
nominal size FR PVC insulated unsheathed flexible copper
conductor 1.1 kV grade and 1.5 sq. mm nominal size FR PVC
insulated unsheathed flexible copper earth conductor 1.1 kV
grade(15:694) in recessed ISI marked MMS ( 15:9537 P - IIl )
PVC conduit & it's ISI marked (1S:3419-1988)accessories, Hot
Dipped Galvanized Modular box of 1.2 mm thick with earth
terminal, 10 A modular switch, 3/5 pin 6 A modular socket,
33 [Modular face plate with grid plate, screws, making
connections, testing etc. as required. For specification of
copper Conductor, Phenolic Laminated sheet's & Electrical/
Wiring
accessories refer Chapter-53, 54 & 56. For additional
technical parameters of product / work refer Annexure 'A’
attached with this
BSR

Short point (up to 3 mtr.)

3.00

520.00

each

1560.00

B |[Medium point (up to 6 mtr.)

3.00

744.00

each

2232.00

P & F 1.2 mm thick G. I. / M .S. Sheet boxes duly finished
with two coats of red oxide and with earthing terminal of
following sizes (nominal size) in recessed/surface as
= required.For additional technical parameters of product /
work refer Annexure 'A' attached with this BSR 1.2 mm thick

M. S. Sheet boxes

100mm x 100mm x 60mm

6.00

59.00

each

354.00

Providing & Fixing of 240/415 V AC MCB with positive
isolation of 10 kA breaking capacity (B/ C/D tripping
characteristic as per type of load and site requirement) 4 KV
impulse withstand voltage, ISI marked IS 8828(1996) /
conforming to IEC 60898-1 2002, IEC 60947-2, low watt

losses, trip free mechanisum , energy limiting of class 3 as

per IEC, minimum phase termination capacity of 35sq.mm.,
conductor line load reversibility , IP 20 contact protection
and fitted in existing distribution board/sheets, minimum
electrical operation 20,000 upto 20 A rating and 10,000
upto 63 A, 5000 for 80 A & above rating including lmaking
connections, testing etc. as required. OEM shall have submit
NABL / CPRI / ERDA accrediated lab type test reports & All
as per pre approved by Engineer in charge. For additional

35

technical parameters of product / work refer Annexure 'A'
attached with this BSR

0.5Ato 5 Arating

1.00

303.00

each

P & F ISI marked (1S:3854) 6 amp. flush type non modular
switch with CM/L no. printed and made out from Industrial
grade Polycarbonate or fire resistant ABS material including
36 |cutting hole in tile and making connection testing etc. as
required. All as per pre approved by Engineer in-charge. For

additional technical parameters of products/ work , refer

Annexure "A" attached with this BSR .

10.00

24.00

each

303.00

240.00
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37 |cutting hole in tile and making connection testing etc. as

P & F ISl marked (IS :3854) 16 amp. flush type non modular
switch CM/L no. printed and made out from industrial grade

Polycarbonate or fire resistant ABS material including

required. All as per pre approved by Engineer in-charge. For
additional technical parameters of products/ work , refer

Annexure "A" attached with this BSR .

5.00

51.00

each

255.00

38

Providing & Fixing of 16 amp. Combined flush type non
modular socket and switch set with indicator and fuse set as
per PWD specification for electrical Works, made out from
industrial grade Polycarbonate or fire resistant ABS material
including cutting hole in tile and making connection testing
etc. as required. All as per pre approved by Engineer in-
charge. For additional technical parameters of products/

work , refer Annexure "A" attached with this BSR .

8.00

185.00

each

1480.00

39

Providing & Laying P.V.C. / XLPE insulated & P.V.C. sheathed
Un Arrmoured Aluminium cable confirming to 1S:1554 P-l /
IS :7098 P - | of 1.1 KV with H4- Grade electrolytic
aluminium conductor confirming to 1S 8130 of purity >99.6
%, Inner / outer sheath confirming to 1S:5831 in existing RCC
/ Hume / Stoneware / PVC pipe/ open duct/cable trench /
Cable tray (with cable tie) including testing etc. as required
of following size. OEM must have it's own in house NABL
accrediated Laboratory for testing procedure as per
1S:10810. For additional technical parameters of product /
work refer Annexure 'A' attached with this BSR. 4MM SQ M

4CORE

20.00

89.00

MTR

1780.00

40

Providing & Fixing of BEE Star rated copper wounded double
ball bearing capacitor start, aluminium body & Metallic
blade ceiling fan Conforming - to all the performance
requirements laid down in IS 374:2019 including all
amendments, as applicable ; & Carry BIS licensing (i.e. ISI
marking) with down rod up to 80 cm with secondary
support safety cable ( steel rope) , cotter pin with 3 x 1.5
sg.mm pvc insulated flexible copper conductor méking
connection testing etc. as required. All as per pre approved
by Engineer in-charge. For additional technical parameters
of products/ work , refer Annexure "A" attached with this

BSR .1200 mm Sweep BEE 1 Star rated (service value >=4.0

to<4.5)

2.00

1937.00

each

3874.00
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m Fixing of IP 20 box made out from 1.2mm thick
CRCA sheet steel with depth of minimun 30 mm and
finished with powder coating and suitable for mounting LED
tube including side covers, holders , internal wiring to
illuminate the single sided connection LED tube. ( Without
tube). All as per pre approved by Engineer in charge. For
additional technical parameters of products/ work , refer
Annexure "A" attached with this BSR .Suitable for 2' LED
Tube shape fixture for single rod

6.00 155.00 each 930.00

Total 499617.24

Say(in lacs) 5.00

2

Executive Engineer MPZ
Nagar Nigam Greater Jaipur

1/ We do hereby accepted rates. @
..................... %Above/below as pr G-Schedule

Signature of Contractor with contact No.
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