OFFICE OF THE EXECUTIVE ENGINEER (LIGHT)
NAGAR NIGAM JAIPUR GREATER

(Pt. Deendhayal Upadhayay Bhawan, Lai Khoti, Tonk Road, Jaipur-15}) /\) ’) ‘T, 4/L

G-schedule

At

Name of Work:- TR T R SRR @ fErER TR @ & 918 . 26 9 faga &
¥ 2025—26

RUIDP ISOR 2023 Part -A

S No Bsr Code item Qty. Unit Rate Amount

Supply and erection of Mild steel Swaged tubular pcle conforming to IS: 2713-
1980 (part | to Il) with base plate, The pole shall be made from steel tube & Pipe
(15:1141, Fe 410) including excavation of the pit and filling the same with C.C. of M5
20 grade (1:1.5:3) from base plate to 50 cm above ground level, with the help of
steel frame not less than 40 cm dia up to 114.3mm outer dia and 50 cm beyond
114.3mm outer dia around the pole. Duly finished with cement plaster, earthing
terminals, cable entry with 32 mm dia. 'B' class Gl cable sleeves. After eraction
pole shall be painted with two coat of red oxide primer and two quote of enamel
paint of silver colour as per the direction of Engineer incharge complete as
required of following height & designation. { See Table P - 02 for specs. ) All as per
pre approved by Engineer in-charge. For additional technical parameters of
products/ work , refer Annexure "A" attached with this BSR .

1 67.5

i 67.5.3 19.0Mtr. (4108P-28) - 31 Each | 18108.00 561348.00

Add for supply and fixing of Pole OEM fahricated Mild steel Overhang of following
size over the existing poles, Overhang shall be painted with two coat of red oxide

o primer and two quote of enamel paint of silver colour as per the direction of
z 67.6 Engineer incharge. All as per pre approved by Engineer in-charge. For additional
technical parameters of products/ work , refer Annexure "A" attached with this

BSR.

i 67.6.2 |88.9 mm ODx 3.25 mm thickness 31 Mitr. 2064.00 63984.00

Pipe Earthing as per 15:3043- 1987 with 3.0 Mtr. Long, 40 mm dia. ' B ' class G.1.
Pipe IS: 1239 (Part-1) 2004, Equivalent to BS : 1387 with perforated holes of 12
mm dia ,including all accessories like nut, bolts, reducer, nipple, wire meshed
funnel, and Heavy duty weather proof poly-propylene earth pit chamber with
lockable Jam free lid suitable for safe working load 5000 Kg or more of size Top
Dia. 225 to 260 mm, Bottom Dia 300 to 350 mm. and Height 250 to 300 mm. and
3 63.1 embodying the pipe complete with alternate layers salt and coke/ charcoal, 5 Set. 3734.00 18670.00
testing of earth resistance for value of 5 ohms or less as required & must record
by engineer in-charge during site visit and ensure to enter in measurment book.All
as per pre approved by Engineer in-charge. For additional technical parameters of
products/ work , refer Annexure "A" attached with this BSR .

Supply & Laying following size earth wire in horizontal or vertical run in
ground/surface/recess including riveting, soldering, saddles, making connection
with GI/Cu purity purity »95% thimble etc. as required. All as per pre approved by
Engineer in-charge. For additional technical parameters of products/ work , refer
Annexure "A" attached with this BSR .

i 63.6.1 |6SWG tinned copper Wire 20 Mtr. 238.00 4760.00
















