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SNo | BsrCode Item Qty. Unit Rate Amount

Pipe Earthing as per 15:3043- 1987 with 3.0 Mtr. Long, 40 mm dia. ' B ' class G.I.
Pipe IS: 1239 (Part-1) 2004, Equivalent to BS : 1387 with perforated holes of 12
mm dia ,including all accessories like nut, bolts, reducer, nipple, wire meshed
funnel, and Heavy duty weather proof poly-propylene earth pit chamber with
lockable Jam free lid suitable for safe working load 5000 Kg or more of size Top
Dia. 225 to 260 mm, Bottom Dia 300 to 350 mm. and Height 250 to 300 mm. and
1 631 |embodying the pipe complete with alternate layers salt and coke/ charcoal, 2 Set. 3734.00 7468.00
testing of earth resistance for value of 5 ohms or less as required & must record
by engineer in-charge during site visit and ensure to enter in measurment
book.All as per pre approved by Engineer in-charge. For additional technical
parameters of products/ work , refer Annexure "A" attached with this BSR .

Supplying and drawing FR PVC insulated & unsheathed flexible copper conductor
as per PWD specification for electrical Works with ISI marked (15:694) and as per
IS 8130 : 2013 of 1.1 kV grade . Wire should be made from 99.90 % purity copper,
class 5 stranding in acc. to 15:8130/1EC 60228 for lower watt loss , oxygen free for
less chances of oxidization, insulation PVC type A/C/D, flame retardant as per IS
10810-53, better amperage rating as per 1S:3961 part 5, in existing surface or
recessed PVC/ MS conduit/casing capping making connections with Copper Lugs
of suitable size, Ferrules,testing etc. as required. OEM Must have its own in house
NABL lab setup for all testing facilities for wires. For additional technical
parameters of product / work refer Annexure 'A' attached with this BSR

i 53.1.2 |2 x15sgmm 330 Mtr. 44.00 14520.00

ii 53.1.6 [2x2.5sq.mm 180 Mtr. 63.00 11340.00

SITC of Cutting back up surface up to 2 Mtr. Depth by digging by Bogie including
3 42.32  |all layers of crust for laying pipe line etc. and making good to original condition 40 Mtr. 428.00 17120.00
(excluding cost bitumen)

Providing & Laying P.V.C. / XLPE insulated & P.V.C. sheathed Arrmoured
Aluminium cable confirming to 15:1554 P-1 /15:7098 P- 1 of 1.1 KV with H4-
Grade electrolytic aluminium conductor confirming to IS 8130 of purity >99.6 %,
round / flat strip armouring of cables, Inner / outer sheath confirming to 15:5831
in existing RCC / Hume / Stoneware / PVC pipe/ open duct/cable trench / Cable
tray(with cable tie) including testing etc. as required of following size. OEM must
have it's own in house NABL accrediated Laboratory for testing procedure as per
1S:10810.For additional technical parameters of product / work refer Annexure 'A’
attached with this BSR

4 60.2

a 60.2.4 |16.05q. mm

i 60.2.4.3 |4 core 100 Mtr. 238.00 23800.00













