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oFFrcE oF THE EXECUTIVE ENGTNEER (MALV|YA NAGAR ZONE)

JAIPUR NAGAR NIGAM, JAIPUR, GREATER

Near New Vidhansabha Lal Kothi Jaipur
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sno BSR NO ITEM QTY RATE UNIT AMOUNT

t

Disurantling ol existing structures lil<e cuh,erts, bridges.
retainingrvalls. CC road and other structure cornplising
ol masonrv. celnentconcrete- wood rvork" steel work,
including T&P and scaffoldingrvlterever necessary.

sorting the disrnantled material, disposal ofunserviceable
rnaterial and stacliing the serviceable rraterial with
alllilts and lead o1 -i0 ntetres as dilected by l-ngineer.

2.4.1
Lirre Concrete, cement concrete grade M-10 (l:-5:10)
and belorv

94.50 3 93.50 cum 37 r85.75

2.4.2
Cenrent Concrete Grade M-15 and above and PCC

blocks
l4l .75 678.00 cum 96106.50

2

Disrrantling of flexible paventents and clisposal of
disrrrantled rnaterials up to a lead of 50 metres as

clirected b1, E,rrgineer.
0.00

2.10.1_ Bituminor-rs courses 189.00 445.00 cum 84105.00

2.1"0.2 Cranular coLlrses r 89.00 3 10.00 cum 58590.00

3 4.2.1

Earth worl< in excavation for roadu,al . including
trinrming bottom and side slopes in accordance with
reqrrirenrent ol line. qrades and cross sections. including
clisposal ol surplus mater.ial lvith all lift and lead Lrpto

1000 rretle as per MoRT&H specification clause 301 .ln
all tvpe olsoil

29'1.00 235.50 cum 69237.00

4 r1l
t.a.J

Carriage ol Materials by urechanical transport inclLrding

loading. Lrnloading and stacking ::Stone,boulders
gravelll,r'naterial

907.58 33 5.3 8 cum 304384. I 8

5 o1

Providing and laving lean cement concrete I :4:8 in Sub-

base over a prepared sLrb-glade rvith coarse and fine
aggreqate confornring to lS: 383, the size of coarse

aggregate not exceeding 25 rnrn, aggregate cernent ratio
not to exceed 1 5: l, aggregate gradation after blending to
be as per table 600-1" cement content not to be less than

150 kgi curl, optimunr nroisture content to be

detelrrined during trial length construction, concrete

stlcrrslli rrot to bc lcss lhan I0l\4pa at 7 da)s, rrrixed in a

batching plant, transported to site. laid with a paver rvith

electronic seusor, compacting rvith 8- l0 tonnes vibratory
roller, frnishing and curing corrplete as per clause 60 I,
ll2 of MoRT&lJ specification including all rnaterial,

labour. rnachinery. lighting, guarding and nraintenance

of diversion. cum 3,070.00 9.2 Providing and lal,ing lean

cenrer.rt concrete I :rl :8

24,1.50 3070.00 cum 75061 5.00

6 21_.1.2

Ploviding and lay'ing in position cement concrete o1'

specified grade excluding the cost of centring and

shuttering - All rvork upto plinth level l:17',:3 (l Cernent

: I % coarse sand : 3 graded stone aggregate 20 nrrn

nominal size).

19.13 591 0.00 cum I r3028.75

I



7 9.5.1

Pi.oviding and lal,ing uu-retnfbrced. dowel .1ointed, plain

cernent concrete rrix With Concrete Mixer & vibrator
pavernent over a prepal'ed sub base with zl3 grade cement

. coarse arrd fine aggregate confbnning to lS: 383.
rnarir-rrunr size of coarse agqregate not erceeding 25

nrn, nrixed as per approved mix design, laid, spread,

compacted and flnished in a continuoLls operatiorr
incir.rLl irrt ;ri'or ision oi- corrtr-actiorr. r:xparrsiorr.

construction and longitudinal joints, -joint filler,
separation rnembrane. sealant prirner. -joint sealant.

clebonding strip, adrnixtures (il required) as approved.
curinu conrpound. finishing to lines and grades cornplete
as pel drarvirig and as per clause 602, 112 ol MoRT&H
specification including all material, labour, rnachinery,
liqlrtinc. cuardilrg and rnaintenance of diversion PCC M-
20

I 4 8.50 5790.00 cum 85981 5.00

8 8.3

Providirig and appll,ing tack coat on the prepared surlace
rvith bitunren emulsion as per IS: 8887 and approved
quality @ 0.2 hg/sqnr with the help of spra)'set fltted on

bitunren Container (boilef after cleaning the surface
rr illr br.oorirs or. :oli blLrslies and finalll, ciusting rvith old
gLrnnl, bags and cot'npressed air to receive bitumit.tot"ts

treatment cornplete as per clause 502 ol MoRT&H
specification including all rnaterial. labour'. nrachinerl,.

lighting. guarding and mainterrance of diversion.

r 890.00 12.00 sqm 22680.00

9 8.8.5

Providing and laving 50-75 nrnt conrpacted thick design

nrix (approved by Engineer) Dense Bituminous
Macadam on prepared surface rvith specified graded

crushed asgregates as per Table 500-9, 500-10 with
bituuren binder set (including Cost of anti-stripping
cornpound Minirnum l% in Linre/Cement as per design

rvherever required) for base/ binder course including
loading of material with F.E. loader, heating and mixing
ol- storrtr llr.,.qr-cgate. ljller and bitrrrren in contpulerised

hot nrir plant. transporting the rrixed material b1, tippers

to paver and laying rvith paver finisher fitted with
electronic sensor control as per clause 50.1.3.5 to the

recluired level and grade, compacting by porver rollers
and vibratorl, rollers or 150 to 250 l(N pneurnatic tyred
roller n,ith TP = 0.7 Mpa to achieve the desired density
(approrirnatelv 2.1 tonne/cunr) cornplete as per clause

507 of MoRT&H specification but exclLrding

primer/tacli coat, including all lraterial, labour,

lnachiner). Iighting. guarding and rraintenance of
diversionGrade-ll r,vith Biturnen VG-grade 30 @ 4.25 %,

lime frller @2oh (percent by weight of total mix)

217.35 1265.00 tonne 709647.75

.-Art



10 8.10.4

Providing and laying 30-.1-5 mm cornpacted thickness
Bituurinor-rs Conclete as per design rnix (approved by
E,ngineer) on prepared surt-ace rvith specified grade stone

ag!ryegate as per Table - 500-i 8 with bitumen f'or

wearing colrrse inclLrding loading of aggregate r,vith F.E.

lozrder. arrci irot rnixing ol stone aggregate and bitumen
(inclucling Cost of anti-stripping conrpound Minimunt
l%, in Lirle,lCenrer.)t as per design whelever requirecl) in

cornputerised hot mix plant. transpofting the rnixed
luraterial by' tippers to paver and laying with paver

lrnisher fitted with electronic sensing device (as per

clause 504-3.5) to the required level and grade and
,.'onrplri:tin:f h-r porrer-r'ollels arrtj vibrator'1 r'ollers or 150

to 250 I(N pneunratic t;-red roller r.vith TP: 0.7 Mpa" to
achieve the desired density cornplete as per clause 509

of MoRT&H specification inclLrding all material, labour,
ruracirinerv" lighting. guarding and maintenance of
diversion but exclLrding prirner/tack coat.Grade-lI with
Bitunren Vc-grade 30 @ 6% (percent by rveight of total
rrr ir)

t52.15 ,1360.00 tonne 663352.20

L1 9.11

Providing and fixing of 60rnm thicl< precast cernent

concrete interlockirrg paver bloclt casted with lubber
nroulds in approved ref'lective colour and clesign having
rninimurn cornpressive strength of 300 kg,' sq crr. The

CC paving blocks be taid on average 5Ornnr thick bed of
coarse sand and the.loint is to be filled with fine sarrd.

L.a1 rrrg ploccdure on conlpacted sub-base tis deflned.

Corrplete.job is to be erecuted as per the instruction of
Engineer in-charge. The rates to be inclusive of all lead

& Lifts etc. complete as per specifications.

r500.00 795.00 sqm 1 I 92500.00

L2 17.80.1

SLrpplying & fixing 560mm dia openirrg SFRC manhole
fr-arne & cover as per IS : 12592-2002 in existins
rrranholes including grouting the fiame in PCC M-15
cornplete in all respect as dilected by the tJngineer. HD-
20

r0.00 2675.00 each 26150.00

Total 4987997.L3

t

\Mrr"^' )/-'
EXECUTIVE ENGINEER
MALVIYA NAGARZONE

NAGAR NIGAM GREATER JAIPUR

I/We hereby accepted rates

7o above/belo\y as per G-Schedule

Signature ol'the contraclor rvith tull postel address


