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OFFICE OF THE EXECUTIVE ENGINEER DIV-SANGANER
NAGAR NIGAM JAIPUR
NOTICE INVITING BID FOR WORK
NIB No. from 250/2025-26

E-Bid are hereby invited for the works of as per enclosed list from enlisted contractors of the appropriate class Contractors enlisted with the CPWD, Postal,
Telecom, Railway, MES, Other State Governments/Central Government Undertakings/ Organization equivalent to Appropriate class are also eligible after giving
prescribed Bid security to Bid for works as under:-

(1) Contractors equivalent to 'AA’ Works of which cost
Class of Rajasthan Exceeds Rs. 3.00 crores

(1) Contractors equivalent to 'A’ Works of which cost
Class of Rajasthan Exceeds Rs. of 1.5 crore but not

Exceed Rs. 3.00 crores.

(111) Contractors equivalent to 'B' Works of which cost
Class of Rajasthan Upto Rs.1.5 crores

(iv) Contractors equivalent to 'C' Works of which cost
Class of Rajasthan upto Rs. 50.00 Lacs

(v) Contractors equivalent to 'D' Works of which cost
Class of Rajasthan upto Rs. 15.00 Lacs

Contract document consisting of the detailed plans, complete specifications, the schedule of the quantities of the various classes of work to be done and the set of
conditions of contract to be complied with by the persons whose Bid may be accepted, which will also be found printed in the form of Bids can be seen at the office
of the Executive engineer Sanganer every day except on Saturday, Sundays and public holidays, during office hours or it can be seen/ downloaded from web site
http://sppp.raj.nic.in & www.jaipurme.org.com

If the Bids is related to rate contracted only rates will be approved & work order shall be given to the successful bidder according to demand time to time during the
year. Bidder has complete the work according to time schedule mentioned in work order.

Bids which should receive on line by the Executive engineer Sanganer on the date & time as mentioned in and will be opened in his office scheduled in NIT in the
presence of such contractors or their authorized representatives, as are present.

Bids are to be submitted only in electronic format which can be seen & obtained from the web site http:/sppp.raj.nic.in, www.jaipurme.org.com &
http://eproc..raj.gov.in and also can be seen in the office of the Executive engineer Sanganer. The sale of Bid forms will start from as per scheduled program
prescribed in NIT The sale of Bids will be closed on dates as mentioned in NIT. it should be ensured that all the payments regarding the bid, like Tender fee, Earnest
Money Deposit, RISL fee etc. are to be paid only on online to the website www.jaipurme.org.com before submission Date and time and tender will be accept valid
after above receipt scanned copy will be uploaded to the www.eproc..rajasthan.gov.in. Sales Tax clearance & registration certificate is also to be scanned.
Payments will not be accepted in the forms of DD/Cheque or any other format. Bid papers including conditions of contract are to be signed by the Bidder Eligibility
to get Bid forms shall be with reference to the amount mentioned in the NIT.

The work is to be started as per direction of Engineer-in-Charge.

Earnest Money deposit as per NIB is to be Paid only on online at NNJ website www.jaipurme.org.com for :-

S.No. | Name of Work | Estimated Bid Tender | RISL Tender Bid Bid Technical | Period
cost Security/EMD Fees Fees download | Submission | Submission Bid
Start Date | Start date End date Opening
& Time & Time date &
Time
AR W | 21034 | EMD 2% = | Rs. 2000/-
: Lac 420680/~ : 31.01.2026 | 31.01.2026 | 19.02.2026 | 20.02.2026
¥ e A o e 0600PM | 0600PM | 06.00PM | 11.00AM | ¢
# fReg st 16517(]!_ - 15 Saturday Saturday Thursday Friday Matith
iferar be deposit as ?;;@
1 | g A applicable > o
S.
1 = 360/-
@ B | Total
= Rs.
2360/-

The Performance security @ 10% of the gross amount shall be deposited by successful bidder with in fifteen days after issuing of Letter of Acceptance in the form of BC/
BG/ Cash/ FDR etc. The security deposited shall however be adjusted while depositing the Performance Security. However in case of during execution cost of the work
exceeds balance performance security shall be deposited by the bidder in form of BC/ BG/ Cash/ FDR etc

RTPP Rule "75A. Additional Performance Security.- In addition to Performance Security as specified in rule 75, an Additional Performance Security shall also be taken
from the successful bidder in case of unbalanced bid. The Additional Performance Security shall be equal to fifty percent of Unbalanced Bid Amount. The Additional
Performance Security shall be deposited in lump sum by the successful bidder before execution of Agreement. The Additional Performance Security shall be deposited
through e-Grass, Demand Draft, Banker's Cheque, Government Securities or Bank Guarantee. Explanation : For the purpose of this rule,- (i) Unbalanced Bid means
any bid below more than fifteen percent of Estimated Bid Value. (ii) Estimated Bid Value means value of subject matter of procurement mention in bidding documents
by the Procuring Entity. (iii) Unbalanced Bid Amount means positive difference of eighty five percent of Estimated Bid Value minus Bid Amount Quoted by the bidder.

The acceptance of a Bid will rest with the competent authority who does not bind itself to accept the lowest Bid and reserves to itself the Authority to reject any or all of
the Bids received without assigning any reasons.

Bid forms, as issued from the office mentioned above (Para 4) must be returned with all enclosures, to the following office/ offices, on of receifht of Bid.
Value of Bids of Office
Bid for which sanctioning authority is Executive Engineer/ superintending Engineer Divisional Office/Zone office

1
2 Bids for which the sanctioning authority is Additional Chief Engineer/ Chief Engineer Circle Office/Head office
3 Bids for which sanctioning authority is Board/ State Government Additional Chief Engineer/ Chief Engineer Office/Head office
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No refund of Bid fees is claimable for Bids not accepted or forms returned or for Bids not submitted.

The Bids for the works shall remain open for acceptance for the period as given below from the date of opening of financial bid:

1 For Bids to be accepted by Executive Engineer 20 days.
2 For Bids to be accepted by Superintending Engineer 30 days.
3 For Bids to be accepted by Chief Engineer/ Addl. C.E. 40 days

4 For Bids to be accepted by Administrative Dep./ Finance Committee/ Board/Empowered Committee/ Empowered Board 50 days.
etc.

Note - Communication of acceptance of Bid shall be also being within the above limits.

The bidder is required to pay the bid security amount @ 2% of estimated cost of the work in the following case namely.

(a) when he withdraw or modify our bid after opening of bids;

(b) when we do not execute the agreement, if any, after placement of supply/work order within the specified period;

(c) when we fail to commence the supply of the goods or service or execute work as per supply/work order within the time specified;

(d) when we do not deposit the performance security within specified period after the supply/work order is placed; and

(e) if we breach any provision of code of integrity prescribed for bidding specified in the Act and Chapter VI of these rules. In addition to
above, the State Government shall debar us from participating in any procurement process undertaken for a period not exceeding three years in
case where the entire bid security or any part thereof is required to be forfeited by procuring entity.

All Bids, in which any of the prescribed conditions are not fulfilled or which have been vitiated by errors in calculations, totaling or other
discrepancies or which contain over-writing in figures of words or corrections not initialed and dated, will be liable to rejection.

The Bid should be accompanied with Registration, ID, Income Tax, New GST Registration and Sales Tax Clearance Certificate from the
concerned Departmental Authorities, without which the Bids may not be entertained.

The whole work may be split up between two or more contractors or accepted in part and not in entirety if considered expedient.

If the contractor does not submit performance guarantee within 15 days from the date of communication of acceptance of his Bid, his Bid
security shall be liable to be forfeited.

Each and every paper enclosed with bid shall be duly signed by the bidder.

Annexure A, B,C, D & E, are also attached with the bid Firms are suppose to read thoroughly and fill as and where required & Additional
quantity may be procured by placing a repeat order on the rates & conditions of the original order. However, the additional quantity shall not be
more than 50% of the value of work of the original contract.

Rajasthan transparency in Public procurement act 2012 and Rajasthan transparency in procurement rules 2013 With all latest ammendments
will be applicable as and where is clearly mentioned otherwise public works financial and & AR of appendix- xi will be applicable.

Defect laibility period of this work will be 36 months.
For further information of Bidder can see the web site www. sppp.raj.nic.in or otherwise bidder can see at Div office during office hours.

Validity of Bid is 90 days
Contractor has to installed work in progress Sign Board at work site as per direction of site Engineer at his own cost.

Contractor has to submit color photograph of different stage of work i.e. before starting of work, during work in progress & after completion of
work at his own level.

Contractor has to submit Necessary drawing & design of the work before starting of work if desired or asked by Engineer Incharge at his own
cost.
Contractor has to submit necessary PF/ESI Registration certificate.

EXECUTIVE ENGINEER (SANGANER)
[AGAR NIGAM JAIPUR
ADDRESS :

Mobile No. :
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OFFICE OF THE EXECUTIVE ENGINEER (SNZ)

NAGAR NIGAM JAIPUR
NAGAR NIGAM ROAD SANGANER, JAIPUR
NIT NO. 250/ 2025-26

Name of Work :- 9MFR @19 @ o€ <. 51 § Ry s B sl Ry o1 di=adwwer o o)

G-SCHEDULE

$.No

BSR Item | Item Deseription

QrY

1B

Emhwukmummbymechmnum(ﬂynmmmymuﬂmmm
foundation trenches or drains (not exceeding 1.5 m in width or 10 sqm on plan) including
dressing of sides and ramming of bottoms, lift upto 1.5 m, mdudmg taking out the excavated|
soil and depositing and refilling of jhiri with watering & ramming and disposal of surplus
excavated 5oil as directed with in a lead of 50 meter. All kinds of soils

24835

cum

178

4420630

Filling available excavated earth (excluding rock) in trenches, plinth side of foundation etc. in
layers not exceeding 20 cm. in depth, consolidating each deposited layer by ramming and
watering including lead up to 50 meter and with all lift

220.58

14117.12

Providing and laying in position cement concrete including curing, compaction etc. complete in

specified grade excluding the cost of centering and shuttering - All work up to plinth level. M10|
grade Nominal Mix | 3:6 (1 cement : 3 coarse sand : 6 graded stone aggregate 20mm nominal
size).

49.58

cum

3847

19073426

11.26

Random rubble dry stone Kharanja under floor.

w

1.36

30.16

cum

932

28109.12

Diluting and injection Chloropyrifos Emulsifiable concentrate 20% with 1% concentration for]
PRE-CONSTRUCTIONAL Anti termite treatment as per IS 6313 pant 111 as amended from time
1o time and creating a continuous chemical barrier under and around the column pits, wall
trenches, basement excavation, top surface of plinth filling, junction of wall and floor along the
external perimeter of building expansion joints, over the top surface of consclidated earth of]
which aproch is to be laid surrounding of pipes and conduits etc. complete as per specification
(Plinth floor area only shall be measured for payment and excluding the cost of chemical
emulsion) .

207.00

Sqm

47

9729.00

1.34

Supplying chemical emulsion in sealed containers including delivery as specified.
Chlo indane emulsifiable concentrate of 20%

49

5175

243

12575.25

Centering and Shuttering with plywood or steel sheets including strutting, propping bracing
both ways and removal of formwork for foundation , footings, strap beam, raft , bases of
columns efc.

108.04

sqm

157

16962.28

616

Random Rubble stone masonry for with hard stone in foundation and plinth in Cement Sand
mortar above 30 CM thick wall in:Cement Mortar 1:6 { 1-Cement : 6-Sand).

4.3

75.51

2838

214267.38

medin;and laying in position specified grade of cement concrele for RGC structural
elements upto floor five level including curing, compaction, finishing with rendering in cemen
sand mortar 1:3 (1 cement: Scomesand)mdmakimgaoddmejoimmdmofphsﬁni(i;i
required) excluding the cost of centering, shuttering and reinforcement for Beams, suspended
floors, roofs, griders having slopes up to 15%, landings, balconies, shelves, chajjas, lintels, bands,
plain windows sills, staircases and spiral staircases etc. M20 grade Nominal Mix/ Design Mix

10.65

5185

55220.25

4102

Centering & shuttering with plywood or steel sheets including strutting, propping bracing both|
ways with steel props and removal of formwark for upto floor five level for : Suspended floors,
roofs, landings, slaircases, balconies, girders, cantilevers, bands, coping bed plates, anchor
ﬁblodss, sills, chhajjas, lintel, beam, plinth beam etc.

709.45

241213.00

11

4103

Centering & shuttering with plywood or steel sheets including strutting, propping bracing bath|

12

45

ways with steel props and removal of formwork for upto floor five level for :Columns, pillars,

33354

375

125077.50

accelerate/ retard setting of concrete, improve workability without impairing strength and|
durability as per direction of Engineer in charge. All works upto floor V floor M20 grade Design
Mix by using cement as per codal provision.

165,22

1006024.58

46.1

Add extra for providing richer mixes respectively at all floor levels.Providing M-25 grade
concrete by using cement as per codal provision instead of M-20 grade design mix.

4.133

175.87

12135.03

Providing and fabricating reinforcement for R.C.C. work including straightening, cutting,
bending, placing in position and binding (including cost of binding wire) all complete up to
floor five level,

(‘Original producers’ who fa biliet directly from iron ores and roll the bilets to p
steel conforming to 18:1786) Thermo-mechanically Treated bars (Conforming of relevent 1S
code)

24621.80

1895878.60

L




"o

“SNo

BSR Item | ftem Description

QTY

Amount

15

5162

Brick work with mechanised autoclaved flyash lime bricks conforming to 1S: 12894 :2002 of]
class designation 100 in superstructure above plinth level upto floor V level in. Cement mortar
1 : 6 (1 cement : 6 coarse sand)

221,79

unit
cum

iE

1030214.55

5191

Half Brick work with mechanised autoclaved flyash lime bricks conforming to IS: 12894 :2002
of class designation 100 in superstructure above plinth level upto floor V level in. Cement
mortar | : 4 (1 cement : 4 coerse sand)

1232

19021

sqm

111463.06

Plaster on new surface on walls in cement sand mortar 1:6 including racking of joint ete.
complete fine finish :20mm thick.

18

1233

90795

190

172510.50

Plaster on new surface on walls in cement sand mortar 1:6 including racking of joint etc.
fine finish :12mm thick.

19

125

1103.82

160

176611.20

6 mm thick cement plaster to ceiling of mix 1:3 (1cement . 3-fine sand)

476.28

139

6620292

12221

Providing and applying white cement based putty over plastered surface to prepare the surface
even and smooth complete.New Plastered Surface (three or more coats)

1147.54

£l ¢ ¢

9639336

21

12.442

Finishing walls with textured exterior paint of required shade &s per approved colour complete
as per manufacturers specifications including primer coat and protecting coat including
scaffolding and safety provision. Trowel Finish av. thickness 1000 to 1200 microns.

907,95

347

315058.65

portions of W.C., kitchen and the like consisting of :

a) Ist course of applying cement slurry @ 4.4 Kg/sum mixed with water proofing compound
conforming to IS 2645 in recommended proportions including rounding off junction of vertical
and horizontal surface.

b) lind course of 20mm cement plaster 1:3 (| cement: 3 coarse sand) mixed with water. proofing
compound in recommended proportion including rounding off junction of vertical and
horizontal surface

C) lird course of applying blown or residual bitumen applied hot at 1.7 Kg per sqm. of area,
d)IVth course of 400 micron thick PVC sheet (Overlaps at joints of PVIC sheet should be 100
mm wide and pasted to each other with bitumen @ 1.7 Kg/sqm.)

Providing and laying water proofing treatment to vertical and horizontal surfaces of depressed|

66.84

Sqm

513

3428892

1127

Filling of sunk portion of roof with earthen pots of required height including filling voids with
1:36 light concrete, using brick bats complete levelling and dressing the surface by S0mm thick|
cement concrete 1:2:4 as per specification

24

692

2201

1775

39067.73

Stone work (machine cut edges) for Wall cladding/ Veneering work up to 10 m height with 20
to 30 mm thick Pink Sand stone (Bansi Paharpur) and backing filled with a grout of 12mm thick
cement mortar |3 (1 cement : 3 coarse sand) including pointing in white cement mortar 1:2 (1
white cement : 2 stone dust) with an admixture of pigment matching the stone shade : (To be
secured 1o the backing by means of cramps which shall be paid separately) Exposed face
Machitie cut

593424.00

25

6.11

Providing and fixing stainless steel cramps of required size and shape for anchoring stone wall
lining to the backing or securing adjacent stones in stone wall lining in cement mortar 1:2 (1
cement : 2 coarse sand) including making the necessary chases in stone and holes in walls
wherever required.

117.00

£2719.00

Distempering with st quality acrylic washable distemper (ready mixed) of approved
manufacturer and of required shade and colour completeincluding all scaffolding as per
manufacturer's specification.

Two or more coats on new work including prepartion of base with primer, putty, lippy etc
complete in all respect. X

1147.54

43

49344.22

12.19

Making grooves as per design in plaster 10mm to 20mm wide.

7.5.1(iii)

684.00

4788.00

Providing and fixing Grenite stone slab mirror polished and machine edge cut in walls, pillars,
steps, Shelves, Sills Counters, Floors etc. laid on 12mm (Av.) thick base of cement mortar 1:3 (1
cement : 3 coarse sand) jointing with white cement mortar 1:2 (1 white cement : 2 marble dust)
with pigment to match the shade of the marble slab including grinding, rubbing and polishing|
complete. Jhunjhunu / Jalore (Red/Choclate/Black/Pink Colour) Above 3601 Cm2 Slabs

309.45

937014.60

28

7.5.1 (i)

Providing and fixing Granite stone slab mimor polished and machine edge cut in walls, pillars,
steps, Shelves, Sills Counters, Floors etc. laid on 12mm (Av.) thick base of cement mortar 1:3 (1
cement : 3 coarse sand) jointing with white cement mortar 1:2 (1white cement : 2 marble dust)
with pigment to match the shade of the marble slab including grinding, rubbing and polishing
lcomplete. Jhunjhunu / Jalore (Red/Choclate/Black/Pink Colour) 1501 Cm2 to 3600 Cm2 Tiles

2818

218000.48

76.2(1)

Extra for providing edge moulding to 15-18mm thick marble/ Granite/Kota stone counters,
'Vanities ete. including machine polishing to edge to pive high gloss finish etc. complete as per|

design approved by Engineer-in-Charge. Granite/Kota Stone Work. Full Edge moulding

200.00

29200.00

7.13

Providing and fixing 1st quality MAT finished ceremic tile size 300x300mm confirming 10 IS ;
13755 and IS : 15622 colour such as while, grey, ivory, fume red brown, light green, light blue|
and other light shades in floors, steps, pillars etc. laid on a bed of neat cement slurry finished

wlthnushpotuungtnmmmmmmmmmwmwcﬂmwl

complete (including the cost of cement mortar bed 1:4).

4892

748

36392.16




S.No

BSR Item

liem Description 04

1.2

Amount

Providing and fixing 1st quality standard white, grey, ivory, fume red brown, light green, light| 432.56
blue and other light shades glazed tiles confirming to IS : 13753 & IS :15622 of size 200mm x
300mm in walls, floors, steps, pillars etc. laid on a bed of neat cement slurry finished with flush
pointing in the white cement mixed with pigment to match the shade of the tile complete
(excluding the cost of cement plaster on walls and pillar).

Sqm

674

29154544

2

7.14

Extra for using Marble printed / Granite shade or dark shade tiles instead of white,| 432.56

grey, ivory, fume red brown, light green, light blue and other light shades in glazed
tiles and MAT finished tiles.

674

29154.54

33

7.15

Extra for using size above 200x300mm in glazed tiles and for using 400mm x 400mm MAT| 432.56
finished tiles in place of 300mm x 300mm size.

674

29154.54

11.163

Providing & laying Chequered terrazzo tiles of approved make 22mm thick with marble chips 1125
size upto 6mm, in floors, jointed with neat cement slurry mixed wit pigment to match the shade!

of tiles including rubbing and polishing complete in all respect as per specification, on 28mm

thick bed of C.M. 1:4 :Dark shade using ordinary cement.

618

6952.50

35

10,171

Grading roof for water proofing treatment with wwx;mfﬁngmpom Cement concretel 14.67
1:2:4 (1 cement : 2 coarse sand : 4 praded stone aggregate 20 mm nominal size)

4483

65765.61

38

Providing & fixing precast cement concrete coping | : 2 : 4 mix 50mm thick complete| 21.01
as per specification :

367

7710.67

37

112

Crazy marble stone flooring 20mm thick marble stone with black or of specified colour topping| J 120.00
including filling the gaps with cement marble chips mix in proportion of 4 : 7 (4cement :

white black or white or black marble chips) size from Imm to 4mm by volume and under layer,
of 25mm thick cement concrete [1:2:4, graded stone aggregate 12.5mm nominal size] rubbing
and polishing and cement slurry etc. complete : In ordinary cement.

7.10

69480.00

Extra in marble/other flooring work for upto 50 mm wide strip of Green/White/ Jaisalmer stone| 390.00
in flooring work as per direction of Engineer in Charge

10.22

g

52

20280.00

Providing gola 75x75 mm in cement concrete 1:2:4 (I cement : 2 coarse sand : 4 stone| 70.02
aggregale 10mm and down gauge) including finishing with cement morar 1.3 (1 m:a}
fine sand) as per standard desq

1645

g

111

72

Providing and ﬂxingofuPVC%llding Windows: Frame made from the Extruded uPVC Window| 68.85
Profile section ofsize 106w850h mm having outer wall thickness of 2.5mm(+/- 0.2mm) and 3
box multi chamber construction, white in finish, duly reinforced with 1.2 mm thick GI section.
Frame shall have three track configuration, two for sliding of window shutter and one for
mosquito mesh shutter. Vertical member of frame which bears the sliding shutter load shall have
aluminium rail/track for smooth sliding of shutter rollers. All the four comers shall be mitered
cut & thermal welded so as to form window frame. Frame shall be milled with drain and air
equalizer hole in order to be water nght and for drainage of accumulated water, if any, to outer
side. Shutter: The shutter of sliding window
shall be made of 39w869h mm Extruded 3 box multi-chamber uPVC window profile section of|
white colour having owter wall thickness of 2.5 mm(+/-0.2 mm) provided with reinforcement of]
1.5 mm thick GI section duly mitered cut & thermal welded at all comers and fitted with uPVC
glazing bead of size 22820mm with inner and outer co-extruded EPDM/TPE-E weather seal
gaskets alongwith 6mm thick 1SI make plain float glass. Mesh shutter shall be made of 39w869h
mm Extruded 3 box multi-chamberuPVC window profile section of white colour having

wall thickness of 2. 5mm(+/-0.2mm)provided with reinforcement of 1,5mm thick G1 section duly]
mitered cut& thermal welded at all comers and fitted with nylon/polymer mesh and rollers/pully

581300.55

41

1642

Providing and fixing of uPVC cosement fixed windows or ventilators manufactured in ISO| 6.66
9001:2000 & 14001: 2004 certified campany. Frame Made from the extruded uPVC Window|
Profile Section of size 60x 60mm having outer wall thickness of 2.25mm (+/-0.2mm) and 3 box
multi chamber constrution white in finish, duly reinforced with 1.2mm thick G/J/U/O TYPL GI
section all the four comers shall be milled with drain and air equalizer hole in order to be water
light and for drainage of accumulated water, if any to outer side. Fix mullion made of 76 x60
mm uPVC Profile Section with steel reinforcment shall be provided in windows as per the
requirement. Frame shall have 'O’ type EPDM gasket fitted in built froove of frame profile for|
peoper air & sound insulation of the shutier Glazing bead of size 34 x 20 mm with K' & 'O type,
inner and other EPDM weather seal gaskets alongwith Smm thick ISI make plain floot glass all
welding joints of frame and shutter shall be cleaned and milled with the CNC mechanism to
provide uniform grooved finish on all visible joints. Hardware : Installation at site : Complete|
window is to be installed on site with 10 x 100 mm fastners with white cap in exsting pre-|
finished wall cut out cemented to glass level phone at all height & widht and silcon glue is
applied to fill up the crevices between wall and window frame. Complete in all respect as per|
the drawing and specification and direction of engineer in charge.

5128

3415248

16.8

Providing and fixing 100mm brass locks (best make of approved quality) for aluminium doors|  28.00
including necessary cutting and making good ete. complete. I

328

9184.00




Item Description

43

Providing Factory Made 100% Solid WPC (Wood polymer Composite) Board of 18mm
thicknesss of required size comprising of virign PVC resin of K Value 58-60 ( Suspemsion
Grade), Calcium Corbonate and natural Fibers ( Wood Powders/ rice husk/ wheat husk) and
Non toxic additives , made from Extrusion process WPC foam shest Single Extruded ( Inner)|
with density not less than 550 kg/cbm manufactured by an 1SO 9001 - 2015 Certified
Company, having good screw holding capacity ( Screw Withrawal strength of 1800 N ( Face) &
900 N { Edge), Minimum Compissive Stength of 58 N/mm2, Modulus of elasticity 900N/mm2
and resistance of spread of flam of Class A caegory Mh‘Pmpeﬂyofbein;Tmha'B«;I
Free.Water/ Moisture Proof and Fire Retardant and fixinng stainless Steel butt hinges
required size with necessary full body threaded star headed counter sunk SS Screws. All as per
direction of Engineer -In-Charge, Material test certificate and authentication should be
compulsory provided by the manufacturing company : For KITCHEN CABINET &
CUPBOARDS..

Sqm

B

34831.50

16.65

Providing & fixing factory made 100% Solid WPC (Wood Polymer Composite) Door Frame|
90mm x 45 mm ( Moulded ) Single Rebated,, made from Wood Polymer Composite (Single|
Extruded Process) material comparising of virign PVC polymer of K Value 58-60 ( Suspemsion
Grade), Calcium Corbonate and Natural Fibers ( Wood Powder/ Rice Husk/ Wheat Husk) and
Nor toxic additives fabricated with meter Joints after applying PVC solvent Cement & screwed
with full body treaded star headed srews having minimum frame density of 780 kg/ cbm &
manufactured by an 1SO 9001 - 2015 Certified Company, having good screw holding capacity (
Serew Withrawal strength of 2200 N ( Face) & 1100 N ( Edge),

76.35

g

550

41992.50

43

15.25.2

Providing and fixing in CM 1 : 4 double paitam (rebated) stone door window and ventilator
frames of approved quarry:Size 125 x 100mm

81331

94.38

315

29729.70

Providing and fixing external grade board solid core single leaf flush door shutsers ISI 2200.-61"
marked using Phenol formal dehyderesin in glue both sides with approved steel fittings
complete as per annexure 'A' 35 mm thick . C inl Veneer both side

2633

1991

5242303

47

817

Extra for cutting rebate in flush door shutters for making double leaf shutter(Total area of the

48

814

|shutter to be measured).

5.85

520.65

Extra for providing external lipping with 2nd class teak wood battens 6 mm minimum depth on
all of shutters (over all area of door shutter to be measured) Over item no, 8.13.

49

815

5.85

141

82485

Extra for providing vision panel not exceeding 0.1 Sqm in all type of flush doors (cost of glass
excluded) (overall area of door shutter to be measured) :

1362

12.00

128

1536.00

Renewing glass panes with wooden fillets wherever necessary :
Smm thick plain glass panes.

6.75

912

€156.00

51

8352

Providing & Fixing mica of approved make for inner/outer side of shutters with fevicol & nails|
complete as per approved by engineer in charge.0.8mm thick mica

10.23

52,66

E| 8| §| E| 5| §| £ ¢

762

40126.92

Making khurras 450 x 450mm with average minimum thickness 50mm cement concrete | : 2:4
over P.V.C, Sheet | Mtr. x | Mtr. x 40micron finished with 12mm cement plaster | : 3 and one
coat of neat cement, rounding edges and making and finishing the out let complete.

53

12.20

10.00

Making of drip course (Tapka) in cement sand mortar 1:6 width upto 40 mm and 10 mm thick
as per approved design

156,00

11

1716.00

6.17.2

Supplying and fixing in walls machine cut and polished stone shelves, tands and in CM 1:3
with machine cut edges : Sand or other approved stone 50mm thick.

55

7.8

19.68

673

13244.64

Exira for providing opening of required size & shape for wash basins/ kitchen sink in l:imhmr
platform, vanity counters and similar location in marble/Granite/stone work including necessary|
holes for pillar taps etc. including rubbing and polishing of cut edges etc. complete

10.00

£l £ £

256

2560.00

56

98

Providing and fixing steel gate, grating , and grills made of angles, tees, square bars, flats,or|
black pipe with holdfast and fittings complete as per design and drawing including cutting|
welding and fabrication with priming coat of red oxide

57

. 917

48000.00

Providing and fixing M.S. sheet Imm thick single leaf door shutter in angle iron frame
35x35x5mm suitabilly diagonally braced with 25x3mm flat iron above and below lock rail of]
size 50xSmm beading extra including all fitings, as per direction of Engg. incharge but|
excluding cost of chowkhats: including two coats of anit-corrosive red oxide primer paint.

58

12.46.1

2869

53904

Painting with synthetic enamel paint of approved brand and manufacture to give en even shade
: Two or more coats on new work

59

8.34

5

13800.00

Providing & Fixing of ward robe shutters made out of 19mm thick BWP block board ISI of]
superior quality make with following details - Front side finishing with Tmm thick superior|
quality mica approved make and 0,8mm thick approved shade mica in the inner side. Covering|
with teak wood beading 25x12mm all the sides of shutter & 35x12mm on outer frame for|
making good the wall joint including heavy brass $.5. fittings (Handle 200mm 2 Nos., Tower|
Bolt 150mm 2 Nos., Brass Lock 1 Nos., Magnetic Catcher 2 Nos., Brass Hinges 75x40x2.5 mm
6 Nos., §S Hanger Rod 20mm dig) complete as per drawing and design approved by Engineer|
in Charpe.

11.52

£

5M

64177.92




SMNo | BSR liem Item Description qQryY unit Rate Amount
60 16.56 (a) |Providing and fixing stainless stcel riling made of Hollow tubes, channels, plates etc,| 186.00 Kg 503 93558.00
including welding, grinding, buffing, polishing and making curvature (wherever required) and
|fiting the same with necessary stainless steel nuts and bolts complete, i/c fixing the railing with
necessary accessories & stainless steel dash fasteners , stainless steel bolts etc., of required size,
on the top of the floor or the side of waist siab with suitable arrangement as per approval of]
Engineer-in-charge, (for payment purpose only weight of stainless steel members shall be
|considered excluding fixing accessories such as nuts, bolts, fasteners ete.). Grade 304
Sanitary Work
61 12 1P & F Indian type white glazed vitreous china 1¥ quality W.C. orissa pan (IS 2556 Mark) with
100 mm vitreous china P or § trap including cutting and making good the wall and floor:
122 |Size 580x440mm. 3 Each 3080 | 9240.00
. 62 L4 P & F European type white glazed vitreous china st quality Double syphonic W.C (IS :2556 5 Each 5198 25990.00
Mark) with P or S trap including cutting and making good the wall and floor
63 1.7 |P & F water closet Seat Covers with brass hinges complete :
1.7.1__|Solid PVC (IS 2548 marked) grade-I Black for EWC. 2 Each 402 804.00
64 1.8 P & F C.P. lugs for toilet seat cover. 2 Pair 79 158.00
65 120 |P &F Low level Flushing Cistern of 10 litrés capacity (IS : 2556 mark) of approved make with
complete fittings C.1. brackets duly painted, brass ball cock with ball (IS: 1703 mark) complete
including cutting and making good the wall:
1.20.2 |PVC with PVC bend as per IS : 7231. 8 Each 1291 10328.00
66 1.36  |P & F WVC Wash basin (lst quality [5:2556 Mark) of approved make with C.I. brackets duly
painted | No. 15 mm C.P. Pillar cock (15:8934 Mark) & 32 mm C.P. brass waste coupling of
approved make, P.V.C Waste pipe with PVC nut 32 mm complete including cutting & making
the wall :
1.36.3 |Size 550 mm x 400 mm_ Each | 2598 7194.00
1.36.8 |Size 550 mm x 400 mm dia for counter top Each 2994 £982.00
67 138  |P&F Kitchen & Lab, Sink of approved make with C.1. brackets duly painted, 40 mm C.P, waste
coupling, C.P. Brass chain with rubber plug, 40 mm G.I. waste pipe up-io floor level complete
including cutting and making good the wall & floor ;
1383 |WVC Lab sink (1S:2556 mark) size 530 x 430 x 180 mm 1 Each | 27540 | 2754.00
1.38.9 |1.0 mm thick stainless steel AISI -304 & IS 13983-1994 kitchen sink of approved make as per
Engineer-in-charge with large waste coupling
Overall size i
(inches) (inches) o
1.3894 [37x18x7 17x15x7 (with drain board) 1 Each 5576.0 5576.00
68 141 [P &F Bottle Trap of approved make :
1.41.1 |CPBrass 32 mm 6 Each 584 3504.00
69 144  |P &F Bevelled edge Mimor/mirror with teak wood lipping around of special glass of approved
make as per direction of Engineer-in-charge complete with 6mm thick commercial ply base
fixed to wooden screws & washers.
1.44.1 |Size 600 x 450mm x 4 mm thick 5 Each 575 2875.00
70 148  |P & F Grating of approved quality/make:
1.48.2 |Stainless Steel Sheet size 125mm dia. Heavy Quality of approved make 6 Each 97.0 582.00
71 151 |P&F Toilet Paper Holder with rod of approved quality/make:
1.51.2 |C.P. brass heavy & Sm'orgnnli!y. 2 Each 602 1204.00
72 1.52 [P & F Soap Dish or Tray of approved guality/make
1.52.2 |C.P, brass heavy and superior quality. 3 Each 156 468.00
73 165 |P &F C.P. Health Faucet with 1Mtr. Long Tube & Hook of approved make and heavy as per 5 Each 605 3025.00
direction of Enginner-i
74 212 |P & F Inlet Connection {Angle Valves) Superior quality, of approved make, for Wash basin,
Gyser elc.
2121 _|C.P. Inlet connection 15mm.Brass (IS : 8931 marked) 10 Each | 501 5010.00
75 2133 [P &F 15 mm. Dia Connection Pipe of approved quality/make :PVC pipe with C.P. Brass nuts 10 Each 101 1010.00
upto length, 300mm (-do-) 450mm.
76 27 |P&F BibCock (IS : 931 Mark), Superior quality of approved make:
273 |C.P. Brass bib cock, | 5mm nominal bore. 12.00 Each 590.00 7080.00
2.74 _ |(-do-) Long body, | Smm nominal bore weight not less than 650 gm 1.00 Each 783.00 783.00
2.7.6__|(-do-) Elbow-action, | Smm nominal bore. 100 | Each | 953.00 953.00
77 264 |C.P. Pillar cock, Swan-neck with casted spout. 15mm nominal bore. 1.00 Each 1246.00 1246.00
78 233  |Providing and fixing Superior quality CP Brass fittings of approved make as per direction of
2339 |Concealed stop cock 15 mm nominal size 3 Each 1162 3486.00
2.33.13 |Wall mixer 3 in | system with provision of tetephonic bath shower with bend pipe 4 Each 3743 1497200
79 147 |P & F Towel Rail or Ring of approved quality/make:
1.47.1 _|C.P. brass Towel Rail elbow type with concealed screws size 600 mm (Heavy duty), 4.00 Each_ 46800 1872.00
1478 |CP. Brass Towel Ring revolvi T el 2.00 Each 254.00 508.00
80 237  |Providing and fixing Chlorinated Polyvinyl Chloride (CPVC) pipes (IS 15778 : 2007 code)
having thermal stability for hot & cold water supply including all CPVC plain & brass threaded
fittings V/c fixing the pipe with clamps at | metre spacing. This includes jointing of pipes &
fittings with one step CPVC solvent cement and testing of joints compiete as per direction of
Engineor in Charge. (Internal work Exposed on wall)




SNo | BSR ltem Item Description QrY unit Rate Amount
2373 |25 mm nominal size 20 Mir. 282.00 5640.00 |
2.37.4 _|32mm nominal size 20 Mitr, 369.00 7380.00
2.37.5 |40 mm nominal size e 15 Mir. 519.00 7785.00
81 238  |Providing and fixing Chlorinated Polyvinyl Chloride (CPVC) pipes (IS 15778 : 2007 code)
having thermal stability for hot & cold water supply including all CPVC plain & brass threaded
fittings i/c fixing the pipe with clamps at |00 m spacing. This includes jointing of pipes &
fittings with one step CPVC solvent cement and the cost of cutting chases and making good the
same including testing of joints complete as per direction of Engineer in Charge. (Concealed
work including cutting chases and making good the walls etc.,)
2382 |20mm nominal size 50 Mitr. 289.00 14450.00
2.38.3 |25 mm nominal size 50 Mir. 376.00 18800.00
82 239  |Providing and fixing Chlorinated Polyvinyl Chloride (CPVC) pipes (IS 15778 : 2007 code)
having thermal stability for hot & cold water supply including all CPVC plain & brass threaded
fittings, this included jointing of pipes & fittings with one step CPVC solvent cement ,
trenching refilling & testing of joints complete as per direction of Engineer in Charge. (External
work).
2.39.4 |32 mm dia nominal bore. 30 - Mir. 343 17150.00
(3 22 |P&F G.l. Pipes (External Work) with G.1. fittings excluding union (IS : 1239 Mark) including
trenching & refilling earth etc.
227 [65mm dia nominal bore (B class) 10 Mtr. 622 6220.00
84 23 |Making connection of G.1. distribution branch with G.1. main including all fitting
232 |Beyond 25mm & upto 100mm dia 4 Each 389 1556.00
835 215 |P&F Full-way Valve (1S:778 Mark) or whee| valve of approved make :
2.15.3 |{-do-) 25mm nominal bore. 5 Each 529.00 2645.00
2155 |(-do-) 40mm nominal bore. 2 Each 1074.00 2148.00
86 3.44  |Providingand Fixing Unplasticized Poly Vinyl Chloride (UPVC) SWR Pipes Type B for sciland
waste di tem (18:13502 : 1992 of ved quality /make
344.1 |75 mmdia 100.00 Mitr 167 16700.00
3.442 110 mm dia 100.0 Mir 336 33600.00
87 345 IPmidin; and Fixing Unplasticized Poly Vinyl Chloride (UPVC) SWR Pipes fittings type B for
sciland waste discharge system (1S:13592 : 1992 Marked) of 2pproved guality /make
345.1_[Coupler
(i} |75mm dia 10 Each 72.00 720.00
i 110mm dia 10 Each 108.00 1080.00
3454 |Bend 87.5Dg
(i) T5mm dia 10 Each 94.00 940.00
__(ii) | 10mm dia 10 Each 155.00 1550.00
3455 |Bend45Dg
(i) 75mm dia 10 Each 78.00 780.00
{if) 110mm dia 10 Each 132.00 1320.00
345.6 - {Door Bend 87.5 Dg.
() [75mmdia 10 Each | 12400 | 1240.00
(i) |110mm dia 10 Each 193.00 1930.00
3457 |Single'Y"
() |?5mm dia 10 Each 144.00 1440.00
(i) {110mm dia 10 Each 278.00 2780.00
34516 |Single Tee
(i) |75mm dia 10 Each 120.00 1200.00
(i) 110mm dia 10 Each 210.00 2100.00
3.45.11 |Socket Plug
(i) {75mm dia 10 Each 62,00 620.00
(i) _|110mm dia 10 Each 76.00 760.00
34512 |Pipe Clip
()__|75mm dia 10 Each | 1800 180.00
(ii) 110mm dia 10 Each 31.00 310.00
345.17 Tee with Door o
() |75mm dia 10 Each 136.00 1360.00
(i) |110mm dia 10 Each 242.00 2420.00
34525 |Nahni Trap with Jali 4"
110mm dia 10 Each 171.00 1710.00
34530 [Vent Cowel
1 10mm dia 10 Each 59.00 590.00
88 316 |P&F rigid PVC Pipe (IS:4985 mark) class I/ (4 Kg. /Cm’.) approved quality /meke including
joining the pipe with solvent cement rubber ring and lubricant.
3.163 [110 mm dia 100 Meter 282.00 28200.00
89 38  |Providing, Laying & Jointing R.C.C. class NP-2 Non-Pressure pipes (IS : 458mark) of approved
make with collars, jointed with C.M. 1:2 or having Spigot and socket ends with flexible rubber -
rings joint including testing of joints etc. complete :
3.8.2  |150mm dia Internal 10 Mir. 600.00 6000.00
383 [200mm dia 10 Mir. 674.00 6740.00
90 3164 |P&F rigid PVC Pipe (1S:4985 mark) class 1/ (4 Kg. /Cm_2.) approved quality /make including 50 Mir. 46300 | 23150.00

ijoining the pipe with solvent cement rubber ring end lubricant. 160 mm dia






