G-schedule

OFFICE OF THE EXECUTIVE ENGINEER
NAGAR NIGAM, JAIPUR GREATER
(Pt. Deendayal Upadhayay Bhawan, Lal Khoti, Tonk Road, Jaipur-15)

(LIGHT)

NameofWork:-WW@##WﬁTﬂEWWWmaﬂmTﬂfzozs—zs

ach

BSR Item 2023

S.No.

BSR Code
" No.

Item

Unit

Qty.

Rate

Amount

60.3

Providing & Laying P.V.C. / XLPE insulated & P.V.C. sheathed Un-armoured Copper
cable confirming to 1S:1554 P-1 /15 :7098 p - I'of 1.1 KV with electrolytic grade
Copper made of copper rods confirming to IS 613-1964, of purity >99.7 %, Inner /
outer sheath confirming to 15:5831 in existing RCC / Hume / Stoneware / PVC pipe/
open duct/cable trench / Cable tray (with cable tie) including testing etc. as required
of following size. OEM must have it's own in house NABL accrediated Laboratory for
testing procedure as per 1S:10810 For additional technical parameters of product /
work refer Annexure 'A' attached with this BSR

60.3.1.1

2x1.5sq.mm

mtr.

1560

90.00

140400.00

67.12

Providing & Fixing of iK08, IP 66 protected LED Street Light

Luminaire on existing bracket/pole. Fixture made of powder coated single piece
pressure die cast aluminum material with heat dissipation fins on housing with Uv
stabilized PC (UV stablization report submitted for UV cover ) /Toughened Glass
cover and secondary lens on each LED & should be SMD type of 3t0 5 watteach .
The System efficacy >=125 Im/ wt and potted driver & has a unique BIS R number
with Input Voitage AC 120 to 270 V AC with High voltage Cutoff @>=300V AC and
Auto resetting Safety , Power Factor >0.95 driver Efficiency >85% ,THD(1) <10%
Humidity 10% to 90% RH Working Temp -5C to 45C . driver current <750mA. The
luminaire shall be BIS certified and Trade mark certified. Life Expectancy Equal or
more than 50000 burning hrs with Minimum 70% lumen maintened, CRI>70 and
CCT 5700K +355K. Surge protection shall be min 2 4 KV internal and min 10 KV
external inside driver compartment. driver should be Phase to phase protection of
440V for 4 Hrs. Manufactures Word Mark/Name Engraved/Embossing on die cast
housing to allow traceability/authenticity. Fixture shall be AS PER IS 10322
Complianced.OEM Must have its own in house NABL lab setup for all testing facilities
for LED fixtures. (LM79/LM80) Certificate/ report with liable warranty of
product/accessories from OEM shall be submitted; All as per pre approved by
Engineer in-charge. For additional technical Parameters of products/ work , refer
Annexure "A" attached with this BSR . i

67.12.2

LED Street Light fixture with Minimum lumen output 3700 Imy ;"

Each

416

3454.00

1436864.00

67.12.5

LED Street Light fixture with Minimum lumen output 8700 Im

Each

104

5993.00

623272.00

67.18

Providing & Fixing of Street light bracket made out from following size of ' B’ class ;
Medium class G.1. Pipe confirming to S : 1239 p - 1 (2004 ) with heavy duty pole
clamp, Saddles suitable fastners etc, as required. All as per pre appraved by Engineer
in-charge. For additional technical parameters of products/ work, refer Annexure
"A" attached with this BSR , : S

67.18.2

#

25mmDia. .

mtr,

416

554,00

230464.00

67.183

32 mm Dia.:

mtr.

104

761.00

79144.00







