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OFFICE OF THE EXECUTIVE ENGINEER (JHOTWARA ZONE)
NAGAR NIGAM GREATER, JATIPUR

[AME OF WORK :- Road construction work in Rajni Vihar, Ganesh Nagar, Jagdamba Nagar and
urrounding areas in Ward No. 60.

G-schedule

Based on RUIDP SOR 2023

5. No

Particulars

Qty

. Rate Unit

Amount in Rs.

Topographic Survey by taking longitudinal sections at every 10m interval,
cross sections at every 5Sm interval on either side of center line of Road
including supply of detailed drawings in appropriate scale & size in soft copy
& Hard copy complete all respect as per direction of Engineer and detailed
alignment plans with covering all features in a width Upto 10 mitrs.

0.60

7767.00

km

4660.20

Dismantling of flexible pavements and disposal of dismantled materials
up to a lead of 50 metres as directed by Engineer

60.80

445.00 |[Cum

27056.00

Bituminous courses.
Granular courses

105.00

310.00 | Cum

32550.00

Carriage of Materials by mechanical transport including loading,
unloading and stacking ::Stone, boulders, gravelly material Lead 5 KM

165.80

239.78 | Cum

39155.52

319500.00

Providing, laying, spreading (with paver finisher only) and compacting
wet mix macadam (WMM) base course comprising of graded stone
aggregate and granular material conforming to MORT&H specifications
(Table 400-II) in layers of equal compacted thickness each consolidated,
including pre-mixing the material with water at OMC in mechanical
mixer (Pug Mill), carriage of mixed material by tippers to site, laying in
uniform layers in base course on a well prepared sub-base/ base course
and compacting with power vibratory-roller to achieve the desired
density complete as per MoRT&H specification clause -406 including
all material, labour, machinery, lighting, guarding and maintenance of]

diversion.

180.00

1775.00

Cum

W

Providing and applying primer coat over prepared surface of granular
base with bitumen emulsion as per IS : 8887 and approved quality @ 0.6
kg/sqm with the help of spray set fitted on bitumen Container (boiler)
after cleaning the surface including removing of binding material and
other foreign matter with wire brushes and small picks, sweeping with
brooms or soft brushes and finally dusting with old gunny bags and
compressed air to receive bituminous treatment complete as per clause
502 of MoRT&H specification including all material, labour, machinery,
lighting, guarding and maintenance of diversion.

1800.00

33.70

Sqm. |’

60660.00

Providing and applying tack coat on the prepared surface with bitumen
emulsion as per IS: 8887 and approved quality @ 0.2 kg/sqm with the
help of spray set fitted on bitumen Container (boiler) after cleaning the
surface with brooms or soft brushes and finally dusting with old gunny
bags and compressed air to receive bituminous treatment complete as
per clause 502 of MoRT&H specification including all material, labour,

machinery, lighting, guarding and maintenance of diversion.

1800.00

12.00

Sgm

21600.00




/7~ [Providing i
7 g and laying 50-75
g £ 90-75 mm compacted thick i ix
by Engincer) Dense Bituaince: Mp ; ck design mix (approved| 198.00
specified sraded o acadam on prepared surface with
graded crushed aggregates as per
bitumen binder snt Pty as per Tnbﬁle 500- 9, 500-10 with
il 907 T T3 ing Cost of anti stripping compound
U 7 In Lime/Cement as per desj i
base/ binder course including 1 dl') ?Slgn i o
. oading of material with F.E
heating and mixin ] o
o xing of stone aggregate, fille i i
_ : ag . r and bitumen in
tcoompl:tense:li hOt‘le Rlnm. transporting the mixed material by tippers
pmler and laying with paver finisher fitted with electronic sensor
lc)ontro as per clause 594.3.5 to the required level and grade, compacting
) powe.r rollers and vibratory rollers or 150 to 250 KN pneumatic tyred
;oller with TP = 0.7 Mpa to achieve the desired density (approximately
2.3 tonne/cum) complete as per clause 507 of MoRT&H specification
but ‘excludlng primer/tack coat, including all material, labour,
m.achm‘ery. lighting, guarding and maintenance of diversion.Grade-II
with Bitumen VG-grade 30 @ 4.25 %, lime filler @ 2% (percent by

3265.00 MT

646470.00

627840.00

8 |Providing and laying 30-45 mm compacted thickness Bituminous| 144.00

Concrete as per design mix (approved by Engineer) on prepared surface
with specified grade stone aggregate as per Table - 500-18 with bitumen
for wearing course including loading of aggregate with F.E. loader and
hot mixing of stone aggregate and bitumen (including Cost of anti-
stripping compound Minimum 1% in Lime/Cement as per design
wherever required) in computerised hot mix plant, transporting the
mixed material by tippers to paver and laying with paver finisher fitted
with electronic sensing device (as per clause 504-3.5) to the required
level and grade and compacting by power rollers and vibratory rollers or
150 to 250 KN pneumatic tyred roller with TP = 0.7 Mpa, to achieve the
desired density complete as per clause 509 of MOoRT&H specification

including all material, labour, machinery, lighting, guarding and
maintenance of diversion but excluding primer/tack coat Grade-II with
Bitumen VG-grade 30 @ 6% (percent by weight of total mix)

121.50

4360.00 | MT

444.00 | Sqm

53946.00

Providing and laying marking of center line and stop line etc with hot
thermoplastic compound 2.5 mm thick on road/ plain surface, including

@ 250 gms per sqm area with special

reflectorising glass beads
e of all

applicator machine, as per IRC:35 including cleaning the surfac
dirt, dust and other foreign matter, demarcation at site and traffic control
involved. The finished surface to be level, uniform and free from streaks
and holes as per clause 803 of MOoRT&H Specification including all
material, labour, machinery, lighting, guarding and maintenance of]

235.50 [CUM

200734.31

diversion.
Earth work in excavation for roadway, including trimming bottom and 852.38
side slopes in accordance with requirement of line, grades and cross

sections, including disposal of surplus material with all lift and lead upto
1000 metre as per MORT&H specification clause 301. In all type of soil

1 [Carriage of Materials by mechanical transport including loading,

254.76 |CUM

217151.06

unloading and stacking ::Earth Lead 5 KM
852.38

. |Earth Lead 5 KM
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roviding and layin
e sub_graze %v ilteharl cement concrete 1:4:8 in Sub- base over a
383, the size of s aoarse and fine aggregate conforming to IS:
cciment ratio not to exceed lg;g'rlegate o exceedl‘ng b a'ggregate
2, por table 60041 -1, aggregate gradation after blending to be
ot gl moistu-re, cement content not to be less than 150 kg/ cum
‘ content to be determi i i :
co.nstruc:,tlon, concrete strength not to be ]e];'snflfandllj(r)ml\gdp:x“:tl 7ledl:1gth
rrflxed in c9nc_rete mixer, laid manually, compacted with bsurfaycsc,
vibrator, finishing and curing complete as per clause 601, 112 of]
1\./IoR.T&H specification including all material, labour. m,achine
lighting, guarding and maintenance of diversion. ’ , "

102.90 |3070.00 |CUM

315903.00

13

Providing -and - laying un-reinforced, dowel jointed, plain cement
concrete mix With Concrete Mixer & vibrator pavement over a prepared
sub base with 43 grade cement , coarse and fine aggregate conforming to
IS: 383, maximum size of coarse aggregate not exceeding 25 mm, mixed
as per approved mix design, laid, spread, compacted and finished in a
continuous operation including provision of contraction, expansion,
construction and longitudinal joints, joint filler, separation membrane,
sealant primer, joint sealant, debonding strip, admixtures (if required) as
approved, curing compound, finishing to lines and grades complete as
per drawing and as per clause 602, 112 of MoRT&H specification
including all material, labour, machinery, lighting, guarding and
maintenance of diversion PCC M-20.

147.00

6340.00 [CUM

931980.00

3499806.09

TOTAL

<

0"

Executive Engineer (Jhotwara Zone)
Nagar Nigam Greater,Jaipur

1/We hereby accepted rates
9% above/below as per G Schedule

.......................

Signature of the contractor with full postel address



