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G-SCHEDULE

BASED ON RUIDP SCR 2023

S .No PARTICULARS Qty Unit Rate Amount

1 Earth work in excavation in foundation, trenches etc. including
dressing of sides and ramming of bottoms, including getting out the
excavated material, refilling after laying pipe/ foundation and
disposal of surplus excavated material at a lead upte 50m suitable site
as per direction of Engineer for following depths, below natural
ground / Road top level In all types soils/ saturated soil such as 61.00 Cum 229.50 13999.50
moorum, sand, sandy silt, clay, black cotton soil, kankar, etc. Depth
upto 1.5 m

1S}

Providing and laying in position cement concrete including curing,
compaction etc. complete in specified grade excluding the cost of
centering and shuttering - All work up to plinth level. 1:4:8(1 cement
:4 coarse sand : 8 graded stone aggregate 40mm nominal size). 16.00 Cum 4575.00 73200.00

3 P & F 1st quality Vitrified Porcelain Polished tiles on floor, skirting
and steps etc.in different sizes (thickness to be specified by
manufacture) with water absorption less than 0.08% and conforming
to IS 15622 of approved make in all colour and shade, laid with 20 mm
thick CM 1 : 4 including grouting the joints with white cement and 107.00 Sqm 1540.00 164780.00
matching pigment etc completeSize 600 mm X 600 mm

4 Providing and laying in position specified grade of reinforced cement
concrete excluding the cost of centring, shuttering, finishing and
reinforcement - All work upto plinth level 1:1%2:3 (1 cement : 1%2

coarse sand : 3 graded stone aggregate 20 mm nominal size) 3.00 Cum 6340.00 19020.00

a1

Reinforced cement concrete work in walls (any thickness), including
attached pilasters, buttresses, plinth and string courses, fillets,
columns, pillars, piers, abutments, posts and struts etc. upto two
stories excluding cost of centring, shuttering, finishing and
reinforcement : including Providing /mixing of synthetic fibers
compulsorily complying with IS 16481:2022 of 06 mm/12 mm length
to be mixed @ 0.25% by weight of Cement i.e. 125 gms per 50 kg 21.00 Cum 7460.00 156660.00
Cement up to 900 gms per cum of Concrete/ mortar.1:1%2:3 (1 coment :
1% coarse sand : 3 graded stone aggregate 20 mm nominal size)

6 Reinforced cement concrete work in beams, suspended floors,

roofs having slope upto 15° landings, balconies, shelves, chajjas,lintels,
bands, plain window sills, staircases and spiral stair cases upto two
stories excluding the cost of centring, shuttering, finishing and
reinforcement: including Providing /mixing of synthetic fibers
compulsorily complying with IS 16481:2022 of 06 mm/12 mm length
to be mixed @ 0.25% by weight of Cement i.e. 125 gms per 50 kg 34.00 Cum 7660.00 260440.00
Cement up to 900 gms per cum of Concrete/ mortar M-20 Grade
Concrete (1:1%2:3 (1 cement : 1%z coarse sand : 3 graded stone aggregate
20 mm nominal sizc) -As per design mix)

7 Reinforcement for R.C.C. work at all levels including straightening,
cutting, bending, placing in position and binding all complete Thermo-

4 2
Mechanically Treated bars 4000.00 Kg 83.30 333200.00
8 Centring and shuttering with plywood or steel sheet upto two stories
or height upto 7.5 metre above plinth level including strutting,
propping etc. and removal of form for Foundations, footings, bases of 55.00 Sgqm 236.50 13007.50

columns, etc. for mass concrete




Centring and shuttering with plywood or steel sheet upto two stories
or height upto 7.5 metre above plinth level including strutting,
propping etc. and removal of form for Suspended floors, roofs,
landings, balconies and access platform

140.00

Sqm

456.00

63840.00

10

Centring and shuttering with plywood or steel sheet upto two stories
or height upto 7.5 metre above plinth Ievel including strutting,
propping etc. and removal of form for Lintels.beams, plinth beamns,
girders, bressumers and cantilevers.

76.00

Sqm

426.00

32376.00

11

Centring and shuttering with plywood or steel sheet upto two stories
or height upto 7.5 metre above plinth level including strutting,
propping etc. and removal of form for Columns, Pillars, Piers,
Abutments, Posts and Struts.

105.00

Sgm

375.00

39375.00

Random rubble masonry with hard stone in foundation and plinth :
Cement mortar 1:6 (1 cement : 6 coarse sand)

50.00

Cum

4860.00

243000.00

13

Random rubble dry stone Kharanja (soling) under floor.

21.00

Cum

2270.00

47670.00

14

Brick work with FPS bricks of class designation 75 in superstructure
above plinth level upte two stories in all shapes and sizes in:

43.00

Cuim

6300.00

270900.00

15

Half brick masonry with FPS bricks of class designation 75 in
superstructure above plinth level upto two stories. Cement mortar 1:4
(1 cement :4 coarse sand) Cement mortar 1:6 (1 cement : 6 coarse sand)

Sgm

767.00

1534.00

16

Cement plastering including T&P, scaffolding, material and complete
labour, including cost of water, curing, racking of joints etc. with 15
mm cement plaster on the rough side of single or half brick wall of
mix : including Providing /mixing of synthetic fibers compulsorily
complying with IS 16481:2022 of 06 mm/12 mm length to be mixed @
0.25% by weight of Cement i.e. 125 gms per 50 kg Cement up to 900
gms per cum of Concrete/ mortar 1:6 (1 cement : 6 fine/ coarse sand)

580.00

Sgm

247.00

143260.00

17

Providing and applying plaster of paris putty of 2 mm thickness over
plastered surface to prepare the surface even and smooth complete

580.00

Sgm

204.50

118610.00

18

Finishing walls with Acrylic Smooth exterior paint of required shade :
New work (Two or more coat applied @ 1.67 ltr/10 sqm over and
including base coat of water proofing cement paint applied @ 2.20 kg/
10 sqm).

520.00

Sgm

144.00

74880.00

19

Cement concrete flooring 1:2:4 (1 cement : 2 coarse sand : 4 graded
20mm nominal size stone aggregate) finished with a floating coat of
neat cement including cement slurry, but excluding the cost of nosing,
of steps etc. complete. including Providing /mixing of synthetic fibers
compulsorily complying with IS 16481:2022 of 06 mm/12 mm length
to be mixed @ 0.25% by weight of Cement ie. 125 gms per 50 kg
Cement up to 900 gms per cum of Concrete/ mortar 40mm thick

5.00

Sgm

2112.50

Providing and fixing double paitam (rebated) stone doors windows
and ventilator frames of approved quality in cement sand mortar
1:4:size 125x100 mm

30.00

Rmitr

203.50

6105.00

Providing and fixing external grade board solid core single leaf flush
door shutters ISI 2202-67 marked using Phenol formaldehyde resin in
glue both sides including approved ISI marked Stainless Steel butt
hinges fittings with necessary screws complete as per annexure 'A' 30
mim thick Decorative teak venéer One side

5.00

Sqm

11115.00




Providing and fixing factory made ISI marked steel glazed doors,
windows and ventilators side /top /centre hung with beading and all
members such as F7D, F4B, K11 B and K12 B etc. complete of standard
rolled steel sections, joints mitred and flash butt welded and sash bars
tenoned and rivetted with 15x3mm lugs, 10cm long, embedded in
cement concrete blocks 15x10x10cm of 1:3:6 (1 cement : 3 coarse sand :
6 graded stone aggregate 20mm nominal size) or with wooden plugs
and screws or rawl plugs and screws or with fixing clips or with bolts
and nuts as required, including providing and fixing of hinges, pivots,
float glass panes with glazing clips and special metal sash putty of
approved make and a priming coat of approved steel primer
excluding the cost of metal beading and other fittings except necessary
hinges or pivots complete as per approved design.

10.00

Sgm

3830.00

38300.00

Providing and fixing GI wire gauge of average width of aperture
1.56mm with wire of 0.45mm to existing steel door, window shutter
frames with necessary M.S. strip beading 20x3mm with suitable screw
at not exceeding 150mm distance etc. complete.

10.00

Sgm

697.00

6970.00

24

Wiring of light point/ fan point/ exhaust fan point/ call bell point as
per PWD specification for electrical Works with ISI marked 1.5 sq.
mm nominal size FR PVC insulated unsheathed flexible copper
conductor 1.1 kV grade (15:694) and 1.5 sq. mm nominal size FR PVC
insulated unsheathed flexible copper earth conductor 1.1 kV grade
(IS:694) in recessed ISI marked MMS ( 15:9537 P - III ) vergin material
PVC conduit & it's all accessories( ].B. , Bends etc.) , round tiles,18
SWG G.I box with earth terminal, 6 A switch , 3 pin ceiling rose/
Lamp holder / 3 point Connector, 3.0 mm thick ISI marked phenolic
laminated sheet (IS : 2036 - 1995), Al. alloy/ cadmium plated iron
screws 20 mm cup washers etc. all as per pre approved by Engineer in
charge, making connections, testing etc. complete as required. For
specification of copper Conductor, Phenolic Laminated sheet's &
Electrical/ Wiring accessories refer Chapter E- 04, E- 05 & E- 07 . For
additional technical parameters of products/ work , refer Annexure
"A" attached with this BSR (A) short point upto 3 mitr.

15.00

P. Point

368.00

5520.00

25

(B) Medium Point upto 6 mitr.

10.00

P. Point

592.00

5920.00

26

(c) Long point upto 10 mtr.

5.00

P. Point

791.00

3955.00

27

Wiring of 3/5 pin 6 amp. Light plug point as per PWD specification
for electrical Works with IS marked 1.5 sq. i nominal size FR PVC
insulated unsheathed flexible copper conductor 1.1 kV grade (I5:694)
and 1.5 sq. mm nominal size FR PVC insulated unsheathed flexible
copper earth conductor 1.1 kV grade (IS:694) in recessed 1SI marked
MMS (15:9537 P - 11T ) vergin material PVC conduit & it's all
accessories( J.B. , Bends etc.) , round tiles,18 SWG G.I box with earth
terminal of required size, 6 A switch, 3/5 pin 6 A socket, 3.0 mm thick
ISI marked phenolic laminated sheet (IS : 2036 - 1995), Al alloy/
cadmium plated iron screws 20 mm cup washers etc. all as per pre
approved by Engineer in charge, making connections, testing etc.
complete as required. For specification of copper Conductor, Phenolic
Laminated sheet's & Electrical/ Wiring accessories refer Chapter E -
04, E - 05 & E - 07. For additional technical parameters of products/
work , refer Annexure "A" attached with this BSR . on board

6.00

P. Point

366.00

2196.00






















