OFFICE OF THE EXECUTIVE ENGINEER (HQ)

NAGAR NIGAM JAIPUR GREATER
Pandit deendayal updhayay Bhawan, Lal Kothi, Tonk Road, Jaipur.
NAME OF TR T YR SR & ATaPId) IR B & BRI 5. 05 9 07 § oG aad Teiem,
WORK :- TRAM Ud 379 IRAE BT B

G-SCHEDULE
BASED ON RUIDP SOR 2023
5 .No PARTICULARS Oty Unit Rate Amt
1 Providing and fixing aluminium work-for doors, windows, ventilators and partitions with 250.00 Kg 472.50 118125.00

extruded built up standard tubular sections/ appropriate Z sections and other sections of
approved make conforming to IS: 733 and IS : 1285, fixed with rawl plugs and screws or with
fixing clips, or with expansion hold fasteners including necessary filling up of gaps at
junctions, at top, bottom and sides with required PVC/neoprene felt etc. Aluminium sections
shall be smooth, rust free, straight, mitred and jointed mechanically wherever required
including cleat angle, Aluminium snap beading for glazing / panelling, C.P. brass / stainless
steel screws, all complete as per architectural drawings and the directions of Engineer-in-
charge. (Glazing and panelling to be paid for separately) For fixed portion. Powder coated
aluminium (minimum thickness of powder coating 50 micron)

2 Providing and fixing 12mm thick Pre-laminated particle board flat 110.00 Sqm 1084.00 119240.00
pressed three layer or graded wood particle board conforming to IS:

12823 Grade 1 Type 1l, in panelling fixed in aluminium doors,

windows shutters and partition frames with C.P. brass / stainless

steel screws etc. complete as per architectural drawings and

directions of engineer-in-charge Pre-laminated particle board with decorative lamination on
one side and balancing lamination on other side

3 Providing and fixing glazing in aluminium door, window, ventilator

shutters and partitions etc. with PVC/ neoprene gasket etc. complete

as per the architectural drawings and the directions of engineer-incharge . (Cost of aluminium
snap beading shall be paid in basic

item) With float glass panes of 4.0 mm thickness

8.00 Sqm 1041.00 8328.00

4 Providing and fixing aluminium tubular handle bar 32 mm outer dia, 15.00 Each 684.00 10260.00
3.0 mm thick & 2100 mm long with SS screws etc .complete as per

direction of Engineer-in-Charge. Powder coated minimum thickness 50 micron aluminium
tubular handle bar.

5 Providing and fixing 100mm brass locks (best make of approved 8.00 Each 559.00 4472.00
quality) for aluminium doors including necessary cutting and making
good etc. complete,

6 Providing and fixing expanded grill made of aluminium as per design 25.000 Sqm 2043.00 51075.00
and drawing having members section of size 7.5mm x 6.0mm and

opening of size 102mm x 99mm to aluminium window/ vent with

required screws, Y and H aluminium sec (as per drawing) at the ends and middle joints
respectively complete in all respect as per direction of engineer in-charge. Anodised
aluminium (anodised transparent 81 dyed to required shade according to IS : 1868. (Minimum
anodic coating of grade AC 15, Anodizing to be got done from approved Anodizer)

7 Providing and fixing IS : 3564 marked Aluminium die cast body tubular type universal
hydraulic door closer with necessary accessories and screws etc. complete. 8.00 Each 772.00 6176.00

8 Providing and fixing aluminium hanging floor door stopper ISI

marked anodised (anodic coating not less than grade AC 10 as per
IS : 1868) transparent or dyed to required colour and shade with 15.00 Each 66.80 1002.00
necessary screws etc. complete Twin rubber stopper

S Cement plastering including T&P, scaffolding, material and complete
labour, including cost of water, curing, racking of joints etc. with 12
mm cement plaster of mix : including Providing / mixing of synthetic
fibers compulsorily complying with IS 16481:2022 of 06 mm/12 mm
length to be mixed @ 0.25% by weight of Cement i.e. 125 gms per 50.00 sqm 213.50 10675.00
50 kg Cement up to 900 gms per cum of Concrete/ mortar 1:6 (1 cement : 6 fine/ coarse sand)

10  |Providing and applying plaster of paris putty of 2 mm thickness over plastered surface to
prepare the surface even and smooth complete 250.00 sqm 204.50 51125.00

11  |Finishing walls with Acrylic Smooth exterior paint of required shade : New work (Two or
more coat applied @ 1.67 ltr/10 sqm over and including base coat of water proofing cement

patntapplicd @290y, 10 sen) 700.00 sqm 144.00 100800.00

12 Grading roof for water proofing treatment with water proofing compound Cement concrete
1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate 20 mm nominal size) 10.00 Cum 6250.00 62500.00




13

Wiring of light point/ fan point/ exhaust fan point/ call bell point as per PWD specification
for electrical Works with ISI marked 1.5 sq. mm nominal size FR PVC insulated unsheathed
flexible copper conductor 1.1 kV grade (IS:694) and 1.5 sq. mm nominal size FR PVC insulated
unsheathed flexible copper earth conductor 1.1 kV grade (IS:694) in recessed ISI marked MMS
(15:9537 P - IIT ) vergin material PVC conduit & it's all accessories( J.B. , Bends etc.) , round
tiles,18 SWG Hot Dipped Galvanized Modular Box with earth terminal, 6 A Modular switch,
Modular face plate with grid plate, 3 pin ceiling rose / lamp Holder/ 3 pin connector , screws
etc, making connections,all as per pre approved by Engineer in charge, testing etc. complete as
required. For specification of copper Conductor, Phenolic Laminated sheet's & Electrical/
Wiring accessories refer Chapter E - 04, E - 05 & E - 07 . For additional technical parameters of
products/ work, refer Annexure "A" attached with this BSR . Short point (up to 3 mtr.)

5.00

P. Point

368.00

1840.00
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(B) Medium Point upto 6 mitr.

4.00

P. Point

592.00

2368.00
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(c) Long point upto 10 mtr.

5.00

P. Point

791.00

3955.00

16

Wiring of 3/5 pin 6 amp. Light plug point as per PWD specification for electrical Works with
ISI marked 1.5 sq. mm nominal size FR PVC insulated unsheathed flexible copper conductor
1.1 kV grade (IS:694) and 1.5 sq. mm nominal size FR PVC insulated unsheathed flexible
copper earth conductor 1.1 kV grade (I5:694) in recessed ISI marked MMS ( 1S:9537 P - 1T )
vergin material PVC conduit & it's all accessories( J.B. , Bends etc.) , round tiles, 18 SWG Hot
Dipped Galvanized Modular Box with earth terminal, 6 A modular switch, 3/ 5 pin 6 A
modular socket, Modular face plate with grid plate, screws etc,all as per pre approved by
Engineer in charge, making connections, testing etc. complete as required. For specification of
copper Conductor, Phenolic Laminated sheet's & Electrical/ Wiring accessories refer Chapter E
- 04, E- 05 & E - 07. For additional technical parameters of products/ work , refer Annexure
"A" attached with this BSR . on board

2.00

P. Point

366.00

732.00
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Supplying and drawing FR PVC insulated & unsheathed flexible copper conductor as per
PWD specification for electrical Works with ISI marked (IS:694) and as per IS 8130': 2013 of 1.1
kV grade . Wire should be made from 99.99% purity copper, class 5 stranding in acc. to IEC
60228 for lower watt loss , oxygen free ( <10 ppm) for less chances of oxidization and higher
silver content for gives better conductivity , insulation PVC type A or C ,flame retardant as per
IS 10810-53, better amperage rating as per VDE 0298 part 4, , in existing surface or recessed
PVC/ MS conduit/ casing capping including all as per pre approved by Engineer in
charge,making connections, etc. as required. OEM Must have its own in house NABL lab
setup for all testing facilities for wires. For additional technical parameters of products/ work
refer Armexure "A" attached with this BSR . 2 x 6.0 sq. mm. + 1 x 2.5 sq. oo

P.rm

174.00

1392.00
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Supplying and fixing of power plug point with Modular accessories as per PWD specification
for electrical Works, on hot dipped galvanized modular box of 18 SWG with earthing
terminal/ connector on surface or in recessed with suitable size of modular face place with grid
plate and cover plate including cost of ISI marked modular 16 amp. Switch (IS :3854) and 3/5
pin 16 amp. socket outlet (15:1293) [ as per detailed in respective item in BSR] , making
connection , testing , etc. as required. All as per pre approved by Engineer in charge. For
additional technical parameters of products/ work , refer Annexure "A" attached with this BSR

Each

595.00

1785.00
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Providing & Fixing of 240/415 V AC MCB with positive isolation of breaking capacity not less
than 10 KA (B/ C tripping characteristic as per type of load and site requirement) 4KV impulse
withstand voltage, as per PWD specification for electrical Works with ISI marked IS 8828(1996)
/ conforming to IEC 60898-1 2002, IEC 60947-2, low watt losses, trip free mechanisum , energy
limiting of class 3 as per [EC, minimum phase termination capacity of 35sq.mm. ,
conductorline load reversibility, label holding facility , IP 20 contact protection and fitted with
existing distribution board/ sheets, min. operation 20,000 upto 32 A rating and 10,000 upto 63
A, 5000 for 80 A rating including mdakinlg CoRneCtors, testng etc. as required. . OEM shall
have submit NABL / CPRI / ERDA accrediated lab test reports before execution & All as per
pre approved by Engineer in charge. For additional technical parameters of products/ work,
refer Annexure "A" attached with this BSR . Double pole MCB 6 A to 32 A rating

2.00

Each

580.00

1160.00
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Providing & Fixing of 240/415 V isolator as per PWD specification for electrical Works with
ISI marked 15:13947-111/ conforming to IEC 60947-3, suitable for AC22A utilization catagory,
4KV impulse withstand voltage, true contact indication, Red colour dolly / lever shall have
single mould covering over all poles for operation , two position din rail mounting, minimum
phase termination capacity of 35sq.mm. , Iabel holding facility , IP 20 contact protection and
fitted with existing distribution board / sheet including making connections, testing etc. as
required. OEM shall have submit NABL / CPRI / ERDA accrediated lab test reports before
execution & All as per pre approved by Engineer in charge. For additional technical Double
pole isolator 80 A/ 100 A rating parameters of products/ work , refer Annexure "A" attached
with this BSR

2.00

Each

604.00

1208.00

21

Providing & Fixing of Recessed/surface mounting heavy duty horizontal type Double Door (
Metal / Glazed )Distribution board with Metal end box made out from Galvanized steel /
CRCA sheet not less then 1.2 mm thick conforming to 15-8623-1 & 3 / TEC 61439-1 & 3,
powder painted complete with reversible door (for double door DB only )100 amp. insulated
copper bus bar/shorting link , copper neutral link, copper earth link , color coded
interconnecting wire set of suitable rating and din bar,masking sheet, making internal DB
terminations with copper lugs, Ferrules, detachable gland plate, including making
connections, testing etc. as required. OEM shall have submit NABL / CPRI / ERDA
accrediated lab type test reports & All as per pre approved by Engineer in-charge. For
additional technical parameters of product / work refer Annexure 'A' attached with this BSR
Metal door (single phase) IK-09 and IP-43 with Metal end box 8 Way (8+2)

2.00

Each

2239.00

4478.00
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P/Laying P.V.C/XLPE insulated & P.V.C sheathed cable of 1.1 KV grade with Copper
conductor of IS: 1554 P-I/1S: 7098 P-I in ground as per IS: 1255 including excavation of 30cm x
75cm size trench, 25cm thick under layer of sand, IInd class bricks covering, refilling earth,
compaction of earth, making necessary connection, testing etc. as required of size 1.5 Sq.mm
Armoured 6 Core

10.00

369.00

3690.00

Providing & Fixing of IP20 SMD Mid Power LED batten type integrated light fixture made
from Powder coated Extruded aluminium housing with in built driver , System lumen efficacy
2110 Im/Watt output, internal surge protection of 2.5 KV with Short & Open circuit
protection , THD < 10% , P. F.20.95, CRI >80, life time of minimum 50000 Burning Hours with
,70% of intial Lumenmaintaned till life ends , CCT 3000°K / 4000°K / 5700°K
/6000°K/6500°K (As per ANSI Bin) , Maximum power consumption should not more than the
specified rating and Fixture shall be of BIS standard and trade mark certificate ( T.C.).
Manufactures Word Mark/ Name Engraved/ Embossing/ Screen printing on housing. OEM
must have its own in house NABL lab setup for all testing facilities for LED fixtures. (LM79 &
LM80) certificate / Report from OEM shall be submitted. All as per pre approved by Engineer
incharge. For additional technical parameters of products/ work , refer Annexure "A" attached
with this BSR . 570mm (+/-10%) batten with min. lumen output 1000 Im

5.00

Each

415.00

2075.00
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Providing & Fixing of Heavy duty capacitor start, copper wound Double ball bearing
900/1400 RPM single phase Exhaust fan conforming to 15:2312 ISI marked in existing opening
including making connections testing etc. as required. All as per pre approved by Engineer in-
charge. For additional technical parameters of products/ work , refer Annexure "A" attached
with this BSR 300 mm sweep(900/1400 RPM)

Each

3254.00

6508.00

TOTAL PART

574969.00

I/ We hereby accepted rates

Part

% Above/Below

Signature of the contractor With full postal address

Exec

e Engineer.(HQ)

Nagar Nigam Jaipur Greater




