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stone counters, Vanities etc. including machine polishing to edge to give
high gloss finish etc. complete as per design approved by Engineer-in-
Charge. Granite Work

Providing and fixing external grade board solid core single leaf flush
door shutters ISI 2202-67 marked using Phenol formaldehyde resin in
glue both sides including approved ISI marked Stainless Steel butt hinges
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Conforming to all the performance requirements laid down in IS

374:2019 including all amendments, as applicable; & Carry BIS
licensing (i.e. ISI marking) with down rod up to 80 cm with secondary
support safety cable ( steel rope), cotter pin with 3 x 1.5 sq.mm pvc

insulated flexible copper conductor making connection testing etc. as
required. All as per pre approved by Engineer in-charge. For additional
technical parameters of products/ work, refer Annexure "A" attached

with this BSR. 1200 mm Sweep BEE 2 Star rated (service value >=4.5 to

<5)

Extra for providing edge moulding to 15-18mm thick marble/ Granite 135.00 310.00 Mtr. 41850.00

14

reversibility, IP 20 contact protection and fitted in existing distribution
board/sheets, minimum electrical operation 20,000 upto 20 A rating and
10,000 upto 63 A, 5000 for 80 A & above rating including making

connections, testing etc. as required. OEM shall have submit NABL /

CPRI/ERDA accrediated lab type test reports & All as per pre approved
by Engineer in-charge. For additional technical parameters of product /

work refer Annexure 'A' attached with this BSR Single pole MCB (With

B/C curve tripping Characteristics) 80 A rating

Providing & Fixing of BEE Star rated copper wounded double ball
bearing capacitor start, aluminium body & Metallic blade ceiling fan

8.00 2076.00 Each 16608.00
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PVC MS conduit/casing capping making connections with Copper Lugs
of suitable size, Ferrules,testing etc. as required. OEM Must have its own

in house NABL lab setup for all testing facilities for wires. For additional
technical parameters of product / work refer Annexure 'A' attached with
this BSR I x 1.5 sq.mm

Providing & Fixing of 240/415 V AC MCB with positive isolation of 10
kA breaking capacity (B/ C/D tripping characteristic asas per type of load

and site requirement) 4 KV impulse withstand voltage, ISI marked IS
8828(1996) / conforming to IEC 60898-1 2002, IEC 60947-2, low watt
losses, trip free mechanisum, energy limiting of class 3 as per IEC,
minimum nhase termination canacity of 35sa.mm conductor line load

4.00 1580.00 Each 6320.00
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Electrical/ Wiring accessories refer Chapter-53, 54 & 56 for additional
technical parameters of product / work refer Annexure 'A' attached with
this BSR Short point (up to 3 mtr.)
Supplying and drawing FR PVC insulated & unsheathed flexible copper
conductor as per PWD specification for electrical Works with ISI marked
(IS:694) and as per IS 8130: 2013 of 1.1 kV grade. Wire should be made
from 99.90% purity copper, class 5 stranding in acc. to IS:8130/IEC
60228 for lower watt loss, oxygen free for less chances of oxidization,
insulation PVC type A/C/D, Пame retardant as per IS 10810-53, better
amperage rating as per IS:3961 part 5, in existing surface or recessed

150.00 23.00 Mtr. 3450.00
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size and shape wherever required.

Wiring of light point/ fan pointv exhaust fan point/ call bell point with 1.5

sq. mm nominal size FR PVC insulated unsheathed lexible copper

conductor 1.1 kV grade and 1.5 sq. mm nominal size FR PVC insulated

unsheathed flexible copper earth conductor 1.1 kV grade (IS:694) in

recessed ISI marked MMS (IS:9537 P - III) virgin material PVC conduit

& it's ISI marked (IS:3419-1988) accessories, round tiles, 1.2 mm thick

Hot Dipped Galvanized Modular Box with earth terminal, 10A Modular

switch, Modular face plate with grid plate, 3 pin ceiling rose / Holder /3

way connector, screws, making connections, testing etc. as required. For
specification of conner Conductor Phenolic Laminated sheet's &

40.00 368.00 P.

Point

14720.00

guard film of 25 microns minimum to avoid scratches while

transportation and should be supplied in single length upto 12 metre or as

desired by Engineer-in-charge. The sheet shall be fixed using self drilling

/self tapping screws of size (5.5x 55mm) with EPDM seal or with

polymer coated J or L hooks, bolts and nuts 8mm diameter with bitumen

and G.I. limpet washers or with G.1. limpet washers filled with white lead

complete upto any pitch in horizontal/ vertical or curved surfaces

excluding the cost of purlins, rafters and trusses and including cutting to
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