Nagar Nigam J aipur

Name of Work:- Construction of Drain at Yadav Juice centre to Ram restaurant, Mohan Gas to
Pattiyon ki Taal and Ram restarant to Mohan Gas, Shastri Nagar, Hawamahal Zone, Nagar Nigam,

Jaipur

G SCHEDULE

Based on RUIDP SOR 2023

Sr. No.

SOR
RUIDP
2023

Item Description

Quantity

Unit

Rate

Amount

3

4

7

24

Dismantling of existing structures like
culverts, bridges, retaining walls, CC
road and other structure comprising of
masonry, cement concrete, wood
work, steel work, including T&P and
scaffolding  wherever necessary,
sorting the dismantled material,
disposal of unserviceable material and
stacking the serviceable material with
all lifts and lead of 50 metres as
directed by Engineer.

38}

24.1

Lime Concrete, cement concreteigrade
M-10 (1:5:10) and below

90350 |

Cum

393.50

35552.725

w

242

Cement Concrete Grade M-15 and
above and PCC blocks

176.200

Cum

678.00

119463.600

2452

Dismantling Stone Masonry
Rubble stone masonry in cement
mortar

368.500

Cum

386.00

142241.000

4.24

Sludge clearance of drains, channels
and canals with lift 1.5 Mtr and lead
up to 50 Mtr.

238.500

Cum

411.00

98023.500

33.26

Pumping out water caused by springs,
tidal or river seepage, broken water
mains or drains and the like (Average
12 KL per day for 20 Days duration)

204.000

KL

151.50

. 30906.000

4.10

8 4.10.1.1

Earth  work in excavation in

foundation, trenches etc. including
dressing of sides and ramming of
bottoms, including getting out the
excavated material, refilling after
laying pipe/ foundation and disposal
of surplus excavated material at a lead
upto 50m suitable site as per direction
of Engineer for following depths,
below natyra] ground / Road top
level.In 4| types soils/ saturated soil
such as moorum, sand, sandy silt,
clay, black cotton soil, kankar, etc,

Depthupto 1.5m -

215.575"

Cum

0.000

22950

49474463
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4.10.1.2

Add extra for overall depth of
excavation above 1.5 m and upto 3.0
m over item no 4.10.1.1

279.400

Cum

16.10

4498.340

10

1.1

Carriage of Materials by mechanical
transport including loading, unloading
and stacking ::The rates will be
applicable 1o net quantities afler
deduction of prescribed percentage for
voids mentioned in the specification
under subhead "Carriage of Materials"

0.000

11

1.1.2

Sand, bazri, ballast, kankar 10 KM

635.050

Cum

285.00

181027.353

12

1.1.1

Earth 10 KM lead

733.475

Cum

350.36

261381.151

Providing and Fixing Minimum
0.63mm thick GI corrugated sheets
(minimum width of cach sheet shall
be 60 cm) for covering the barricading
in one/ two rows one above another
and painting in red and white stripes
as per the specifications and
directions of the Engincer In-charge
with proper fixing arrangements with
GI limpet washers nuts and bolts
complete in all respect.

1394.000

RM

147.00

204918.000

14

21.1

Providing and laying in position
cement concrete of specified grade
excluding the cost of centring and

shuttering - All work upto plinth level :

0.000

21.1.5

1:3:6 (1 Cement : 3coarse sand : 6
graded stone aggregate 20 mm
nominal size)

667.590

Cum

5000.00

3337950.000

16

21.1.2

1:1.5:3 (1 Cement : 1.5 coarse sand : 3
graded stone aggregate 20 mm
nominal size). _

Cum

5910.00

325233.210

17

12.4

Providing and laying Precast
reinforced cement concrete Box
culvert section of M-40 grade
designed for 'AA' class loading as per
IRC specifications including the effect
of impact, EQ etc. complete on firm
base of 200mm thick lean concrete of
M-10 grade with aggregate of size
40mm nominal of following internal
sizes. The work includes required
safely measures, construction of drain
for diversion of flowing water, cost of
design of RCC Precast Box and its
proofl checking from II'T/MNIT Jaipur
cte. complete in all respect as per
specifications

0.000
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18

1243

Size 1.00 M x 1.00 M

367.800

11850.00

4358430.000

19

12.4.5

Size 125M x 1.25 M

179.800 |

RM

16350.00

2939730.000

20

23.1

Providing and laying in position
specified grade of reinforced cement
concrete excluding the cost of
centring, shuttering, finishing and
reinforcement - All work upto plinth
level :

0.000

21

23.1.1

1:1:2 (1 cement : 1 coarse sand : 2
graded stone aggregate 20 mm
nominal size). (As per design mix)

55.773

Cum

6410.00

357504.930

22

31.21

Providing gola 75x75 mm in cement
concrete 1:2:4 (1 cement : 2 coarse
sand : 4 stone aggregate 10mm and
down gauge) including finishing with
cement mortar 1:3 (1 cement : 3 fine
sand) as per standard design :

169.200

RM

207.00

35024.400

12.6

Providing and fixing of reinforced
Ferro-Cement drain covers designed
for 'AA' class loading duly marked on
cover  with  adequate  steel
reinforcement having thickness 75mm
to 150mm anti corrosive bitumen
painted M.S. plate , Rim and M.S.
lifting hooks, Admixtures like
plasticizer, bond  improving
compound, shrinkage, resistance
compound, abrasion  resistant
complete as per approved design etc.

0.000

24

12.6.1

Standard Size 1500x600mm

52.200

Sgm

3280.00

171216.000

12.6.4

Standard Size 2100X500mm

44.100

Sqm

3875.00

170887.500

26

23.19

Reinforcement for R.C.C. work at all
levels including straightening,cutting,
bending, placing in position and
binding all complete..

0.000

27

23.19.6

Thermo-Mechanically Treated bars.

5577.300

Kg

83.30

464589.090
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17.18

Providing at site, lowering & laying in
trenches, aligning & jointing of RCC
pipes NP4 class {with s/s ends) IS:
458 - 2003 (amended up to date)
marked and pipes from 300 mm and
upto 1800 mm manufactured through
vertical / vibrated casting process at
all depths with Rubber gaskets

(EPDM/SBR) for sewer lines as per
IS: 5382 (including cost of Rubber
gaskets, lubricants) as per drawing,
sectional hydro testing of the sewer
pipe line (including cost and

conveyance of water to site for
testing) etc,, complete as per

specification and / or as directed by
Engineer. Note : E/w 1o be measured
and paid separately. Length of pipe
shall be measured in between the
outer wall of two manholes /
Inspection chambers. Pipe in the
manhole/inspection chamber’s wall
shall deemed to be included in the
item of manhole/inspection chamber
shall not he pavahle _

=

0.000

29

17.18.1

150 mm internal diameter ~

48000 | RM

506.00

24288.0:00

30

22.1

Centring and shuttering with plywood
or steel sheet upto two stories ( each
story of height upto 3.5 metre from
floor level) including strutting,

propping ctc. and removal of form for :

0.000

31

22.1.2

Walls (any thickness) including
attached pilasters, buttresses, plinthn
and string courses etc.

254.790 Sqm

367.00

93507.930

32

32.9

Neat Cement punning for side walls _

283.500 Sgm

52.10

14770.350
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12.17

Providing, laying, sprT:uding (with
paver finisher only) and compacting
wet mix macadam (WMM) basc
course comprising of graded stone
aggregate and granular material
conforming 1o MORT&I
specifications (Table 400-11) in layers
of cqual compacted thickness cach
consolidated, including pre-mixing
the material with water at OMC in
mechanical mixer (Pug Mill), carriage
of mixed material by tippers to site,
laying in uniform layers in base
course on a well prepared sub-basc/
basc course and compacting with
power vibratory-roller to achieve the
desired density complete as per
MoRT&H specification clause - 406
including all material, labour,
machinery, lighting, guarding and
maintenance of diversion

46,883

Cum

1775.00 83216.438

34

8.1

Providing and applying primer coat
over prepared surface of granular base
with bitumen emulsion as per IS :
8887 and approved quality @ 0.6
kg/sqm with the help of spray set
fitted on bitumen Container (boiler)
after cleaning the surface including
removing of binding material and
other foreign matter with wire brushes
and small picks, sweeping with

brooms or soft brushes and finally
dusting with old gunny bags and

compressed air to receive bituminous
treatgent complete as per clause 502
of MoRT&H specification including
all material, labour, machinery,

lighting, guarding and maintenance of
diversion. ((30% of Total Length)

133.950

Sqm

33.70 4514.115
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Providing and applying tack coat on
the prepared surface with bitumen
emulsion as per IS: 8887 and
approved quality @ 0.2 kg/sqm with
the help of spray set fitted on bitumen
Container (boiler) after cleaning the
surface with brooms or soft brushes
8.3 land finally dusting with old gunny 176.250 Sqm 12.00
bags and compressed air to receive
bituminous treatment complete as per
clause 502 of MoRT&H specification
including all material, labour,
machinery, lighting, guarding and
maintenance of diversion. (30% of
Total Length)

2115.000

Providing and laying 50-75 mm

compacted  thick design mix

(approved by Engincer) Dense

Bituminous Macadam on prepared
surface with specified graded crushed
aggregates as per Table 500-9, 500-10
with bitumen binder set (including ‘
Cost of anti-stripping compound

Minimum 1% in Lime/Cement as per
design wherever required) for base/
binder course including loading of
material with F.E. loader, heating and
mixing of stone aggregate, filler and 0.000
bitumen in computerised hot mix
plant, transporting the mixed material
by tippers to paver and laying with
paver finisher fitted with electronic
sensor control as per clause 504.3.5 to
the required level and grade,

compacting by power rollers and
vibratory rollers or 150 to 250 KN
pneumatic tyred roller with TP = 0.7
Mpa to achieve the desired density
(approximately 2.3  tonne/cum)

complete as per clause 507 of
MoRT&H snecification but excluding _

8.8

Grade-II with Bitumen VG-grade 30
8.8.2 @ 4.50 %, lime filler @ 2% (percent 10.720 Cum 7860.00 84259.200

by weight of total mix)
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Providing and laying 30-45 mm

compacted thickness Bituminous

Concrete as per design mix (approved
by Engineer) on prepared surface with
specified grade stone aggregate as per
Table - 500-18 with bitumen for
wearing course including loading of
aggregate with F.E. loader and hot
mixing of stone aggregate and

bitumen (including Cost of anti-
stripping compound Minimum 1% in
Lime/Cement as per design wherever
required) in computerised hot mix 0.000
plant, transporting the mixed material
by tippers to paver and laying with
paver finisher fitted with electronic
sensing device (as per clause 504-3.5)
to the required level and grade and
compacting by power rollers and
vibratory rollers or 150 to 250 KN
pneumatic tyred roller with TP = 0.7
Mpa, to achieve the desired density
complete as per clause 509 of
MoRT&H specification including all
material, labour, machinery, lighting,
onardine and maintenance of —

38 8.10

Grade-II with Bitumen VG-grade 30
39 8.10.1 |@ 6% (percent by weight of total mix) 8.813 Cum 10250.00

Steel work welded in built up
sections/ framed work including
cutting, hoisting, fixing in position
40 | 20262 |4 applying a priming coat of | 445050 | kg 144.50 1654525.000
approved steel primer using structural
steel etc. as required.In gratings,
frames, guard bar, ladder, railings,
brackets. gates and similar works.

Flooring with Cobble stone of approx.
Size 125x125x75 mm (thick) laid on
25 mm average thick cement mortar
1:3 ( 1 cement : 3 Coarse sand) and
jointed with grey cement slurry mixed < -
. pigmmf tg match the S"za o op | 636250 Sqm | 1822.00 1195687.500
the stone, laid in approved pattern
complete in all respect as per direction
of Engineer-in-charge

41 9.13

Total 16535262.919

Non-Schedule Items
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NB-1

Providing and fixing in position Stone
Kerb made of Jodhpur Stone of size
150 mm x 350 mm (length 1150 to
1200 mm, or it may varics as per site
requirement at curves, junctions,ends,
ete as per direction of EIC) and cut to
shape viz. 30mm chemphering at top
and 100mm at side complete in all
respect as per design, with exposed
face fine machine dressed (ixing and

jointing/ pointing with cement mortar

1:3 using pigment to match the shade
of stone, also include cutting of road
bituminous base, WMM, GSB, earth,
cte in complete width for laying/
fixing stone kerb in true line & levels
including disposal of surplus
unseviceable material with all lead &
lift complete in all respect as per
drawing and instruction of Engineer
Incharge .

482.50

RM
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