OFFICE OF THE EXECUTIVE ENGINEER (HQ)

NAGAR NIGAM GREATER JAIPUR -
NOTICE INVITING E - BID FOR WORKS

s—AfasT Yo d@ 802024-25 &R HHAIG

E-Bid are hereby invited for the works of as per enclosed list from enlisted contractors of the appropriate
class Contractors enlisted with the CPWD, Postal, Telecom, Railway, MES, Other State
Governments/Central Government Undertakings/Organization equivalent to AA and A Class of Rajasthan
are also eligible after giving prescribed Bid security to Bid for works as under:-

1) Contractors equivalent to 'A’ Works of which cost
Class of Rajasthan upto Rs. 10.00 crores.
(ii) Contractors equivalent to 'B' Works of which cost
Class of Rajasthan Upto Rs. 5.00 crores
(iii) Contractors equivalent to 'C' Works of which cost
Class of Rajasthan upto Rs. 1.50 Crore
@iv) Contractors equivalent to D' Works of which cost
Class of Rajasthan upto Rs. 30.00 Lacs

Contract document consisting of the detailed plans, complete specifications, the schedule of the quantities of
the various classes of work to be done and the set of conditions of contract to be complied with by the
persons whose Bid may be accepted, which will also be found printed in the form of Bids can be seen at the
office of the Executive engineer (HQ) every day except on Saturday, Sundays and public holidays, during
office hours or it can be seen/ downloaded from web site http;//sppp.raj.nic.in & www.jaipurme.org.com
If the Bids is related to rate contracted only rates will be approved & work order shall be given to the
successful bidder according to demand time to time during the year. Bidder has complete the work according
to time schedule mentioned in work order.

Bids which should receive on line by the Executive engineer (HQ) on the date & time as mentioned in and
will be opened in his office scheduled in NIT.

Bids are to be submitted only in electronic format which can be seen & obtained from the web site
https//sppp.raj.nic.in, www.jaipurmc.org.com & http;//eproc.raj.gov.in and also can be seen in the office
of the Executive engineer (HQ). The sale of Bid forms will start from as per scheduled program prescribed in
NIT The sale of Bids will be closed on dates as mentioned in NIT. it should be ensured that all the payments
regarding the bid, like Tender fee, Earnest Money Deposit, RISL fee etc. are to be paid only on online to the
website www.jaipurmec.org.com before submission Date and time and tender will be accept valid after
above receipt scanned copy will be uploaded to the www.eproc.rajasthan.gov.in, GST registration
certificate is also to be scanned. Payments will not be accepted in the forms of DD/Cheque or any other
format. Bid papers including conditions of contract are to be signed by the Bidder Eligibility to get Bid
forms shall be with reference to the amount mentioned in the NIT.

Earnest Money deposit as per NIB is to be Paid only on online at NNJ website www.jaipurme.org.com for :-
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and addressed to the commissioner nagar nigam jaipur Enlisted contractors shall be required to deposit %%
of estimated cost of work as Bid security while Biding within their enlistment zone. For out side their zone,
2% Bid security shall be required to be deposited.

The Performance security @ 10% of the gross amount shall be deposited by successful bidder with in fifteen
days after issuing of Letter of Acceptance in the form of BC/ BG/ Cash/ FDR etc. The security deposited
shall however be adjusted while depositing the Performance Security. However in case of during execution
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cost of the work exceeds balance performance security shall be deposited by the bidder in form of BC/ BG/
Cash/ FDR etc.

The acceptance of a Bid will rest with the competent authority who does not bind itself to accept the lowest
Bid and reserves to itself the Authority to reject any or all of the Bids received without assigning any
reasons.

No refund of Bid fees is claimable for Bids not accepted or forms returned or for Bids not submitted.

If any Bidder withdraws his Bid prior to expiry of said validity period or mutually extended period or makes
modifications in the rates, terms & conditions of the Bid within the said period, which are not acceptable to
the department or fails to commence the work in the specified period/fails to execute the agreement the
department shall, without prejudice to any other right or remedy, be at liberty to forfeit the amount of Bid
security given in any form absolutely. If any contractor, who having submitted a Bid does not execute the
agreement or start the work or does not complete the work and the work has to be put to rebidding, he shall
stand debarred from participating in such rebidding in addition to forfeiture of Bid security/security deposit
and other action under agreement.

All Bids, in which any of the prescribed conditions are not fulfilled or which have been vitiated by errors in
calculations, totaling or other discrepancies or which contain over-writing in figures of words or corrections
not initialed and dated, will be liable to rejection.

Enlisted Contractors, will be required to pay Bid security @ %% of estimated cost of work put to Bid, in case
of work for which they are authorized to Bid under Rules for enlistment of contractors, but the amount to the
extent of full Bid security shall be liable to be forfeited in the event of circumstance explained in Clause 11
above. Degree/Diploma holder Engineers may pay Bid security equal to one half of the normal rates, subject
to the provisions of rules for enlistment of Contractors.

The Bid should be accompanied with Registration, ID, Pan card and GST No. from the concerned
Departmental Authorities, without which the Bids may not be entertained.

The whole work may be split up between two or more contractors or accepted in part and not in entirety if
considered expedient.

If the contractor does not submit performance guarantee within 15 days from the date of communication of
acceptance of his Bid, his Bid security shall be liable to be forfeited.

Each and every paper enclosed with bid shall be duly signed by the — bidder. And Conditional tender will not
be accepted

Annexure A, B,C, & D, E are also attached with the bid Firms are suppose to read thoroughly and fill as and
where required & Additional quantity may be procured by placing a repeat order on the rates & conditions of
the original order. However, the additional quantity shall not be more than 50% of the value of work of the
original contract.

Rajasthan transparency in Public procurement act 2012 and Rajasthan fransparency in procurement rules
2013 will be applicable as and where is clearly mentioned otherwise public works financial and account rules
of appendix- xi will be applicable.

For further information of Bidder can sec the web site www. Sppp.raj.nic.in or otherwise bidder can see at
Div office during office hours.

Validity of Bid is 40 days A

Firm Should be Registered in ESIC, PF & GST. Certificates of Registration should be attached along with
Tender.

Defect liability period 06 Month for this work.
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EXECUTIVE EIGC/:INEER HOQ)

NAGAR NIGAM GREATER JAIPUR

SIGNATURE OF CONTRACTOR
ADDRESS :



OFFICE OF THE EXECUTIVE ENGINEER (HQ)

NAGAR NIGAM JAIPUR GREATER

Pandit deendayal updhayay Bhawan, Lal Kothi, Tonk Road, Jaipur.

NAME OF WORK :- TR ¥ TeX SOUqR & aT1S . 145 # Rerq AMeie wad § AxHd Gaell &1 |

G-SCHEDULE
BASED ON RUIDP SOR 2023
S.No PARTICULARS Qty Unit Rate Amt
1 Scarping plaster in lime or cement mortar from brick/ stone masonry 200.00 Sqm 29.80 5960.00
2 Brick work with F.P.S. bricks of class designation 75 in superstructure above plinth 12.00 Cum 6300.00 75600.00

level upto floor V level in all shapes and sizes in : Cement mortar 1: 6 (1 cement : 6
coarse sand)

3 Cement plastering including T&P, scaffolding, material and complete labour, including 250.00 Sqm 227.00 56750.00
cost of water, curing, racking of joints etc. with 12 mm cement plaster of mix :
including Providing / mixing of synthetic fibers compulsorily complying with IS
16481:2022 of 06 mm /12 mm length to be mixed @ (0.25% by weight of Cement i.e. 125
gms per 50 kg Cement up to 900 gms per cum of Concrete/ mortar 1:4 (1 cement : 4
fine/ coarse sand)

4 Providing and applying plaster of paris putty of 2 mm thickness over plastered surface 50.00 Sqm 204.50 10225.00
to prepare the surface even and smooth complete

5 Wall painting with plastic emulsion paint of approved brand and 220.00 Sqm 117.50 25850.00
manufacture to give an even shade: Two or more coats on new work

6 Painting with synthetic enamel paint of approved brand and manufacture to give an 50.00 Sqm 114.00 5700.00
even shade : Two or more coats on new work

7 Providing and laying in position cement concrete of specified grade excluding the cost 2.00 Cum 4575.00 9150.00
of centring and shuttering - 1:4:8 (1 Cement : 4 fine/ coarse sand : 8 graded stone
aggregate 40 mm nominal size).

8 Renewing glass panes, with putty and nails wherever necessary: Float glass panes of 5.00 Sqm 1141.00 5705.00
thickness 5.5 mm
9 Providing and fixing 1st quality standard white, grey, ivory, fume red 35.00 Sqm 891.00 31185.00

brown, light green, light blue and other light shades glazed tiles confirming to IS :
13753 & 1S 115622 of size 200mm x 300mm in walls, floors, steps, pillars etc. laid on a
bed of neat cement slurry finished with flush pointing in the white cement mixed with
pigment to match the shade of the tile complete (excluding the cost of cement plaster
on walls and pillar).

10  |Steel work welded in built up sections/ framed work including cutting, hoisting, fixing 150.00 Kg 144.50 21675.00
in position and applying a priming coat of approved steel primer using structural steel
etc. as required. In gratings, frames, guard bar, ladder, railings, brackets, gates and
similar works.

11 Providing and fixing GI wire gauge of average width of aperture 1.56mm with wire of 5.00 Sqm 697.00 3485.00
0.45mm to existing steel door, window shutter frames with necessary M.S. strip
beading 20x3mm with suitable screw at not exceeding 150mm distance etc. complete.

12 Providing and fixing 1mm thick M.S. sheet sliding-shutters with frame and diagonal 8.00 Sqm 5180.00 41440.00
braces of 40x40x6mm angle iron, 3mm M.S. gusset plates at the junction and corners
25mm dia pulley, 40x40x6mm angle and T-iron guide at the top and bottom
respectively including applying a priming coat of approved steel primer.

13 Providing and fixing on wall face Unplasticised Rigid PVC rain water pipes
conforming to IS : 13592 Type A including jointing with seal ring conforming to IS :
5382 leaving 10 mm gap for thermal expansion. (i) Single socketed pipes

14 75 mm dia 8.00 Mtr - 199.00 1592.00

15 110 mm dia 8.00 Mtr 312.00 2496.00
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Wiring of light point/ fan point/ exhaust fan point/ call bell point as per PWD
specification for electrical Works with ISI marked 1.5 sq. mm nominal size FR PVC
insulated unsheathed flexible copper conductor 1.1 kV grade (15:694) and 1.5 sq. mm
nominal size FR PVC insulated unsheathed flexible copper earth conductor 1.1 kV
grade (IS:694) in recessed 1SI marked MMS ( 15:9537 P - 111 ) vergin material PVC
conduit & it's all accessories( J.B., Bends etc.) , round tiles,18 SWG Hot Dipped
Galvanized Modular Box with earth terminal, 6 A Modular switch, Modular face plate
with grid plate, 3 pin ceiling rose / lamp Holder/ 3 pin connector , screws etc, making
connections,all as per pre approved by Engineer in charge, testing etc. complete as
required. For specification of copper Conductor, Phenolic Laminated sheet's &
Electrical/ Wiring accessories refer Chapter E - 04, E - 05 & E - 07 .. For additional
technical parameters of products/ work , refer Annexure "A" attached with this BSR .
Short point (up to 3 mtr.)

5.00

P. Point

368.00

1840.00

17

(B) Medium Point upto 6 mtr.

5.00

P. Point

592.00

2960.00

18

(c) Long point upto 10 mtr.

5.00

P. Point

791.00

3955.00
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Wiring of 3/5 pin 6 amp. Light plug point as per PWD spccification for clectrical
Works with ISI marked 1.5 sq. mm nominal size FR PVC insulated unsheathed flexible
copper conductor 1.1 kV grade (I5:694) and 1.5 sq. mm nominal size FR PVC insulated
unsheathed flexible copper earth conductor 1.1 kV grade (IS:694) in recessed ISI
marked MMS ( 15:9537 P - III ) vergin material PVC conduit & it's all accessories( ].B. ,
Bends etc.), round tiles, 18 SWG Hot Dipped Galvanized Modular Box with earth
terminal, 6 A modular switch, 3/ 5 pin 6 A modular socket, Modular face plate with
grid plate, screws etc,all as per pre approved by Engineer in charge, making
connections, testing etc. complete as required. For specification of copper Conductor,
Phenolic Laminated sheet's & Electrical/ Wiring accessories refer Chapter E - 04, E- 05
& E - 07. For additional technical parameters of products/ work , refer Annexure "A"
attached with this BSR . on board

2.00

P. Point

366.00

732.00

Supplying and drawing FR PVC insulated & unsheathed flexible copper conductor as
per PWD specification for electrical Works with ISI marked (I5:694) and as per IS 8130 :
2013 of 1.1 kV grade . Wire should be made from 99.99% purity copper, class 5
stranding in acc. to IEC 60228 for lower watt loss, oxygen free ( <10 ppm) for less
chances of oxidization and higher silver content for gives better conductivity,
insulation PVC type A or C,flame retardant as per IS 10810-53, better amperage rating
as per VDE 0298 part 4, , in existing surface or recessed PVC/ MS conduit/ casing
capping including all as per pre approved by Engineer in charge,making connections,
etc. as required. OEM Must have its own in house NABL lab setup for all testing
facilities for wires. For additional technical parameters of products/ work , refer
Annexure "A" attached with this BSR . 2 x 6.0 sq. mm. + 1 x 2.5 sq. mm.

7.00

174.00

1218.00

z21

Supplying and fixing of power plug point with Modular accessories as per PWD
specification for electrical Works, on hot dipped galvanized modular box of 18 SWG
with earthing terminal/ connector on surface or in recessed with suitable size of
modular face place with grid plate and cover plate including cost of ISI marked
modular 16 amp. Switch (IS :3854) and 3/5 pin 16 amp. socket outlet (15:1293) [ as per
detailed in respective item in BSR] , making connection , testing , etc. as required. All as
per pre approved by Engineer in charge. For additional technical parameters of
products/ work , refer Annexure "A" attached with this BSR .

3.00

Each

595.00

1785.00
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Providing & Fixing of 240/415 V AC MCB with positive isolation of breaking capacity
not less than 10 KA (B/ C tripping characteristic as per type of load and site
requirement) 4KV impulse withstand voltage, as per PWD specification for electrical
Works with ISI marked IS 8828(1996) / conforming to IEC 60898-1 2002, IEC 60947-2,
low watt losses, trip free mechanisum , energy limiting of class 3 as per IEC, minimum
phase termination capacity of 35sq.mm. , conductorline load reversibility, label holding
facility , IP 20 contact protection and fitted with existing distribution board/ sheets,
min. operation 20,000 upto 32 A rating and 10,000 upto 63 A, 5000 for 80 A rating
including making connections, testing etc. as required. . OEM shall have submit NABL
/ CPRI / ERDA accrediated lab test reports before execution & All as per pre
approved by Engincer in charge. For additional technical parameters of products/
work, refer Annexure "A" attached with this BSR . Double pole MCB 6 A to 32 A
rating

2.00

Each

580.00

1160.00
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Providing & Fixing of 240/415 V isolator as per PWD specification for electrical Works
with ISI marked 1S:13947-III/ conforming to IEC 60947-3, suitable for AC22A
utilization catagory, 4KV impulse withstand voltage, true contact indication, Red
colour dolly / lever shall have single mould covering over all poles for operation , two
position din rail mounting, minimum phase termination capacity of 35sq.mm. , label
holding facility , IP 20 contact protection and fitted with existing distribution board /
sheet including making connections, testing etc. as required. OEM shall have submit
NABL / CPRI / ERDA accrediated lab test reports before execution & All as per pre
approved by Engineer in charge. For additional technical Double pole isolator 80 A/
100 A rating parameters of products/ work , refer Annexure "A" attached with this
BSR

Each

604.00

1208.00
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Providing & Fixing of Recessed/surface mounting heavy duty horizontal type Double
Door ( Metal / Glazed )Distribution board with Metal end box made out from
Galvanized steel / CRCA sheet not less then 1.2 mm thick conforming to 15-8623-1 & 3
/ IEC 61439- 1 & 3, powder painted complete with reversible door (for double door DB
only )100 amp. insulated copper bus bar/shorting link , copper neutral link, copper
earth link, color coded interconnecting wire set of suitable rating and din bar,masking
sheet, making internal DB terminations with copper lugs, Ferrules, detachable gland
plate, including making connections, testing etc. as required. OEM shall have submit
NABL / CPRI / ERDA accrediated lab type test reports & All as per pre approved by
Engineer in-charge. For additional technical parameters of product / work refer
Annexure 'A' attached with this BSR Metal door (single phase) IK-09 and IP-43 with
Metal end box 8 Way (8+2)

2.00

Each

2239.00

4478.00

25

P/Laying P.V.C/XLPE insulated & P.V.C sheathed cable of 1.1 KV grade with Copper
conductor of IS: 1554 P-1/1S: 7098 P-I in ground as per IS: 1255 including excavation of
30cm x 75cm size trench, 25cm thick under layer of sand, IInd class bricks covering,
refilling earth, compaction of earth, making necessary connection, testing etc. as
required of size 1.5 Sq.mm Armoured 6 Core

10.00

369.00

3690.00
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Providing & Fixing of IP20 SMD Mid Power LED batten type integrated light fixture
made from Powder coated Extruded aluminium housing with in built driver , System
lumen efficacy > 110 Im/Watt output, internal surge protection of 2.5 KV with Short &
Open circuit protection ,THD < 10% , P. F.20.95, CRI >80, life time of minimum 50000
Burning Hours with , 70% of intial Lumenmaintaned till life ends , CCT 3000°K /
4000°K / 5700°K /6000°K/6500°K (As per ANSI Bin) , Maximum power consumption
should not more than the specified rating and Fixture shall be of BIS standard and
trade mark certificate ( T.C.). Manufactures Word Mark/ Name Engraved/
Embossing/ Screen printing on housing. OEM must have its own in house NABL lab
setup for all testing facilities for LED fixtures. (LM79 & LM80) certificate / Report from
OEM shall be submitted. All as per pre approved by Engineer incharge. For additional
technical parameters of products/ work, refer Annexure "A" attached with this BSR .
570mm (+/-10%) batten with min. lJumen output 1000 Im

5.00

Each

415.00

2075.00






