OFFICE OF THE (ELECT.) MUNICIPAL CORP. KOTA

G- SCHEDULE

R

Earnest money :99960/-

Tender cost : 2500/-

Name of work:- wﬁvmm\mmumwmqwmﬁﬂﬁmmﬁ)l

Name & Address of Tenderer

.................... Pesreiissesatesanisinestanentes

\EN\ SOR \ Particulars

Code \Pan-A ( SOR RUIDP 2023 )

RATE

Unit

Amount

Wiring of \igh\l point/ fan point/ exhaust fan point/ call bell point with 1.5
$q. mm nominal size FR PVC insulated unsheathed flexible copper
conductor 1.1 kV grade and 1.5 sg. mm nominal size FR PVC
insulated unsheathed flexible copper earth conductor 1.1 kV grade
(IS:694) on surface 1S marked ( 1S:14927 P - |1 ) virgin material UPVC
trunking & it's accessories, Hot Dipped Galvanized Modular box of 1.2
.|mm thick with earth terminal/ Surface Moulded virgin material UPVC
Modk_nar Box , 10 A Modular switch Modular face plate with grid plate,
3 pin ceiling rose/holder /3 way Connector, screws, making
connections, testing etc. as required. For specification of copper
Conductor, Phenolic Laminated sheet's & Electricall Wiring
accessories refer Chapter-53, 54 & 56 for additional technical
parameters of product / work refer Annexure 'A' attached with this BSR.

\ 52.1.1 \Shor‘t point (up to 3 mtr.)

1200.00

370.00

P.point

444000.00

5212 . \Medium point (up to 6 mtr.)

200.00

599.00

P.point

119800.00

‘ 52.1.3 \Long point (up to 10 mtr.)

100.00

834.00

P.paint

83400.00

523 |switch, 3/5 pin 6 A modular socket, Modular face plate with grid plate,

Wiring of 3/5 pin 6 amp. Light plug point with 1.5 sq. mm nominal size
FR PVC insulated unsheathed flexible copper conductor 1.1 kV grade
and 1.5 sq. mm nominal size FR PVC insulated unsheathed flexible
copper earth conductor 1.1 kV grade(1S:694) on surface ISI marked (
1S:14927 P - Il ) virgin material UPVC Trunking & it's accessories, Hot
Dipped Galvanized Modular box of 1.2 mm thick with earth terminal/
Surface Moulded virgin material UPVC Modular Box, modular 10A

screws, making connections, testing etc. as required. For specification
of copper Conductor, Phenolic Laminated sheet's & Electrical/ Wiring
accessories refer Chapter-53, 54 & 56 for additional technical
parameters of product / work refer Annexure 'A' attached with this BSR.

52.3.1 |On board

100.00

399.00

P.point

39900.00

=34 |S&F following sizes of ISI marked ( 15:14927 P - 1) virgin material

UPVC trunking along with accessories like coupler, inner, outer, elbow,
square box, tee, end cap etc. on surface with screws, expansion
fasteners as required. For additional technical parameters of product /
work refer Annexure 'A' attached with this BSR.

5242 |25 mmx12mm

250.00

51.00

R.mtr

12750.00

4 56.36

53.6

B
53.6.1
b ]
53.6.2
BRI
53.6.3

Providing and fixing of power plug point with non modular )
accessories as per PWD specification for electrical Works w_lth
Galvanized box of 1.2 mm thick with earth terminal with. suitable size
phenolic |laminated sheet (IS : 2036 - 1995) cover including cost of .16
amp. Switch (IS :3854) and 3/6 pin 16 amp. so_cfket puﬂet ma}qng
connection , testing , efc. as required. For specrﬁcg?oon of Wiring
accessories refer Chapter-56 related item & For additional technical
parameters of product / work refer Annexure 'A' attached

with this BSR.

50.00

311.00

Each

15550.00

Supply & drawing Wi T
grade PVC insulated flat twin core sheathe
with 10 SWG Gl Support wire duly clippe
additional technical parameters ©

ring for sub mains 1ST marked (1S:694) 1100 Volts
thed sofid aluminium canductor
d etc. as required. For
f product / work refer Annexure ‘A’

attached with this BSR.

100000 | 6200 |

ntr

mtr

62000.00
37500.00

4.0 sq.mm

50000 | 7500 |

6.0 sq.mm

W

10.0 sq.mm !

100.00

25000.00
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~T§upplying and drawing FR PVC insulated & unsheathad flexibie copper

conductor as per PWD epacification for olacirical Works with 181

marked (15:684) and as per 1S 8130 : 2013 of 1.1 kV grade . Wire
should ba made from 99.90 % purity copper, class 5 stranding in acc

10 1S:8130/EC 60228 for lower walt loss , oxygen free for less chances
of oxidization, insulation PVC type AICID |, flame retardant as per 1S
10810-53, belter amperage rating as per 153861 part 5, in existing
suface or recessed PVC/ MS condulticasing capping making
connections with Copper Lugs of suitable size, Ferrules testing etc. as
required. OEM Must have its own in house NABL lab setup for all
testing tacilities tor wires. For additional technical parameters of
product { work refer Annexure ‘A’ altached with this BSR.

& DR S e

o

) B8000.00
5312 \2 x 1.5 sg mm 2000.00 | 44.00 mr

00
| s316 \ % 2.5 50 mm 1000.00 | 63.00 mtr 63000
I \ 500.00
\ S311 \2 x40 sq.mm 900.00 95.00 mir 8550

] Providing & Fixing of 240/415 V AC MCB with positive isolation of 10
KA breaking capacity (B/ C/D tripping characteristic as per type of load
and site requirement) 4 KV impulse withstand voltage, ISI marked IS
8826(1996) / conforming 1o IEC 60898-1 2002, |EC 60947-2, low watt
\osses, trip free mechanisum , energy limiting of class 3 as per |EC,
minimum phase termination capacity of 35sq.mm. , conductor line load
reversibility , (P 20 contact protection

and fitted in existing distribution board/sheets, minimum electrical
operation 20,000 upto 20 A rating and 10,000 upto 63 A, 5000 for 80 A
& above rating including making connections, testing etc. as required.
OEM shall have submit NABL / CPRI / ERDA accrediated lab type test
reports & All as per pre approved by Engineer incharge. For additional

technical parameters of product / work refer Annexure 'A" attached with
this BSR.

i S

55.1

55.1.1 |Single pole MCB (With B/C curve tripping Characteristics) :
55.1.1.2 {6 A10'32 A rating 500.00 192.00 Each 96000.00

55.1.2 |Double pole MCB(With B/C curve tripping Characteristic:s) —
55.1.2.2 |6 A to 32 A rating

250.00 580.00 Each 145000.00

55.1.4 |Four pole MCB (With B/C curve tripping Characteristics) ’
55.1.4.4 |50/63 A rating ) 100.00 1789.00 Each 178800.00

Providing & Fixing of Recessed/surface mounting heavy duty

horizontal type Double Door ( Metal / Glazed )Distribution board with
Metal end box made out from Galvanized steel / CRCA sheet not less
then 1.2 mm thick conforming 1o 1S-8623-1 & 3 / IEC 61439- 1 & 3,
powder painted complete with reversible door (for double door DB only
)100 amp. insulated copper bus bar/shorting link , copper neutral link,
copper earth link , color coded interconnecting wire set of suitable
55.10 |rating and din bar,masking sheet, making internal DB terminations with
copper lugs, Ferrules, detachable gland plate, including making
connections, testing etc. as required. OEM shall have submit NABL /
CPRI / ERDA accrediated lab type test reports & All as per pre
8 approved by Engineer in-charge. For additional technical parameters
of product / work refer Annexure 'A' attached with this BSR.

55.10.1 |Metal door (single phase) IK-08 and IP-43 with Metal end box l

551011 |4 Way (4+2) . 10000 | 1840.00 | Each 184000.00
51012 |6 Way (6+2) 50.00 | 2068.00 | Each 103400.00
55,10.1.2 |8 Way (8+2) 25.00 ‘ 2239.00 Each 55975.00
55.10,1.4 |12 Way (12+2) 25.00 2655.00 Each £6375.00

5513 |P&F metal clad / Plastic industrial plug top & soc}tet unit with pin and
sleeve type contact on’porcelain/ bakelite base in Recessed/surface
mounting heavy duty Enclosure made out from Galvanized steel /
CRCA sheet not less then 1.2 mm thlck‘conformlng to IS-B§23-1 &3/
IEC 61439- 1 & 3. powder painted (without MCB) 'ipcludmg mak}ng
7 connections, testing etc.as required.For additional technical
: parameters of product / work refer Annexure *A' attached with this BSR.

10515.00

[

55133 |20amp. 3 pin + scrapping Earth, 4 Module 5.00 2103.00 Each

"1 : dular socket size
j Fixing of 16 11037:1984 marked non mo

7 Pm;/)‘?mi ?80 wagt rotary minimum 6 step fan regulator with CM/L no.

flu_s dy s nd made out from industrial grade Polycarbonata or fire

printes aABS material including making connection testing etc. as 260.00 224,00 s s

o sl il as per pre approved by Engineer in-chargs. Fgrﬁaddmonal ‘

o i {22;:1rlzgiAparangeters of products! work . refer Annexurs A" altached

with this BSR .

N
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rroviding & Fixing of BEE Star rated copper wounded double bal
bearing capacior start, aluminium body & Metallic blade celling fan
Conforming to all the performance fequirements laid down in IS
3742019 Including all amendments, as applicable ; & Carry BIS
licensing (l.e. 181 marking) with down rod up to 80 cm with secondary
), cotter pnwih3x15 sg.mm pvc

insulated flexible copper conductor making connection testing etc. as

required. All as per pre approved by Englneer in-charge. For additional
technical parameters of products/ work , refer Annexure
"A" altached with this BSR .

— e
1200 mm Sweop BEE 1 Star rated (

service value >=4.0 to < 45)

Providing & Fixing

250.00

1937.00

Each 484250.00

of Heavy duty capacltor start, copper wound Double
ball bearing 900/1400 RPM single phase Exhaust fan conforming to
18:2312 1S| marked in existing opening Including making connections
testing etc. as required. All as per Pre approved by Engineer in-charge,

For additional technical Parameters of products/ work , refer Annexure
"A" attached with this BSR .

25.00

3254.00

Each 81350.00

M nominal thick medium duty steel pipe
Including cutting, threading, drilling, fixing quarter pin etc as reqd. All
as per pre approved by Engineer in-charge. For additional technical

parameters of products/ work » refer Annexure "A" attached with this
BSR . '

5.00

217.00

Each 1085.00

lockable Jam free lig suitable for
size Top Dia. 225 to 260 mm), B
250 to 300 mm. and embodying

Supply & Laying following size earth wi
ground/surface/recess including riveting, soldering, saddles, making
connection with GI/Cu purity purity >95% thimble etc. as required.. All
15 63.6 |gg Per pre approved by Engineer In-charge. For additional technical

parameters of products/ work . refer Annexure "A" attached with this
BSR.

63.6.8 |8 SWG G.I. (Hot Dipped ) Wire

P & Fixing M.S. flat on exis
required nos. of holes for
54.4 |oxide paint and two co
16 additional technical paral
attached with this BSR

25 mm x 5 mm

ting angle Iron frame and making
fixing accessories including one coat of red
ats of enamel paint etc. as required,For
meters of product / work refer Annexure 'A'

54.4.2

P & F paper phenolic resin bonded laminates confirming to IS ; 2036 -

making holes for switches etc, with
ed nut and bolts as required. For
f product / work refer Annexure 'A'

54,5 |brass screws, washers/ zinc plat
17 ' additional technical parameters of
aftached with this BSR

6.4 mm thick

54.5.3

20.00

ire in horizontal or vertical run in

100.00

50.00

5876.00

iding & Fixing of of M.S. J- hook of standard
':éo;m c?la. M.8. round bar and fixéd with cement concrete mortar with
required support as required. All as per pre approved by Engineer in-
charge. For additional technical parameters of products/ work , refer
Anngxure "A" attached with this BSR .

design made out of

18 £64.9

10,00

250.00

I - flush type non modular ewitch with
Ay mlﬂ rtke%da(rlnz;’r?::zz gu':‘;:grn lndua):‘r)lal grade Polycarbonate or
CMAL ro. pr‘nABs malerial Including cutting hole in tile and making
il ling elc. as required. All as per pre approved by
connection wr?ar fi For additional technical parameters of products/
E"?;iniirr;? ;'fnne?(u}e A" attached with this BSR ,
work ,

19 56,1

153.00

—_— |
125.00
——

S
1323.00

77

set 117520.00

2100.00

sq.mtr 13230.00

Each 45750.00

500.00

24.00

Each 12000.00

: mp. flush type non modular switch

" P & F 18] marked (13 '3224&:: (f}t:m ?nduslrlal grade Polycarbonate or

P CMIL no. printed and Tanm including cutting hole In tile and making
ABS mole as required. All as per pre approved by
shing rtf,r additional technical parameters of products/
A" gttached with this DSR . :

fire resistant
connection e

20| 562 Engineer In-charge.

work , refer Annexure

50.00

51.00

Each 2550.00

AR

N
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& captive screws including culling hole in tile ang making connection
j 10 /
i ¢

/

26

27

“w—;‘ﬁbming & Fixing of

S
55.2.1
55.2.11

55.2.1.2
—

59.8.2 |32 A, Four pole
—t |

7 & Fixing of of 3/5 pin 6 amp. flush type non modular
provic ';:?a;" out frem industrial grade Polycarbonate or fire

ifsml‘::‘;m ABS matenial, brass terminal with Porcalain basad back cover
rosis 3%

testing etc as required All as per

pre approved by Engineer in-charge
For additional technical paramete

1S of products/ work . refer Annexure

"A" altached with this BSR
( 36 pin 16 amp flush type non modular sacket
imede out from Industrial grade Polycarbonate of fire resistant ABS
jmaterial, brass terminal wiy Porcelain baged back cover & captive
lscrews including cuttin

250.00 34.00

Each 850000

50.00 80.00

Each 4000.00

& Fixing of 1S] man
L no. printed an
Polycarbonate or fire resistant
serewsincluding makin

ked (18:1258) batten/angle lamp holder
d made out from industrial grade
ABS material, brass terminal & captive
i - @s required. All as per
For additional technical
. refer Annexure A" attached with this

250.00 31.00

Each 775000

10.00 70.00

Each

30A/40A rating
83 A rating

to 18:13947 p-||| in

with lugs, testing etc. as required in the followi
approved by Engineer in-charge. For additiof
of products/ work » refer Annexure "A"

59.8

SITC of Monoblock motor pump set S| marked (IS:9079-2002) with

as per IEC 60034-2-1: 2007,
- With Stainless steg| Impellor,
i phase (240 - 440

(PSC), fitted with thermal overloaq

V) permanent split capacitor type
Including cost of hardware

protection,
70.7

have submit NABL / CPR] / ERDA accredi
certificate before execution. All as per
incharge. For additional technical parame
Annexure "A" attached with this BSR .

Pre approved by Engineer
ters of products/ work, refer

70.7.1 {D.5HP, 1-@, (3 - 18)Mtr, (100-26) LPM

28

Providing & Fixing of 400 mm Sweep BLQC technology Oscillating
type Wall mounting / Pedestal type fans with Three speed, ON and
OFF position, Double Wall bearing with front and back 120 or more
ribs guard; Three no. blades, noise level should be <= 75 dB, including
fixing with anchor bolts, making connsction testlng elc. as required. (
With Remote ) All as per pre approved by Engineer incharge. f°,f
additional technical parameters of pmduct;l work, refer Annexure "A’
attached with this BSR .

Double pole isolator

20.00 360.00

—_
10.00 464.00
—

——
2658.00
F— |

—
10.00 10998.00
]

Wall mounting type with Service value 2.0 CMM /W, Min, Air

4,6,1
5 Delivery 71 CMM

2500

29

75.1.1 §00/1200 mm swWeep

i I j &nd running winging)
Rewinding of ceiling fan rg:z; :§§ar:2r:?‘ ;m bl gwmm laking o, of
including all necessary :; it was originally wound with fequired size
coils, turns &nd Pﬂtl:ﬂ with ‘E' class insulation material and making
super enamelied W ;: uired. Replacement of mate_ana) or cgn:;‘peog::s
connections eic. as l%al)nﬁ s of OEM of original pmducx.! }c\enmg lan)p
misLpe ufa aksi gzrrgrained by the contractor. {New mode
material shou » 2

75.1

4816,00

250,00

Billatiac.. e

Each

i
IR —

[ s r——————

Each

{New model ceiling fan)
s

o

535.05] ,

s 134500.00

e S
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<& for olling. ‘ove g fan, table fan,pedestal fan
mﬂsrp?ai:l to the size of fan including removing,refixing of fan from slte
and testing etc. as required,

~IEans with Ramoving & Refixing at Suitable Location

260,00

110.00

Each

27500.00

TProviding and Replacement of ball bearing of celling/ exhaust fan and
refixing the same at suitable location as requiredand as per OEM
/ recommendations. Replacement of material or components shall be
{3t 754 luse as per guidelines of OEM of original product, Al the scrap material

should be retained by the contractor.

100.00

' 268.00

Each

26800.00

Proviqding & Replacement of M.S. Shaft of celling fan. Replacement of
© _— material or components shall be use as per guidelines of OEM of

original product. All the scrap material should be retained by the
contractor. \

158.00

Each

3950.00

13 75.9 ‘P & F of rubber gromet (fan insulator)

37.00

Each

925.00

Providing and Replacement of Gun metal  bush of ceiling/

exhaust/cooler fan/ as required. Replacement of material or

34 7510  {components shall be use as per guidelines of OEM of original
product. All the scrap material should be retained by the contractor.

50.00

158.00

Each

7900.00

35 4517 Replacement of cooler pads (heavy) set of 3 no. of
- size 25" x 27"

25.00

103.00

Each

2575.00

Rewinding of motor of desert cooler fan with super enamelled

copper wire, 'E ' class Insulation material including removing,
% 7538 refixing testing etc. as required, Replacement of material

or components shall be use as per guidelines of OEM of original

product. All the scrap materlal should be retained by the contractor,

50.00

913.00

Each

45650.00

\ S & F of capacitor of 230V/ 275V, 50Hz rating of plastic casing and
7572 Mterminals -Lugs or copper wire

37

15722 |Running capacitor
757221 |2.5/3.15 micro farad

500.00

48.00

Each

24000.00

250.00

57.00

Each

14250.00

75.29 \P & F of ISI marked vertical pump suitable for 20" desert cooler

38 including making connection testing etc. as required.

\ 757222 _14.0 micro farad
|

75.29.1 |1SI marked vertical pump

250.00

556.00

Each

139000.00

Providing & Fixing of Vertical(BEE 5 star rated) / Horizontal( BEE 3star

rated) storage water heater with outer casing made of Engineering

Plastic sheet (Upto 25 Ltr) / Metal rust proof Body (35 & 50 Ltr), Glass

line / Titanium Enamel coated Pressure Pump Compatible 8 bar

pressure Inner tank, Glass Line Coated , mineral filled heating
element, stem type, snap action adjustable thermostat, Dual indicating
lamps Injected PUF insulation, Multi Function Valve etc. as required
held in position with 2/4 no. 10/12 mm anchor Fastener, duly wired with

39 651 |3 core 2.5/4.0 Sgmm PVC insulated & sheathed copper conductor and
- 16 A/25A three pin plug top with Portable Residual Current Device (
PRCD ), including making inlet,
outlet Flexible alloy connection, testing etc. as required. All as per pre
approved by Engineer in-charge. For additional technical parameters
of products/ work , refer Annexure "A" attached with this BSR ,

65.1.3 |15Ltr

10.00

10562.00

Each

-10562000 |

Providing & Laying P.V.C./ XLPE insulated & P.V.C. sheathed
Arrmoured Aluminium cable confirming to 1S:1554 P-| / [S :7098 P.- | of
1.1 KV with H4- Grade electrolytic aluminium conductor confirming to
1S 8130 of purity >99.6 %, round / flat strip armouring of cables, Inner /
outer sheath confirming to 18:5831 in existing RCC / Hume /
60.2 |Stoneware / PVC pipe/ open duct/cable trench / Cable tray(with cable

, 3 |tie) including testing etc. as required of following size. OEM must have
40 g it's own in house NABL accrediated Laboratory for testing procedure
as per 1S:10810.For additional technical parameters of product / werk
refer Annexure 'A' attached with this BSR
10.0 Sq. mm :

=

60.2.3.2 |2core .

250.00

183.00

mtr

45750.00

idi Fixing of energy efficlent direct fit (Retrofit)
ggl’;::‘:a’:&galel Gglass houzlng SMD Mid Power LED tube rod (with
Integral driver & alumn. heat sink ), on existing ﬂxtyre. system lumelr)\
sfficacy z 100 Im/Watt output, Internal surge protection of 25 KVQTH
< 20% ,p4.20,85,CRI >80 , life time of minimum 35000 Bumlngoog‘):rsl
with ';O% of Intial Lumen maintaned till life ends, CCT 30

OOO;K / 5700°K /6000°K/BE00°K (As per ANS! Bin) , maximum plolwer
. mption should not more than the specified rating and Fixture
s of BIS standard and trade mark certificate ( T.C).
e s Word Marl/ Name Engraved! Embossing/ Screen
M?’;ng%‘r’,’gouw OEM rust have its own In house NABL lab setup

rinti sing. il 10
z)r al tasting {acillish for Lr!1: ?rg:'uéaét.\ﬂus':a" be submlited. All as per
& LMGO)cerﬁZCB?y/ Eig?neer in-charge. For additional tac.hnlc?|

o : YA" attached with this
g;‘:a,:;im of pmduc!sl work , refer Annexure A" atta

BSR.,

66.20
41

Iy 1200mm , Min. L.ume

§0.00

277.00

Each

1385000

s Gulpul 2000 Im LED Tubs rod with

66,22 -|polycarbonate HOUSING oo

[ w22 | -
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