Estimate : NO, W3

Earnest money : 198329/

Tender cost : 3500/-

Amount : 99,16 Lakhs, —
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$.No code Partlculars Item Qty Units Ame Amount

Supply, Installation testing and commissioning of MNRE
approved Grid tled Solar Panels with Inverter, moter, cable
etc. sultable for Rooftop Installation as well as Unllity Scale
Solar Power Projects with 25 years of linear gonaration
warranty, Work Includes deslgning of solar panel area and
MS frame and foundatton on ground/roof of Pump house or
CWR, showing arrangement of panel In avallable space,
Installation of PV module on MS frame as per approved
design and drawings. Mountlng structure shall be sultably
designed to withstand wind veloclity up to 150km/hr. Grld
Tle Transformer less Inverters, Multiple Independent MPPTS,
Peak efficlency of >98%. Connect up to multiple strings PV
76.1 arrays, Easy & fast connection, Bullt In strlng level
1 monltoring, IP 65 protectlon level, WI-FI/ Internet based
remote monltoring with 5 years warranty. All cabling up to
panel and metre, earthing etc. required accessorles and
taxes are Inclusive, The work shall be executed as per
detalled technical specificatlons, approved drawing and
direction of Engineer Incharge. Note: There shall be 5 year
service warranty for panel, Inverter meter, cable ete, and
sultable provision shall be Included In tender document|
(Only MNRE-approved DCR Solar PV Modules listed under
the latest ALMM shall be supplied and Installed.)

far panels more than 10 KW and up to 50 KW at a single

76.1.2 Jocatlon.

136000 watt 57.00 7752000

Supply & fabricatlon steel structure with MS channel / angle
/ Jolst / ISMB / sheet etc. Including welding, rivetting,
cutting, nut & bolt, one coat of primer 8 two coat of enamel
palnt etc. as required complete In all respect. All as per pre 266
approved by Engineer In-charge. For additional technical kg 138 27600
parameters of products/ work , refer Annexure "A" attachad
with this BSR .

2 72.20

Voo

D

N Ny

«." T )Y I~

@ Scanned with OKEN Scanner



Providing & Laying P.V.C. / XLPE Insulated & P,V.C, sheathed
Unarmoured Copper cable conflrming to 15:1554 p-1 / 1S
7098 P -1 of 1,1 KV with electrolytic grade Copper made of
copper rods confirming to 1S 613-1964, of purity >99.7 %,
Inner / outer sheath
confirming to 15,5831 In existing RCC / Hume / Stoneware /,
PVC pipe/ open duct/cable trench / Cable tray (with cable
tie) Including testing etc, as required of followlng size, OEM
must have It's own In house NABL accredlated Laboratory for
testing procedure as per 15:10810 For additlonal technlcal
parameters of product / work refer Annexure 'A' attached
with this BSR
60.3.7 125.0 5q. mm

- 80.3.7.4_14 Core 500 mtr 1509

Providing & Laying P,V.C, / XLPE Insulated & P.V.C. sheathed
Armoured Copper cable confirming to IS:1554 P-I / 1S ;7098
P -10f 1.1 KV with electrolytic grade Copper made of copper
rods conflrming to 1S 613-1964, of purlty >99.7 %, round /
flat strlp armouring, Inner / outer sheath confirming to
4 60.4 1S:5831 In existing RCC / Hume / Stoneware / PVC plpe/

open duct/cable trench / Cable tray(with cable tle) including
testing etc. as required of following size. OEM must have It's
own in house NABL accrediated Laboratory for testing
procedure as per 1S:10810 For additional technical
parameters of product / work refer Annexure ‘A" attached

with this BSR
60.49 [50Sq. mm ) _
200 mtr 3088 617600

60.4.9.4 (4 core
5 21.1.3 1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate 20 eiim 5510 110200

20 mm pominal size)
Add Extra for Laying of one number PVC insulated and PVC
sheathed / XLPE power cable of 1.1 KV grade dlrect in
ground Including excavatlon of trench of size 75 cm (Depth)
x 35 cm(Width) , with procedure as per following points:- (a)
Make a river sand bed of helght 125 mm along the trench,
(b) Lay the cable In the middle of the trench, (c) Provide river
sand bed of helght 125 mm on top of the cable, (d) Lay the
protective Common burnt clay F.P.S. Bricks of Class
deslgnation 75 / Sand stone slabs of 50 mm thickness and
225 mm wide just above the sand bed vertically across the
cable ( Approx. 9 no. Bricks per mMtr.), (e) Backfill the
excavated soll leaving 300 mm from the Ground level, (f)Lay
the Cable warning tape and again back-fill the remaining
portlon of the trench upto the ground level and compacting

60,3

905400

600 mtr 190 114000

the earth .
Add Extra In Item no.60.5 If Excavatlon done In Hard Rock / 200 mtr . w000

‘ 7 606 €C road / TAR Road and making Good the same
'E DWC (External Annular Corrugated and .
150 mm DN/ID HDP { 800 mtr %68 T12000

8 1821 smooth Internal walls) SN-8 as per IS 16098 part 2
Plate Earthing as per 1S:3043 with copper Earth plate of )

purlty >95% of size 600mm x 600mm X 3.0mm by embodying
3 mtr. below the ground level with 20 mm dla. G.4. ‘B class
watering Pipe ,Including all accessorles like nut, bolts,
reducer, nipple, wire meshed funnel, and Heavy duty
weather proof poly-propylene earth pit chamber with
lockable Jam free lid sultable for safe working load 5000 Kg
or mare of size Top Dla. 225 to 260 mm, Bottom Dia 300 to
9 63.3 350 mm. and Helght 250 to 300 mm. and embodying the 8 set 15523 .
plpe complete with alternate layers salt and coke/ charcoal, 24184
testing of earth resistance for value of 5 ohms or less as
required & must record by engineer In-charge during site
visit and ensure to enter I measurment book, All as per pre
approved by Engineer In-charge. For additional technical
parameters of products/ work , refer Annexure "A" attached

with this BSR .
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Supply and fixing of distribution type Lightening arrestor (
Set of 3 Nos.) 9 kv, 10 kA {I5:3070) with mounting breaking
to be installed an existing DP structure etc. as required.All as
per pre approved by Engineer in-charge. For additional
technical parameters of products/ work , refer Annexure "A"
attached with this BSR .

8 set

5723

\

Total| 9916168.00

Terms & Conditions — Enclosed -1
1/We here by Execute the above work.
) J v S— % (above/below) in figures.
[]) [P ORRRRS % (above/below) in words.

(P
EXECUTHE ENGINEER (ELECT)

Signature of Tenderer
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